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Tab 1. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 14x2,0; t,,, = 35 °C - Tacker, Rail

[W/m?] [W/m?] [W/m?]
0,00 76,10 31,0 64,75 30,0 55,51 291 47,94 28,4 41,58 27,8 36,01 27,3
0,05 55,17 291 48,32 28,5 42,52 279 37,58 27,5 33,36 271 29,48 26,7
# 0,10 43,23 34,75 27,2 31,28 26,9 28,27 26,6 25,45 26,4
0,15 35,54 29,48 26,7 26,88 26,5 24,61 26,3 22,43 26,1
0,00 90,39 65,94 28,1 56,94 27,3 49,39 26,6 42,78 26,0
0,05 65,54 29,0 57,40 27,3 50,51 26,7 44,64 26,1 39,62 25,7 35,02 25,2
2 0,10 51,35 26,8 45,94 26,3 41,28 25,8 37,15 25,4 33,58 251 30,23 24,8
0,15 42,22 25,9 38,42 25,6 35,02 25,2 31,92 25,0 29,23 24,7 26,65 24,5
0,00 104,63 29,7 89,02 28,2 76,32 2711 65,91 26,1 5717 25,3 49,52 24,6
0,05 75,86 27,0 66,44 26,2 58,46 25,4 51,67 24,8 45,86 24,2 40,54 23,8
2 0,10 59,44 25,5 53,17 24,9 47,78 24,4 43,00 24,0 38,87 23,6 34,99 23,2
0,15 48,86 24,5 44,47 241 40,54 23,8 36,95 23,4 33,83 231 30,84 229
0,00 118,83 29,0 101,10 27,4 86,68 26,0 74,86 249 64,93 24,0 56,23 23,2
0,05 86,15 26,0 75,46 25,0 66,40 241 58,68 23,4 52,09 22,8 46,04 22,3
1 0,10 67,51 24,3 60,39 23,6 54,27 23,0 48,84 22,5 44,15 22,1 39,74 21,7
0,15 55,50 231 50,51 22,7 46,04 22,3 41,97 219 38,42 21,6 35,03 21,2
0,00 140,08 28,0 119,19 26,0 102,18 24,5 88,24 23,2 76,54 221 66,29 211
0,05 101,56 24,4 88,96 23,2 78,27 22,2 69,18 21,4 61,41 20,7 54,27 20,0
® 0,10 79,58 22,4 71,19 21,6 63,97 20,9 57,58 20,3 52,05 19,8 46,85 19,3
0,15 65,42 211 59,54 20,5 54,27 20,0 49,47 19,6 45,30 19,2 41,29 18,8

Tab 2. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 14x2,0; t,,, = 40 °C - Tacker, Rail

111,73
0,05 81,01 48,98 28,5 43,29 28,0
# 0,10 63,47 41,51 27,8 37,36 27,5
0,15 52,18 36,13 273 32,94 27,0
0,00 125,92 68,80 28,4 59,59 27,5
0,05 91,29 62,18 55,20 271 48,79 26,5
2 0,10 71,53 28,6 63,99 279 57,51 27,3 51,76 26,8 46,78 26,3 42,11 25,9
0,15 58,81 27,4 53,52 27,0 48,78 26,5 44,47 26,1 40,72 25,8 3712 25,4
0,00 140,08 88,24 28,2 76,54 27,1 66,29 26,1
0,05 101,56 88,96 78,27 69,18 26,4 61,41 25,7 54,27 25,0
2 0,10 79,58 27,4 71,19 26,6 63,97 25,9 57,58 25,3 52,05 24,8 46,85 24,3
0,15 65,42 26,1 59,54 25,5 54,27 25,0 49,47 24,6 45,30 24,2 41,29 23,8
0,00 154,23 32,3 30,2 112,50 28,4 97,16 27,0 84,27 25,8 72,99 24,8
0,05 111,82 28,4 97,94 271 86,18 26,0 76,16 251 67,61 24,3 59,76 23,5
* 0,10 87,62 26,1 78,38 25,3 70,44 24,5 63,39 239 57,30 23,3 51,58 22,8
0,15 72,03 24,7 65,56 24,1 59,75 23,5 54,47 23,0 49,87 22,6 45,46 22,2
0,00 175,43 m 149,27 28,8 127,97 26,8 110,52 252 95,86 239 83,02 22,7
0,05 127,19 26,8 111,41 25,3 98,03 241 86,64 23,0 76,90 22,1 67,97 21,3
* 0,10 99,66 24,2 89,16 23,3 80,12 22,4 7211 21,7 65,18 21,0 58,67 20,4
0,15 81,93 22,6 74,57 21,9 67,97 21,3 61,96 20,7 56,73 20,3 51,71 19,8




Tab 3. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 14x2,0; t,,, = 45 °C - Tacker, Rail

[W/m?] [W/m?] [W/m?]

0,00 147,16 37,6 35,6 69,64 30,4
0,05 106,69 33,9 32,7 72,67 30,7 64,51 30,0 57,02 29,3
# 0,10 83,60 67,21 30,2 60,49 29,6 54,68 29,1 49,21 28,6
0,15 68,73 57,01 29,3 51,97 28,8 47,58 28,4 43,38 28,0
oo | ters0 [T
0,05 116,95 32,8 31,5 70,71 28,5 62,50 27,8
2 0,10 91,63 73,67 28,8 66,30 28,1 59,93 27,5 53,94 27,0
0,15 75,33 29,0 62,49 27,8 56,97 27,3 52,16 26,8 47,55 26,4
0,00 175,43 36,2 33,8 95,86 28,9 83,02 27,7
0,05 127,19 31,8 30,3 86,64 28,0 76,90 271 67,97 26,3
2 0,10 99,66 80,12 27,4 72,11 26,7 65,18 26,0 58,67 25,4
0,15 81,93 67,97 26,3 61,96 25,7 56,73 25,3 51,71 24,8
0,00 189,56 35,6 32,9 103,57 27,6 89,71 26,3
0,05 137,43 30,7 29,1 105,92 27,8 93,61 26,7 83,09 25,7 73,44 24,8
* 0,10 107,69 28,0 96,34 26,9 86,57 26,0 7791 25,2 70,43 24,5 63,39 23,9
0,15 88,53 26,2 80,57 25,5 73,44 24,8 66,95 24,2 61,30 237 55,88 23,2
0,00 210,74 132,75 27,3 115,15 25,7 99,73 24,2
0,05 152,79 133,83 117,75 104,07 24,6 92,38 23,6 81,65 22,6
® 0,10 119,72 26,1 107,10 24,9 96,24 239 86,62 23,0 78,30 22,2 70,47 21,5
0,15 98,42 241 89,57 23,3 81,65 22,6 74,43 21,9 68,14 21,3 62,12 20,8

Tab 4. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 14x2,0; t,,, = 50 °C - Tacker, Rail

0,00 182,50 38,4 36,3
0,05 132,31 36,3 34,7 - 33,4
# 0,10 103,68 33,6 32,6
0,15 85,23 31,9 , s i
0,00 196,62 40,2 37,5 35,3 33,5
0,05 142,55 35,2 33,6 32,2 31,0
2 0,10 111,70 32,3 31,3 30,3 29,5
0,15 91,83 30,5 29,7 29,1
0,00 210,74 39,5 36,6
0,05 152,79 34,1 32,4 92,38 28,6 81,65 276
2 0,10 119,72 311 29,9 78,30 27,2 70,47 26,5
0,15 98,42 29,1 89,57 , 74,43 26,9 68,14 26,3 62,12 25,8
0,00 224,85 38,8 35,7 33,2 106,41 27,9
0,05 163,02 331 31,2 29,6 111,04 28,3 98,56 271 8712 26,1
1 0,10 127,74 29,8 114,27 28,6 102,69 27,5 92,42 26,6 83,54 25,7 7519 25,0
0,15 105,01 27,7 95,57 26,8 8712 26,1 7941 254 72,71 24,7 66,28 241
0,00 246,01 134,42 274 116,42 25,8
0,05 178,36 107,84 25,0 95,32 23,8
® 0,10 139,76 279 125,03 26,6 112,35 25,4 101,12 24,4 91,40 23,5 82,27 22,6
0,15 114,89 25,6 104,57 24,7 95,31 23,8 86,88 23,0 79,55 22,4 72,52 21,7




Tab 5. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 16x2,0; t,,, = 35 °C - Profil, Tacker, Rail

[W/m?] [W/m?] [W/m?]
0,00 76,59 311 65,68 30,1 56,61 29,2 49,03 28,5 42,59 279 36,96 27,4
0,05 55,53 291 48,93 28,5 43,24 28,0 38,32 27,5 34,07 27,2 30,20 26,8
# 0,10 43,49 35,25 27,3 31,82 26,9 28,81 26,7 26,00 26,4
0,15 35,73 29,83 26,8 27,28 26,5 25,01 26,3 22,87 26,1
0,00 90,98 67,24 28,2 58,24 27,4 50,59 26,7 43,90 26,1
0,05 65,96 28,1 58,12 27,4 51,36 26,8 45,52 26,2 40,47 25,7 35,87 25,3
2 0,10 51,66 26,8 46,44 26,3 41,88 25,9 37,80 25,5 34,22 25,2 30,89 24,9
0,15 42,45 25,9 38,77 25,6 35,44 25,3 32,40 25,0 29,71 24,8 27,16 24,5
0,00 105,31 m 90,31 28,4 77,83 27,2 67,41 26,2 58,55 25,4 50,81 24,7
0,05 76,35 271 67,27 26,2 59,45 25,5 52,69 249 46,84 24,3 41,52 23,8
2 0,10 59,79 25,5 53,76 25,0 48,47 24,5 43,75 24,1 39,61 23,7 35,75 23,3
0,15 49,13 24,5 44,87 24,2 41,02 23,8 37,50 23,5 34,39 23,2 31,44 229
0,00 119,60 m 102,56 27,5 88,39 26,2 76,56 251 66,50 24,2 57,71 23,3
0,05 86,71 26,0 76,40 251 67,52 24,3 59,84 23,5 53,20 229 4715 22,4
1 0,10 67,91 24,3 61,05 237 55,05 231 49,69 22,6 44,98 22,2 40,60 21,8
0,15 55,80 23,2 50,96 22,7 46,59 22,3 42,59 21,9 39,05 21,6 35,70 21,3
0,00 140,99 28,1 120,90 26,2 104,21 24,6 90,25 23,4 78,39 22,3 68,03 21,3
0,05 102,22 24,5 90,06 23,3 79,59 22,4 70,55 21,5 62,71 20,8 55,59 20,1
® 0,10 80,06 22,4 71,97 21,7 64,90 21,0 58,58 20,4 53,03 19,9 47,86 19,4
0,15 65,78 211 60,07 20,6 54,92 20,1 50,21 19,6 46,04 19,3 42,09 18,9

Tab 6. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 16x2,0; t,,, = 40 °C - Profil, Tacker, Rail

112,46
0,05 81,53 50,02 28,6 44,34 28,1
2 0,10 63,85 42,29 279 38,18 27,5
0,15 52,47 36,72 27,4 33,57 271
0,00 126,73 70,47 28,5 61,15 27,7
0,05 91,88 63,41 56,37 27,2 49,97 26,6
z 0,10 71,96 28,7 64,69 28,0 58,33 27,4 52,65 26,9 47,66 26,4 43,02 26,0
0,15 59,13 27,5 54,00 27,0 49,37 26,6 45,13 26,2 41,38 25,8 37,84 25,5
0,00 140,99 90,25 28,4 78,39 27,3 68,03 26,3
0,05 102,22 90,06 79,59 70,55 26,5 62,71 25,8 55,59 251
2 0,10 80,06 27,4 71,97 26,7 64,90 26,0 58,58 25,4 53,03 24,9 47,86 24,4
0,15 65,78 26,1 60,07 54,92 251 50,21 24,6 46,04 24,3 42,09 23,9
0,00 155,23 32,4 114,73 28,6 99,37 27,2 86,31 26,0 74,90 24,9
0,05 112,55 28,4 99,16 27,2 87,63 26,1 77,67 25,2 69,05 24,4 61,20 23,7
* 0,10 88,14 26,2 79,24 25,3 71,45 24,6 64,49 24,0 58,38 23,4 52,70 229
0,15 72,42 24,7 66,14 24,1 60,47 23,6 55,28 231 50,69 22,7 46,34 22,3
0,00 176,57 m 151,42 29,0 130,50 271 113,03 253 98,18 24,1 85,20 229
0,05 128,02 26,9 112,79 25,4 99,68 24,2 88,35 23,2 78,54 22,3 69,62 21,4
* 0,10 100,26 24,3 90,13 23,3 81,27 22,5 73,36 21,8 66,41 21,1 59,94 20,6
0,15 82,38 22,6 75,24 22,0 68,78 21,4 62,88 20,8 57,66 20,3 52,71 19,9




[W/m?]

Tab 7. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 16x2,0; t,,, = 45 °C - Profil, Tacker, Rail

[W/m?]

[W/m?]

0,00 148,11 37,7 ELR:] 71,46 30,6
0,05 107,38 33,9 32,8 741 30,9 65,88 30,1 58,40 29,4
# 0,10 84,10 68,17 30,3 61,53 29,7 55,70 29,2 50,28 28,7
0,15 69,10 57,69 29,3 52,75 289 48,36 28,5 44,22 28,1
0,00 162,35 EYA 34,9
0,05 117,70 32,9 31,6 72,21 28,7 64,01 279
2 0,10 92,18 74,73 289 67,45 28,2 61,06 27,7 55,12 271
0,15 75,75 29,0 63,24 279 57,82 27,4 53,01 26,9 48,47 26,5
0,00 176,57 36,3 34,0 85,20 279
0,05 128,02 31,9 30,4 88,35 28,2 78,54 27,3 69,62 26,4
2 0,10 100,26 81,27 27,5 73,36 26,8 66,41 26,1 59,94 25,6
0,15 82,38 68,78 26,4 62,88 25,8 57,66 25,3 52,71 24,9
0,00 190,79 35,7 331 106,08 27,8 92,06 26,5
0,05 138,33 30,8 29,3 107,70 28,0 95,47 26,8 84,86 25,9 75,22 25,0
* 0,10 108,33 28,0 97,39 27,0 87,82 26,1 79,27 25,3 71,76 24,6 64,77 24,0
0,15 89,02 26,2 81,29 25,5 74,32 24,9 67,94 24,3 62,30 23,8 56,96 23,3
0,00 212,10 135,77 27,6 117,93 259 102,34 24,5
0,05 153,78 135,49 119,74 106,13 24,8 94,34 237 83,63 22,7
* 0,10 120,44 26,2 108,27 25,0 97,63 24,0 88,12 232 79,77 22,4 72,01 21,7
0,15 98,96 24,2 90,38 23,4 82,62 22,7 75,53 22,0 69,26 21,4 63,32 20,9

Tab 8. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 16x2,0; t,,, = 50 °C - Profil, Tacker, Rail

[W/m?]
0,00 183,68 38,6 36,6
0,05 13317 36,3 34,9 33,6
# 0,10 104,30 33,7 32,7
0,15 85,70 31,9 31,2 30,6 54,84 29,1
0,00 197,89 40,3 377 35,5
0,05 143,48 35,3 33,7
2 0,70 112,37 32,4 31,4
0,15 92,33 30,5 29,8
0,00 212,10 39,6 36,8
0,05 153,78 34,2 32,5 94,34 28,7 83,63 27,7
2 0,10 120,44 31,2 30,0 79,77 274 72,01 26,7
0,15 98,96 29,2 90,38 ! 26,4 63,32 259
0,00 226,31 39,0 36,0 33,5 109,19 28,1
0,05 164,08 33,2 31,4 29,8 113,24 28,5 100,66 27,3 89,23 26,3
* 0,10 128,50 115,52 28,7 104,17 276 94,02 26,7 85,11 25,9 76,83 251
0,15 105,59 96,43 26,9 88,15 26,2 80,59 25,5 73,90 24,8 67,56 24,3
0,00 247,61 137,67 27,7 119,47 26,1
0,05 179,52 110,14 25,2 97,62 24,0
® 0,10 140,60 28,0 126,39 26,7 113,97 25,6 102,87 24,5 93,12 23,6 84,06 22,8
0,15 115,52 25,7 105,50 24,8 96,45 239 88,18 23,2 80,85 22,5 73,92 21,8




Tab 9. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 18x2,0; t,,, = 35 °C - Profil, Tacker, Rail

[W/m?] [W/m?] [W/m?]
0,00 77,09 311 66,63 30,2 57,73 29,3 50,14 28,6 43,62 28,0 37,92 27,5
0,05 55,89 29,2 49,53 28,6 43,97 28,1 39,08 27,6 34,79 27,2 30,93 26,9
# 0,10 43,75 28,1 39,52 27,7 35,76 27,3 32,37 27,0 29,35 26,7 26,57 26,5
0,15 3593 273 32,93 27,0 30,19 26,8 27,68 26,6 25,42 26,4 23,31 26,2
0,00 91,57 68,57 28,3 59,56 27,5 51,81 26,8 45,05 26,2
0,05 66,39 28,1 58,84 27,4 52,23 26,8 46,42 26,3 41,33 25,8 36,74 25,4
2 0,10 51,97 26,8 46,95 26,3 42,48 25,9 38,45 25,6 34,86 25,2 31,56 24,9
0,15 42,68 26,0 3911 25,6 35,86 25,3 32,88 25,0 30,19 24,8 27,69 24,6
0,00 105,99 m 91,61 28,5 79,37 273 68,94 26,4 59,97 25,6 52,14 24,8
0,05 76,84 271 68,10 26,3 60,45 25,6 53,74 25,0 47,84 24,4 42,52 239
2 0,10 60,15 25,6 54,34 25,0 49,17 24,6 44,51 241 40,35 23,7 36,53 23,4
0,15 49,40 24,6 45,27 24,2 41,51 23,8 38,06 23,5 34,95 23,2 32,05 23,0
0,00 120,37 m 104,04 27,6 90,14 26,3 78,30 25,2 68,11 24,3 59,22 23,5
0,05 87,27 26,1 77,35 25,2 68,65 24,4 61,03 237 54,33 23,0 48,30 22,5
1 0,10 68,32 24,3 61,72 237 55,84 23,2 50,55 22,7 45,83 22,2 41,49 21,8
0,15 56,11 23,2 51,42 22,8 4714 22,4 43,23 22,0 39,69 21,7 36,39 21,4
0,00 141,90 28,1 122,65 26,4 106,27 24,8 92,30 23,5 80,29 22,4 69,81 21,5
0,05 102,88 24,5 91,18 23,4 80,93 22,5 71,94 21,7 64,05 20,9 56,93 20,3
" 0,10 80,54 22,5 72,76 21,7 65,83 21,1 59,59 20,5 54,02 20,0 48,91 19,5
0,15 66,14 21,1 60,61 20,6 55,58 20,1 50,96 19,7 46,79 19,3 42,90 19,0

Tab 10. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 18x2,0; t.,, = 40 °C - Profil, Tacker, Rail

113,18
0,05 82,06 51,08 28,7 45,41 28,2
# 0,10 64,24 43,09 28,0 39,01 27,6
0,15 52,76 37,32 27,5 34,22 27,2
0,00 127,55 7217 28,7 62,75 27,8
0,05 92,48 64,67 57,57 27,3 51,18 26,7
2 0,10 72,39 28,7 65,40 28,1 59,17 27,5 53,57 27,0 48,56 26,5 43,96 26,1
0,15 59,45 27,5 54,48 27,0 49,96 26,6 45,80 26,2 42,06 25,9 38,57 25,6
0,00 141,90 92,30 28,5 80,29 274 69,81 26,5
0,05 102,88 91,18 80,93 71,94 26,7 64,05 25,9 56,93 25,3
2 0,10 80,54 27,5 72,76 26,7 65,83 26,1 59,59 25,5 54,02 25,0 48,91 24,5
0,15 66,14 26,1 60,61 25,6 55,58 251 50,96 24,7 46,79 24,3 42,90 24,0
0,00 156,24 32,5 30,5 117,00 28,8 101,63 274 88,40 26,2 76,86 25,1
0,05 113,27 28,5 100,39 27,3 89,11 26,3 79,21 253 70,52 24,5 62,68 23,8
1 0,10 88,67 26,2 80,11 25,4 72,48 24,7 65,61 241 59,48 23,5 53,85 23,0
0,15 72,82 24,7 66,74 24,2 61,19 237 56,10 23,2 51,52 22,8 47,24 22,4
0,00 177,72 31,5 29,2 133,09 21,3 115,60 25,7 100,55 24,3 87,42 231
0,05 128,85 26,9 114,19 25,6 101,36 24,4 90,10 23,3 80,21 22,4 71,30 21,6
* 0,10 100,86 24,3 91,12 23,4 82,44 22,6 74,63 21,9 67,66 21,3 61,25 20,7
0,15 82,83 22,7 7591 22,0 69,60 21,4 63,82 20,9 58,60 20,4 53,73 20,0




[W/m?]

[W/m?]

Tab 11. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 18x2,0; t,,, = 45 °C - Profil, Tacker, Rail

[W/m?]

[W/m?]

0,00 149,07 37,8 35,9 73,33 30,8
0,05 108,08 34,0 95,79 32,9 75,58 31,0 67,28 30,2 59,81 29,5
# 0,10 84,60 62,60 29,8 56,75 29,3 51,38 28,8
0,15 69,48 X 53,53 29,0 49,15 28,6 45,07 28,2
0,00 163,40 371 35,1
0,05 118,47 33,0 31,7 73,75 28,8 65,56 28,1
2 0,70 92,73 75,80 29,0 68,62 28,4 62,21 27,8 56,31 27,2
0,15 76,16 63,99 279 58,68 27,4 53,88 27,0 49,40 26,6
0,00 177,72 87,42 28,1
0,05 128,85 80,21 274 71,30 26,6
2 0,70 100,86 67,66 26,3 61,25 25,7
0,15 82,83 58,60 25,4 53,73 25,0
0,00 192,02 108,65 28,1 94,46 26,7
0,05 139,22 109,52 97,36 86,67 26,0 77,04 251
* 0,10 108,98 28,1 98,46 271 89,08 26,2 80,64 25,5 7311 24,8 66,18 24,1
0,15 89,50 26,3 82,02 25,6 75,21 25,0 68,96 24,4 63,32 23,9 58,06 23,4
0,00 213,48 138,86 279 120,79 26,2 105,02 24,7
0,05 154,78 13717 121,76 108,23 25,0 96,35 239 85,65 229
® 0,10 121,16 26,2 109,46 25,1 99,03 24,2 89,65 23,3 81,27 22,5 73,57 21,8
0,15 99,50 24,2 91,19 23,4 83,61 22,7 76,66 22,1 70,39 21,5 64,54 21,0

Tab 12. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 18x2,0; t,,, = 50 °C - Profil, Tacker, Rail

[W/m?]
0,00 184,87 38,8 36,8
0,05 134,03 35,0 33,8
# 0,10 104,92 32,8
0,15 86,17 31,3 30,7 55,90 29,2
0,00 199,18 37,9 35,8
0,05 144,41 33,9 32,5
2 0,70 113,04 31,5 30,6
0,15 92,84 29,9 29,2
0,00 213,48 371 34,8
0,05 154,78 32,7 31,3 96,35 28,9 85,65 27,9
2 0,10 121,16 30,1 29,2 81,27 27,5 73,57 26,8
0,15 99,50 28,4 83,61 27,7 26,5 64,54 26,0
0,00 227,77 36,2 33,8 112,05 28,4
0,05 165,14 31,6 30,0 115,48 28,7 102,80 275 91,39 26,5
* 0,10 129,27 105,67 95,65 26,9 86,72 26,0 78,50 253
0,15 106,17 97,29 27,0 89,21 26,3 81,79 25,6 7511 25,0 68,87 24,4
0,00 249,21 141,01 28,1 122,60 26,4
0,05 180,68 142,14 28,2 126,35 26,7 112,48 254 99,99 24,3
* 0,10 141,44 28,1 127,78 26,8 115,61 257 104,66 24,7 94,88 23,8 85,89 23,0
0,15 116,16 25,8 106,45 24,9 97,60 24,0 89,49 23,3 82,17 22,6 75,35 22,0
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Tab 13. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 20x2,0; t;, = 35 °C - Tacker, Ralil

[W/m?] [W/m?] [W/m?]
0,00 77,59 31,2 67,58 30,3 58,87 29,5 51,28 28,7 44,67 28,1 38,91 27,6
0,05 56,25 29,2 50,15 28,6 44,711 28,1 39,86 27,7 35,53 27,3 31,68 26,9
# 0,10 44,01 28,1 39,96 27,7 36,28 27,4 32,93 27,0 29,90 26,8 27,15 26,5
0,15 36,13 30,55 26,8 28,09 26,6 25,83 26,4 23,76 26,2
0,00 92,16 69,93 28,5 60,92 27,6 53,06 26,9 46,22 26,3
0,05 66,82 28,2 59,57 27,5 53,11 26,9 47,34 26,4 42,21 25,9 37,63 25,5
2 0,10 52,28 26,8 47,46 26,4 43,09 26,0 39,12 25,6 35,52 25,3 32,25 25,0
0,15 42,91 26,0 39,46 25,7 36,29 25,4 33,37 251 30,69 24,8 28,22 24,6
0,00 106,68 m 92,92 28,6 80,95 27,5 70,51 26,5 61,42 257 53,50 25,0
0,05 77,34 27,2 68,95 26,4 61,47 257 54,80 25,1 48,85 24,5 43,55 24,0
2 0,10 60,51 25,6 54,94 25,1 49,88 24,6 45,28 24,2 4111 23,8 37,32 23,5
0,15 49,67 24,6 45,68 24,2 42,00 239 38,63 23,6 35,52 23,3 32,66 23,0
0,00 121,15 m 105,53 27,8 91,93 26,5 80,08 25,4 69,76 24,5 60,76 23,6
0,05 87,84 26,1 78,31 25,3 69,81 24,5 62,24 23,8 55,48 231 49,46 22,6
* 0,10 68,72 24,4 62,39 23,8 56,65 23,2 51,43 22,8 46,69 22,3 42,39 219
0,15 56,41 23,2 51,88 22,8 47,71 22,4 43,87 22,1 40,34 21,7 37,10 21,4
0,00 142,82 28,2 124,41 26,5 108,37 25,0 94,40 23,7 82,23 22,6 71,63 21,6
0,05 103,55 24,6 92,31 23,5 82,30 22,6 73,37 21,8 65,41 211 58,31 20,4
15 0,10 81,02 22,5 73,55 21,8 66,78 21,2 60,63 20,6 55,04 20,1 49,97 19,6
0,15 66,50 21,2 61,16 20,7 56,24 20,2 51,72 19,8 47,56 19,4 43,73 19,0

Tab 14. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 20x2,0; t;,, = 40 °C - Tacker, Rail

[W/m?] [W/m?] [W/m?] [W/m?]

113,92
0,05 82,59 52,17 28,8 46,51 28,3
# 0,10 64,62 43,90 28,1 39,86 27,7
0,15 53,04 3793 27,5 34,88 27,2
0,00 128,38 73,92 28,8 64,39 28,0
0,05 93,08 65,95 58,79 27,4 52,42 26,9
2 0,70 72,82 28,7 66,12 28,1 60,03 27,6 54,50 27,0 49,48 26,6 44,92 26,2
0,15 59,78 27,5 54,97 271 50,55 26,7 46,49 26,3 42,75 26,0 39,31 25,6
0,00 142,82 94,40 28,7 82,23 27,6 71,63 26,6
0,05 103,55 92,31 28,5 82,30 276 73,37 26,8 65,41 26,1 58,31 25,4
2 0,10 81,02 27,5 73,55 26,8 66,78 26,2 60,63 25,6 55,04 25,1 49,97 24,6
0,15 66,50 26,2 61,16 257 56,24 25,2 51,72 24,8 47,56 24,4 43,73 24,0
0,00 157,25 32,6 30,7 119,32 29,0 103,94 27,6 90,54 26,4 78,87 253
0,05 114,01 28,6 101,64 27,4 90,61 26,4 80,78 25,5 72,02 24,7 64,20 239
* 0,10 89,20 26,3 80,98 25,5 73,52 24,8 66,75 24,2 60,60 23,6 55,02 23,1
0,15 73,22 24,8 67,33 24,2 61,92 23,7 56,94 23,3 52,36 22,8 48,15 22,5
0,00 178,87 31,6 29,4 135,72 27,6 118,23 259 102,99 24,5 89,71 23,3
0,05 129,68 27,0 115,61 257 103,07 24,5 91,89 23,5 81,92 22,6 73,03 21,8
® 0,10 101,46 24,4 92,12 235 83,63 22,7 75,93 22,0 68,93 21,4 62,58 20,8
0,15 83,29 22,7 76,59 22,1 70,43 21,5 64,77 21,0 59,56 20,5 54,77 20,1
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Tab 15. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 20x2,0; t;, = 45 °C - Tacker, Rail

[W/m?] [W/m?]

0,00 150,04 75,25 31,0
0,05 108,78 68,71 30,4 61,26 29,7
# 0,10 85,11 57,82 29,4 52,50 289
0,15 69,86 29,5 54,33 29,0 49,96 28,6 45,94 28,3
0,00 164,46 37,2 35,3 33,6
0,05 119,23 33,0 31,8 30,8 29,8 75,32 29,0 67,14 28,2
2 0,10 93,29 30,6 29,8 29,1 69,81 28,5 63,38 279 57,54 273
0,15 76,58 59,55 27,5 54,76 271 50,36 26,7
0,00 178,87 36,6 34,4 32,6 89,71 28,3
0,05 129,68 32,0 30,7 29,5 91,89 28,5 81,92 276 73,03 26,8
2 0,10 101,46 75,93 27,0 68,93 26,4 62,58 25,8
0,15 83,29 64,77 26,0 59,56 25,5 54,77 251
0,00 193,27 35,9 33,6 111,28 28,3 96,93 27,0
0,05 140,12 31,0 29,6 111,37 28,3 99,28 27,2 88,51 26,2 78,91 253
* 0,10 109,63 28,2 99,53 27,2 90,36 26,4 82,04 25,6 74,48 24,9 67,62 24,3
0,15 89,99 26,3 82,76 257 76,10 25,0 69,98 24,5 64,35 24,0 59,18 23,5
0,00 214,86 142,02 28,1 123,71 26,5 107,76 25,0
0,05 155,78 138,88 279 123,81 26,5 110,38 25,2 98,40 24,1 87,72 231
® 0,10 121,88 26,3 110,65 252 100,46 24,3 91,21 23,4 82,80 22,7 7518 22,0
0,15 100,05 24,3 92,00 23,5 84,60 22,8 77,80 22,2 71,54 21,6 65,79 21,1

[W/m?]

Tab 16. Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 20x2,0; t;,, = 50 °C - Tacker, Rail

[W/m?]

[W/m?]

0,00 186,07 41,2 39,0 371 35,4 33,9
0,05 134,90 36,5 351 33,9 95,58 32,9 31,9 75,97 31,0
# 0,10 105,55 EER: 32,9 32,1 31,3 65,10 30,0
0,15 86,64 32,0 31,4 56,97 29,3
0,00 200,47 40,6 38,2 36,1 34,3 32,7
0,05 145,34 35,5 34,0 32,7 31,5 m 30,5
2 0,10 113,72 32,5 31,6 30,7 29,9 29,2 70,14 28,5
0,15 93,35 30,6 29,9 29,3 61,38 27,7
0,00 214,86 39,9 37,3 35,1 331 31,5
0,05 155,78 34,4 32,9 31,5 30,2 29,1 87,72 28,1
2 0,10 121,88 31,3 30,2 91,21 28,4 82,80 27,7 7518 27,0
0,15 100,05 29,3 92,00 28,5 84,60 77,80 27,2 71,54 26,6 65,79 26,1
0,00 229,25 39,2 36,5 34,1 114,98 28,6
0,05 166,21 33,4 31,7 17,77 28,9 104,99 27,7 93,60 26,7
* 0,10 130,04 30,0 118,06 28,9 107,19 97,31 270 88,35 26,2 80,21 25,4
0,15 106,75 279 98,16 271 90,27 26,4 83,01 257 76,34 251 70,20 24,5
0,00 250,83 38,2 144,42 28,4 125,80 26,6
0,05 181,85 31,8 144,53 28,4 128,85 26,9 114,87 25,6 102,41 24,5
® 0,10 142,28 28,2 129,18 27,0 117,28 25,9 106,47 24,9 96,66 24,0 87,76 231
0,15 116,80 25,8 107,40 24,9 98,77 241 90,82 23,4 83,52 22,7 76,80 221
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Tab 17. Floor heating performance - dry screed thickness 2,5 cm - diameter 16x2,0; t,,, = 35 °C - TBS

[W/m?] [W/m?]
0,00 45,25 28,2 33,32 271 23,61 26,2
0,05 36,29 27,4 28,05 26,6 20,76 259
# 0,10 30,29 26,8 24,21 26,2 18,53 25,7
0,15 26,00 26,4 21,30 26,0 16,73 25,5
0,00 53,75 27,0 39,58 25,7 28,04 24,6
0,05 4311 26,0 33,32 251 24,66 24,3
2 0,10 35,98 25,3 28,76 24,7 22,01 24,0
0,15 30,88 24,9 25,30 24,3 19,87 23,8
0,00 62,21 25,8 45,82 24,2 32,46 23,0
0,05 49,90 24,6 38,56 23,6 28,55 22,6
20 0,10 41,65 239 33,29 231 25,48 22,4
0,15 35,74 233 29,29 22,7 23,00 221
0,00 70,66 24,5 52,03 22,8 36,86 21,4
0,05 56,67 23,2 43,80 221 32,42 21,0
* 0,10 47,30 22,4 37,81 21,5 28,94 20,7
0,15 40,59 21,8 33,27 211 26,13 20,4
0,00 83,30 22,7 61,34 20,7 43,45 19,0
0,05 66,80 21,2 51,63 19,8 38,22 18,5
15 0,10 55,76 20,2 44,57 191 34,11 18,2
0,15 47,85 19,4 39,22 18,6 30,80 17,9

Tab 18. Floor heating performance - dry screed thickness 2,5 cm - diameter 16x2,0; t;,, = 40 °C - TBS

0,05 53,28 28,9 41,18 27,8 30,48 26,8
2 0,10 44,48 281 35,55 273 27,21 26,5
0,15 3817 27,5 31,28 26,9 24,57 26,3
0,00 74,87 28,9 55,14 271 39,06 25,6
0,05 60,05 27,6 46,41 26,3 34,35 25,2
* 0,10 50,13 26,6 40,07 25,7 30,66 24,8
0,15 43,02 26,0 35,25 253 27,69 24,6
0,00 83,30 27,7 61,34 25,7 43,45 24,0
0,05 66,80 26,2 51,63 24,8 38,22 23,5
20 0,10 55,76 25,2 44,57 24,1 3411 23,2
0,15 47,85 24,4 39,22 23,6 30,80 22,9
0,00 91,71 26,5 67,54 24,3 47,84 22,4
0,05 73,55 24,8 56,85 233 42,08 219
* 0,10 61,40 23,7 49,08 22,5 37,56 21,5
0,15 52,69 22,9 43,18 22,0 33,91 211
0,00 104,32 24,7 76,82 221 54,42 20,0
0,05 83,66 22,7 64,66 21,0 47,86 19,4
® 0,10 69,84 21,5 55,82 20,2 42,72 19,0
0,15 59,93 20,5 4911 19,5 38,57 18,6
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Tab 19. Floor heating performance - dry screed thickness 2,5 cm - diameter 16x2,0; t,,, = 45 °C - TBS

[W/m?] [W/m?]

0,05 70,18 40,15 27,7
24
0,10 58,58 46,83 28,3 35,83 273
0,15 50,27 41,20 27,8 32,36 27,0
0,00 95,91 70,63 28,5 50,03 26,6
0,05 76,92 59,45 27,5 44,01 26,1
2 0,10 64,21 27,9 51,33 26,8 39,28 25,6
0,15 55,10 271 45,16 26,2 35,47 25,3
0,00 104,32 29,7 76,82 271 54,42 25,0
0,05 83,66 277 64,66 26,0 47,86 24,4
20 0,10 69,84 26,5 55,82 25,2 42,72 24,0
0,15 59,93 25,5 49,11 24,5 38,57 23,6
0,00 112,72 28,4 83,01 257 58,80 234
0,05 90,40 26,4 69,87 24,5 51,72 22,8
" 0,10 75,46 25,0 60,32 23,6 46,16 22,3
0,15 64,76 24,0 53,07 22,9 41,68 21,9
0,00 125,31 26,6 92,28 23,5 65,37 211
0,05 100,50 24,3 77,67 22,2 57,50 20,3
» 0,10 83,89 22,8 67,06 21,2 51,32 19,8
0,15 71,99 21,7 59,00 20,5 46,34 19,3

Tab 20. Floor heating performance - dry screed thickness 2,5 cm - diameter 16x2,0; t;,, = 50 °C - TBS

108,52
0,05 87,03
24
0,10 72,65
0,15 62,35
0,00 116,91
0,05 93,77 72,47
22
0,10 78,27 62,57 27,8 47,88 26,4
0,15 67,17 55,04 271 43,23 26,0
0,00 125,31 92,28 28,5 65,37 26,1
0,05 100,50 77,67 27,2 57,50 253
2 0,10 83,89 27,8 67,06 26,2 51,32 24,8
0,15 71,99 26,7 59,00 25,5 46,34 24,3
0,00 133,70 “ 98,46 271 69,75 24,5
0,05 107,23 279 82,88 257 61,35 237
* 0,10 89,51 26,3 71,55 24,6 54,75 231
0,15 76,81 25,1 62,95 23,8 49,44 22,6
0,00 146,28 28,5 107,73 25,0 76,31 22,1
0,05 117,32 259 90,68 23,4 67,12 21,2
® 0,10 97,93 241 78,28 22,2 59,91 20,5
0,15 84,04 22,8 68,87 21,4 54,09 20,0
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Tab 21. Floor heating performance - dry screed thickness 4,3 cm - diameter 16x2,0; t;,, = 35 °C - TBS

[W/m?] [W/m?]
0,00 36,26 27,4 27,65 26,6 18,30 25,7
0,05 30,27 26,8 23,92 26,2 16,54 25,5
# 0,10 25,98 26,4 21,07 26,0 15,09 25,4
0,15 22,76 26,1 18,83 25,7 13,88 25,3
0,00 43,07 26,0 32,84 25,0 21,73 24,0
0,05 35,96 25,3 28,41 24,6 19,65 23,8
2 0,10 30,86 24,9 25,03 24,3 17,93 23,7
0,15 27,03 24,5 22,37 241 16,48 23,5
0,00 49,86 24,6 38,02 23,5 25,16 22,3
0,05 41,62 239 32,88 23,0 22,74 221
20 0,10 35,72 233 28,97 22,7 20,75 21,9
0,15 31,29 22,9 25,89 22,4 19,08 21,8
0,00 56,63 232 43,18 22,0 28,57 20,6
0,05 47,27 22,4 3735 21,5 25,83 20,4
" 0,10 40,57 21,8 3291 21,0 23,57 20,2
0,15 35,54 21,3 29,41 20,7 21,67 20,0
0,00 66,75 21,2 50,90 19,7 33,68 18,1
0,05 55,73 20,2 44,03 191 30,45 17,8
" 0,10 47,83 19,4 38,79 18,6 27,78 17,6
0,15 41,89 18,9 34,67 18,2 25,55 17,4

Tab 22. Floor heating performance - dry screed thickness 4,3 cm - diameter 16x2,0; t;,, = 40 °C - TBS

0,15 33,41 271 27,65 26,6 20,38 259
0,00 60,00 27,6 45,75 26,2 30,27 24,8
0,05 50,09 26,6 39,58 25,7 27,37 24,5
* 0,70 42,99 26,0 34,87 25,2 24,97 24,3
0,15 37,66 25,5 31,16 24,9 22,96 241
0,00 66,75 26,2 50,90 24,7 33,68 231
0,05 5573 25,2 44,03 24,1 30,45 22,8
20 0,10 47,83 24,4 38,79 23,6 27,78 22,6
0,15 41,89 23,9 34,67 23,2 25,55 22,4
0,00 73,50 24,8 56,04 23,2 37,08 21,4
0,05 61,36 23,7 48,47 22,5 33,52 211
* 0,10 52,66 22,9 42,71 22,0 30,59 20,8
0,15 46,12 22,3 38,17 21,5 28,13 20,6
0,00 83,60 22,7 63,74 20,9 42,18 18,9
0,05 69,79 21,5 5514 201 38,13 18,5
® 0,10 59,90 20,5 48,58 19,5 34,79 18,2
0,15 52,46 19,9 43,42 19,0 31,99 18,0
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Tab 23. Floor heating performance - dry screed thickness 4,3 cm - diameter 16x2,0; t;,, = 45 °C - TBS

[W/m?] [W/m?]
58,54
0,10 50,25 28,7 40,75 27,8 29,19 26,7
0,15 44,01 28,1 36,42 274 26,84 26,5
0,00 76,87 58,61 27,4 38,78 25,6
0,05 64,17 50,70 26,7 35,06 25,2
2 0,10 55,07 271 44,67 26,1 31,99 25,0
0,15 48,24 26,5 39,92 257 29,42 24,7
0,00 83,60 27,7 63,74 25,9 42,18 239
0,05 69,79 26,5 5514 251 38,13 23,5
20 0,10 59,90 25,5 48,58 24,5 34,79 23,2
0,15 52,46 24,9 43,42 24,0 31,99 23,0
0,00 90,33 26,4 68,88 24,4 45,58 22,2
0,05 7541 25,0 59,58 23,5 41,20 21,8
* 0,10 64,72 24,0 52,49 22,9 37,60 21,5
0,15 56,69 23,2 46,91 22,3 34,57 21,2
0,00 100,42 24,3 76,57 221 50,67 19,7
0,05 83,84 22,8 66,23 211 45,81 19,2
* 0,70 71,95 21,7 58,36 20,4 41,80 18,9
0,15 63,02 20,8 52,15 19,8 38,43 18,6

Tab 24. Floor heating performance - dry screed thickness 4,3 cm - diameter 16x2,0; t.,, = 50 °C - TBS

62,31
0,15 54,58 45,17 28,2 33,28 271
0,00 93,70 71,44 28,6 47,27 26,4
0,05 78,22 61,80 27,7 42,74 26,0
* 0,10 67,13 28,2 54,45 27,0 39,00 25,6
0,15 58,80 48,66 26,5 35,86 253
0,00 100,42 76,57 27,1 50,67 24,7
0,05 83,84 27,8 66,23 26,1 45,81 24,2
20 0,10 71,95 26,7 58,36 25,4 41,80 239
0,15 63,02 25,8 52,15 24,8 38,43 23,6
0,00 107,15 27,9 81,70 25,6 54,06 23,0
0,05 89,45 26,3 70,67 24,5 48,87 22,5
* 0,10 76,77 251 62,26 23,8 44,60 221
0,15 67,24 24,2 55,65 23,2 41,01 21,8
0,00 117,23 25,9 89,39 233 59,15 20,5
0,05 97,87 241 7732 22,2 53,47 20,0
® 0,10 84,00 22,8 68,12 21,3 48,79 19,5
0,15 73,57 21,8 60,88 20,6 44,86 19,2

-16 -



Tab 25. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 14x2,0 mm; t;,, = 15 °C (At = 5 °C) - Tacker, Rail

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,05 45,90 34,16 22,7 31,09 23,2 28,29 23,6
2 0,10 41,77 31,76 231 28,96 23,5 26,56 239
0,15 41,23 31,36 23,2 28,69 23,6 26,29 24,0
0,00 51,49 36,33 20,4 32,48 21,0 28,97 21,5
0,05 38,93 28,97 21,5 26,37 21,9 23,99 22,3
2 0,10 35,42 20,6 32,37 21,0 29,42 21,5 26,93 21,9 24,56 22,2 22,52 22,5
0,15 34,97 20,6 31,91 21,1 29,08 21,5 26,59 21,9 24,33 22,3 22,29 22,6
0,00 42,21 37,48 18,2 33,40 18,9 29,78 19,4 26,62 19,9 23,75 20,3
0,05 31,91 19,1 28,94 19,5 26,16 20,0 2375 20,3 21,61 20,7 19,67 21,0
# 0,10 29,04 19,5 26,53 19,9 24,12 20,3 22,08 20,6 20,13 20,9 18,46 21,2
0,15 28,66 19,6 26,16 20,0 23,84 20,3 21,80 20,6 19,94 20,9 18,27 21,2
0,00 32,82 17,0 29,14 17,5 25,97 18,0 23,16 18,4 20,70 18,8 18,47 19,2
0,05 24,81 18,2 22,51 18,5 20,34 18,9 18,47 19,2 16,81 19,4 15,29 19,6
2 0,10 22,58 18,5 20,63 18,8 18,76 19,1 1717 19,4 15,65 19,6 14,35 19,8
0,15 22,29 18,6 20,34 18,9 18,54 191 16,95 19,4 15,51 19,6 14,21 19,8
0,00 2319 16,4 20,59 16,8 18,35 17,2 16,36 17,5 14,63 17,7 13,05 18,0
0,05 17,54 17,3 15,90 17,6 14,38 17,8 13,05 18,0 11,88 18,2 10,81 18,3
20 0,10 15,96 17,5 14,58 17,8 13,25 18,0 12,13 18,1 11,06 18,3 10,14 18,4
0,15 15,75 17,6 14,38 17,8 13,10 18,0 11,98 18,2 10,96 18,3 10,04 18,5

Tab 26. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 14x2,0 mm; t;,, = 18 °C (At = 5 °C) - Tacker, Rail

0,05 33,67 22,8 30,54 23,3 27,60 23,8 25,06 241 22,81 24,5 20,75 24,8
2 0,10 30,64 233 27,99 237 25,45 24,1 23,30 24,4 21,24 24,7 19,48 25,0
0,15 30,25 23,3 27,60 23,8 25,16 241 23,00 24,5 21,04 24,8 19,28 25,0
0,00 35,18 20,6 31,24 21,2 27,84 21,7 24,82 22,2 22,19 22,6 19,80 23,0
0,05 26,60 21,9 2413 22,3 21,81 22,6 19,80 23,0 18,02 23,2 16,39 23,5
2 0,10 24,20 22,3 22,11 22,6 20,10 22,9 18,40 23,2 16,78 23,4 15,39 23,6
0,15 23,89 22,3 21,81 22,6 19,87 22,9 18,17 23,2 16,62 23,4 15,23 23,7
0,00 25,64 20,1 22,77 20,5 20,29 20,9 18,09 21,2 16,17 21,5 14,43 21,8
0,05 19,38 21,0 17,58 21,3 15,89 21,6 14,43 21,8 13,13 22,0 11,95 22,2
# 0,10 17,64 21,3 16,12 21,5 14,65 21,7 13,41 21,9 12,23 22,1 11,21 22,3
0,15 1741 21,3 15,89 21,6 14,48 21,8 13,24 22,0 12,12 22,1 11,10 22,3
0,00 15,51 19,6 13,78 19,9 12,28 20,1 10,95 20,3 9,79 20,5 8,73 20,7
0,05 11,73 20,2 10,64 20,4 9,62 20,5 8,73 20,7 794 20,8 723 20,9
2 0,10 10,67 20,4 9,75 20,5 8,87 20,6 8,12 20,8 7,40 20,9 6,79 21,0
0,15 10,54 20,4 9,62 20,5 8,76 20,7 8,01 20,8 733 20,9 6,72 21,0

-17 -




Tab 27. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 14x2,0 mm; t;,, = 20 °C (At = 5 °C) - Tacker, Rail

[W/m?] [W/m?] [W/m?]
0,00 35,18 22,6 31,24 23,2 27,84 23,7 24,82 24,2 22,19 24,6 19,80 25,0
0,05 26,60 23,9 2413 24,3 21,81 24,6 19,80 25,0 18,02 25,2 16,39 25,5
2 0,10 24,20 24,3 22,11 24,6 20,10 24,9 18,40 25,2 16,78 25,4 15,39 25,6
0,15 23,89 24,3 21,81 24,6 19,87 24,9 18,17 25,2 16,62 25,4 15,23 25,7
0,00 25,64 221 22,77 22,5 20,29 22,9 18,09 23,2 16,17 23,5 14,43 23,8
0,05 19,38 23,0 17,58 23,3 15,89 23,6 14,43 23,8 13,13 24,0 11,95 24,2
2 0,10 17,64 23,3 16,12 23,5 14,65 23,7 13,41 23,9 12,23 241 11,21 24,3
0,15 17,41 23,3 15,89 23,6 14,48 23,8 13,24 24,0 12,12 241 11,10 24,3
0,00 15,51 21,6 13,78 21,9 12,28 22,1 10,95 22,3 9,79 22,5 8,73 22,7
0,05 1,73 22,2 10,64 22,4 9,62 22,5 8,73 22,7 7,94 22,8 723 229
# 0,10 10,67 22,4 9,75 22,5 8,87 22,6 8,12 22,8 740 229 6,79 23,0
0,15 10,54 22,4 9,62 22,5 8,76 22,7 8,01 22,8 733 229 6,72 23,0
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Tab 28. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 16x2,0 mm; t;,, = 15 °C (At = 5 °C) - Profil, Tacker, Rail

[W/m?] [W/m?] [W/m?] [W/m?]
0,05 46,30 20,9 34,83 22,6 31,76 231 28,96 23,5
2 0,10 42,17 32,29 23,0 29,49 23,5 27,09 23,8
0,15 41,63 31,89 231 29,22 23,5 26,82 23,9
0,00 52,06 3712 20,3 33,16 20,9 29,65 21,4
0,05 39,27 29,54 21,5 26,93 21,9 24,56 22,2
2 0,10 35,76 21,0 29,88 21,4 27,39 21,8 25,01 22,2 22,97 22,5
0,15 35,31 21,0 29,54 21,5 27,05 21,8 24,78 22,2 22,75 22,5
0,00 42,67 18,1 34,04 18,8 30,43 19,3 2718 19,8 24,30 20,3
0,05 32,19 19,5 26,62 19,9 24,21 20,3 22,08 20,6 20,13 20,9
# 0,10 29,31 19,9 24,49 20,2 22,45 20,5 20,50 20,8 18,83 211
0,15 28,94 19,5 26,44 19,9 24,21 20,3 2217 20,6 20,32 20,9 18,65 211
0,00 33,18 16,9 29,58 17,4 26,47 17,9 23,66 18,4 21,14 18,7 18,90 19,1
0,05 25,03 18,1 22,79 18,5 20,70 18,8 18,83 19,1 1717 19,4 15,65 19,6
2 0,10 22,79 18,5 20,85 18,8 19,04 19,1 17,46 19,3 15,94 19,5 14,64 19,7
0,15 22,51 18,5 20,56 18,8 18,83 19,1 17,24 19,3 15,80 19,6 14,50 19,8
0,00 23,45 16,4 20,90 16,8 18,71 171 16,72 17,4 14,94 17,7 13,36 17,9
0,05 17,69 17.3 16,11 17,5 14,63 17,7 13,31 18,0 12,13 18,1 11,06 18,3
20 0,10 16,11 17,5 14,73 17,7 13,46 17,9 12,34 18,1 11,27 18,3 10,35 18,4
0,15 15,90 17,6 14,53 17.8 13,31 18,0 12,18 18,1 11,16 18,3 10,25 18,4

Tab 29. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 16x2,0 mm; t;,, = 18 °C (At = 5 °C) - Profil, Tacker, Rail

0,05 33,96 22,8 30,93 23,2 28,09 237 25,55 241 23,30 24,4 21,24 24,7
2 0,10 30,93 23,2 28,29 23,6 25,84 24,0 23,69 24,4 21,63 24,7 19,87 249
0,15 30,54 23,3 27,90 237 25,55 241 23,39 24,4 21,44 24,7 19,67 25,0
0,00 35,57 20,5 31,70 21,1 28,38 21,6 25,36 22,1 22,66 225 20,26 229
0,05 26,83 21,9 24,43 22,2 22,19 22,6 20,18 22,9 18,40 23,2 16,78 23,4
2 0,10 24,43 22,2 22,35 22,6 20,41 22,9 18,71 23,1 17,09 23,4 15,70 23,6
0,15 2413 22,3 22,04 22,6 20,18 22,9 18,48 23,2 16,93 23,4 15,54 23,6
0,00 25,92 20,0 23,10 20,4 20,68 20,8 18,48 21,2 16,51 21,5 14,76 21,7
0,05 19,55 21,0 17,81 21,3 16,17 21,5 14,71 21,7 13,41 219 12,23 22,1
# 0,10 17,81 21,3 16,29 21,5 14,88 21,7 13,64 21,9 12,45 22,1 11,44 22,2
0,15 17,58 21,3 16,06 21,5 14,71 21,7 13,47 21,9 12,34 22,1 11,33 22,3
0,00 15,69 19,6 13,98 19,8 12,51 20,1 11,18 20,3 9,99 20,5 8,93 20,6
0,05 11,83 20,2 10,78 20,3 9,79 20,5 8,90 20,6 8,12 20,8 740 20,9
2 0,10 10,78 20,3 9,85 20,5 9,00 20,6 8,25 20,7 7,54 20,8 6,92 20,9
0,15 10,64 20,4 9,72 20,5 8,90 20,6 8,15 20,7 747 20,9 6,85 20,9
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Tab 30. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 16x2,0 mm; t;,, = 20 °C (At = 5 °C) - Profil, Tacker, Rail

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,00 35,57 22,5 31,70 23,1 28,38 23,6 25,36 24,1 22,66 24,5 20,26 24,9
0,05 26,83 239 24,43 24,2 22,19 24,6 20,18 24,9 18,40 25,2 16,78 25,4
% 0,10 24,43 24,2 22,35 24,6 20,41 24,9 18,71 25,1 17,09 25,4 15,70 25,6
0,15 24,13 24,3 22,04 24,6 20,18 24,9 18,48 25,2 16,93 25,4 15,54 25,6
0,00 25,92 22,0 23,10 22,4 20,68 22,8 18,48 23,2 16,51 23,5 14,76 237
0,05 19,55 23,0 17,81 23,3 16,17 23,5 14,71 237 13,41 239 12,23 241
2 0,10 17,81 23,3 16,29 23,5 14,88 237 13,64 239 12,45 24,1 11,44 24,2
0,15 17,58 23,3 16,06 23,5 14,71 237 13,47 239 12,34 241 11,33 24,3
0,00 15,69 21,6 13,98 21,8 12,51 22,1 11,18 22,3 9,99 22,5 8,93 22,6
0,05 11,83 22,2 10,78 22,3 9,79 22,5 8,90 22,6 8,12 22,8 7,40 22,9
24 0,10 10,78 22,3 9,85 22,5 9,00 22,6 8,25 22,7 7,54 22,8 6,92 22,9
0,15 10,64 22,4 9,72 22,5 8,90 22,6 8,15 22,7 747 22,9 6,85 22,9
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Tab 31. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 18x2,0 mm; t;,, = 15 °C (At = 5 °C) - Profil, Tacker, Rail

[W/m?] [W/m?] [W/m?]
0,05 46,84 35,50 22,5 32,29 23,0 29,49 23,5
2 0,10 42,57 32,83 22,9 30,16 23,4 27,62 23,8
0,15 42,03 32,43 23,0 29,89 23,4 27,49 23,8
0,00 52,62 37,91 20,2 33,95 20,8 30,33 21,3
0,05 39,72 30,10 21,4 27,39 21,8 25,01 22,2
2 0,10 36,10 20,4 33,04 20,9 30,33 21,3 27,84 21,7 25,58 22,1 23,43 22,4
0,15 35,65 20,5 32,70 21,0 29,99 21,4 27,50 21,8 25,35 221 23,31 22,4
0,00 4314 34,60 18,7 31,08 19,2 27,83 19,7 24,86 20,2
0,05 32,56 19,0 29,68 19,4 26,99 19,8 24,68 20,2 22,45 20,5 20,50 20,8
# 0,10 29,59 19,4 27,09 19,8 24,86 20,2 22,82 20,5 20,96 20,8 19,20 21,0
0,15 29,22 19,5 26,81 19,9 24,58 20,2 22,54 20,5 20,78 20,8 19,11 211
0,00 33,54 16,8 30,08 17,4 26,91 17,9 2417 18,3 21,64 18,7 19,33 19,0
0,05 25,32 181 23,08 18,4 20,99 18,8 19,19 19,0 17,46 19,3 15,94 19,5
2 0,10 23,01 18,5 21,06 18,8 19,33 19,0 17,75 19,3 16,30 19,5 14,93 19,7
0,15 22,72 18,5 20,85 18,8 19,12 19,1 17,53 19,3 16,16 19,5 14,86 19,7
0,00 23,70 16,4 21,26 16,7 19,01 171 17,08 17,4 15,29 17,6 13,66 17,9
0,05 17,89 17,2 16,31 17,5 14,83 17,7 13,56 17,9 12,34 18,1 11,27 18,3
2 0,10 16,26 17,5 14,89 17,7 13,66 17,9 12,54 18,1 11,52 18,2 10,55 18,4
0,15 16,06 17,5 14,73 17,7 13,51 17,9 12,39 18,1 11,42 18,2 10,50 18,4

Tab 32. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 18x2,0 mm; t;,, = 18 °C (At = 5 °C) - Profil, Tacker, Rail

0,15 30,83 233 28,29 23,6 25,94 24,0 23,79 24,3 21,93 24,6 20,16 249
0,00 35,96 20,5 32,24 21,0 28,84 21,6 25,90 22,0 23,20 22,4 20,72 22,8
0,05 27,14 21,8 24,74 22,2 22,50 22,5 20,57 22,8 18,71 23,1 17,09 23,4
2 0,70 24,67 22,2 22,58 22,5 20,72 22,8 19,02 23,1 17,48 28,3 16,01 23,5
0,15 24,36 22,3 22,35 22,6 20,49 22,8 18,79 23,1 17,32 23,3 15,93 23,5
0,00 26,20 20,0 23,50 20,4 21,02 20,8 18,88 21,1 16,91 21,4 15,10 21,7
0,05 19,78 21,0 18,03 21,2 16,40 21,5 14,99 21,7 13,64 21,9 12,45 22,1
# 0,10 17,98 21,2 16,45 21,5 15,10 21,7 13,86 21,9 12,74 22,0 11,66 22,2
0,15 17,75 21,3 16,29 21,5 14,93 21,7 13,69 21,9 12,62 22,1 11,61 22,2
0,00 15,86 19,6 14,22 19,8 12,72 20,0 11,42 20,2 10,23 20,4 9,14 20,6
0,05 11,97 20,2 10,91 20,3 9,92 20,5 9,07 20,6 8,25 20,7 7,54 20,8
2 0,10 10,88 20,3 9,96 20,5 9,14 20,6 8,39 20,7 771 20,8 7,06 20,9
0,15 10,74 20,3 9,85 20,5 9,04 20,6 8,29 20,7 7,64 20,8 7,02 209
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Tab 33. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 18x2,0 mm; t;,, = 20 °C (At = 5 °C) - Profil, Tacker, Rail

[W/m?] [W/m?] [W/m?]
0,00 35,96 22,5 32,24 23,0 28,84 23,6 25,90 24,0 23,20 24,4 20,72 24,8
0,05 27,14 23,8 24,74 24,2 22,50 24,5 20,57 24,8 18,71 251 17,09 25,4
2 0,10 24,67 24,2 22,58 24,5 20,72 24,8 19,02 251 17,48 25,3 16,01 25,5
0,15 24,36 24,3 22,35 24,6 20,49 24,8 18,79 251 17,32 25,3 15,93 25,5
0,00 26,20 22,0 23,50 22,4 21,02 22,8 18,88 231 16,91 23,4 15,10 23,7
0,05 19,78 23,0 18,03 23,2 16,40 23,5 14,99 23,7 13,64 23,9 12,45 241
2 0,10 17,98 23,2 16,45 23,5 15,10 23,7 13,86 23,9 12,74 24,0 11,66 24,2
0,15 17,75 23,3 16,29 23,5 14,93 23,7 13,69 23,9 12,62 241 11,61 24,2
0,00 15,86 21,6 14,22 21,8 12,72 22,0 11,42 22,2 10,23 22,4 9,14 22,6
0,05 11,97 22,2 10,91 22,3 9,92 22,5 9,07 22,6 8,25 22,7 7,54 22,8
# 0,10 10,88 22,3 9,96 22,5 9,14 22,6 8,39 22,7 771 22,8 7,06 229
0,15 10,74 22,3 9,85 22,5 9,04 22,6 8,29 22,7 7,64 22,8 7,02 229
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Tab 34. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 20x2,0 mm; t;,, = 15 °C (At = 5 °C) - Tacker, Rail

[W/m?] [W/m?] [W/m?]
0,05 47,24 36,16 22,4 32,96 22,9 30,16 23,4
2 0,10 42,97 33,36 22,9 30,69 23,3 28,29 23,6
0,15 42,43 33,09 22,9 30,42 23,3 28,02 23,7
0,00 53,19 38,59 20,1 34,63 20,7 31,12 21,2
0,05 40,06 30,67 21,3 27,95 21,7 25,58 22,1
2 0,10 36,44 20,4 33,50 20,8 30,78 21,3 28,29 21,6 26,03 22,0 23,99 22,3
0,15 35,99 30,44 21,3 28,06 21,7 25,80 22,0 23,76 22,3
0,00 43,60 35,25 18,6 31,63 19,1 28,39 19,6 25,51 20,1
0,05 32,84 27,46 19,8 2514 20,1 2291 20,5 20,96 20,8
# 0,10 29,87 25,23 20,1 23,19 20,4 21,34 20,7 19,67 21,0
0,15 29,50 19,5 27,09 19,8 24,95 20,2 23,01 20,5 2115 20,7 19,48 21,0
0,00 33,90 16,8 30,51 17,3 27,41 17,8 24,60 18,2 22,07 18,6 19,84 18,9
0,05 25,54 18,1 23,37 18,4 21,35 18,7 19,55 19,0 17,82 19,3 16,30 19,5
2 0,10 23,23 18,4 21,35 18,7 19,62 19,0 18,03 19,2 16,59 19,4 15,29 19,6
0,15 22,94 18,5 21,06 18,8 19,40 19,0 17,89 19,2 16,45 19,5 15,15 19,7
0,00 23,96 16,3 21,56 16,7 19,37 17,0 17,38 17,3 15,60 17,6 14,02 17,8
0,05 18,05 17,2 16,52 17,5 15,09 17,7 13,81 17,9 12,59 18,1 11,52 18,2
2 0,10 16,41 17,5 15,09 17,7 13,87 17,9 12,74 18,0 11,72 18,2 10,81 18,3
0,15 16,21 17,5 14,89 17,7 13,71 17,9 12,64 18,1 11,62 18,2 10,71 18,4

Tab 35. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 20x2,0 mm; t;,, = 18 °C (At = 5 °C) - Tacker, Rail

0,15 3113 23,2 28,58 23,6 26,33 239 24,27 24,3 22,32 24,6 20,55 24,8
0,00 36,34 20,4 32,71 21,0 29,38 21,5 26,37 21,9 23,66 22,4 21,26 22,7
0,05 27,37 21,8 25,05 22,1 22,89 22,5 20,95 22,8 19,10 23,1 17,48 23,3
2 0,10 24,90 22,2 22,89 22,5 21,03 22,8 19,33 23,0 17,78 283 16,39 23,5
0,15 24,59 22,2 22,58 22,5 20,80 22,8 19,18 23,0 17,63 23,3 16,24 23,5
0,00 26,48 19,9 23,84 20,3 21,41 20,7 19,22 21,0 17,24 21,3 15,50 21,6
0,05 19,95 20,9 18,26 21,2 16,68 21,4 15,27 21,7 13,92 21,9 12,74 22,0
# 0,10 18,14 21,2 16,68 21,4 15,33 21,6 14,09 21,8 12,96 22,0 11,95 22,2
0,15 17,92 21,2 16,45 21,5 15,16 21,7 13,97 21,9 12,85 22,0 11,83 22,2
0,00 16,03 19,5 14,42 19,8 12,96 20,0 11,63 20,2 10,43 20,4 9,38 20,6
0,05 12,07 201 11,05 20,3 10,09 20,4 9,24 20,6 8,42 20,7 771 20,8
2 0,10 10,98 20,3 10,09 20,4 9,27 20,6 8,52 20,7 7,84 20,8 723 20,9
0,15 10,84 20,3 9,96 20,5 9,17 20,6 8,46 20,7 777 20,8 716 20,9
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Tab 36. Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 20x2,0 mm; t,,, = 20 °C (At = 5 °C) - Tacker, Rail

[W/m?] [W/m?] [W/m?] [W/m?]
0,00 36,34 22,4 32,71 23,0 29,38 23,5 26,37 239 23,66 24,4 21,26 24,7
0,05 27,37 23,8 25,05 241 22,89 24,5 20,95 24,8 19,10 251 17,48 25,3
2 0,10 24,90 24,2 22,89 24,5 21,03 24,8 19,33 25,0 17,78 25,3 16,39 25,5
0,15 24,59 24,2 22,58 24,5 20,80 24,8 19,18 25,0 17,63 25,3 16,24 25,5
0,00 26,48 21,9 23,84 22,3 21,41 22,7 19,22 23,0 17,24 23,3 15,50 23,6
0,05 19,95 22,9 18,26 23,2 16,68 23,4 15,27 23,7 13,92 23,9 12,74 24,0
2 0,10 18,14 23,2 16,68 23,4 15,33 23,6 14,09 23,8 12,96 24,0 11,95 24,2
0,15 17,92 23,2 16,45 23,5 15,16 23,7 13,97 23,9 12,85 24,0 11,83 24,2
0,00 16,03 21,5 14,42 21,8 12,96 22,0 11,63 22,2 10,43 22,4 9,38 22,6
0,05 12,07 22,1 11,05 22,3 10,09 22,4 9,24 22,6 8,42 22,7 7.7 22,8
# 0,10 10,98 22,3 10,09 22,4 9,27 22,6 8,52 22,7 7.84 22,8 7,23 229
0,15 10,84 22,3 9,96 22,5 9,17 22,6 8,46 22,7 777 22,8 716 229
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Tab 37. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 14x2,0; t,,, = 35 °C - Rail

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,00 81,35 36,5 68,83 34,6 58,67 33,0 50,38 31,8 43,57 30,7 37,44 29,8
0,05 62,81 337 54,70 324 47,94 314 4217 30,5 37,33 29,7 32,77 29,0
# 0,10 50,90 31,8 45,36 31,0 40,61 30,2 36,42 29,6 32,86 291 29,42 28,5
0,15 42,93 30,6 38,94 30,0 35,39 29,4 3217 28,9 29,41 28,5 26,68 28,1
0,00 96,63 81,76 34,6 69,69 32,7 59,85 31,2 51,76 30,0 44,47 28,8
0,05 74,60 33,5 64,97 32,0 56,95 30,8 50,09 29,7 44,34 28,8 38,92 28,0
2 0,10 60,47 31,3 53,89 30,3 48,24 29,4 43,27 28,7 39,03 28,0 34,95 27,4
0,15 51,00 29,8 46,26 29,1 42,04 28,5 38,21 279 34,93 27,4 31,69 26,9
0,00 111,85 37,2 94,63 34,6 80,67 32,4 69,27 30,7 59,91 29,2 51,47 27,9
0,05 86,35 333 75,21 316 65,92 301 57,98 28,9 51,32 27,9 45,05 26,9
2 0,10 69,99 30,8 62,37 29,6 55,83 28,6 50,08 27,7 45,18 27,0 40,45 26,2
0,15 59,03 53,54 28,2 48,66 27,5 44,23 26,8 40,44 26,2 36,68 25,6
0,00 127,03 107,47 34,5 91,62 321 78,67 30,1 68,04 28,5 58,46 27,0
0,05 98,07 85,41 311 74,87 29,5 65,85 28,1 58,28 27,0 5117 259
* 0,10 79,49 30,2 70,84 28,9 63,41 27,8 56,88 26,8 51,31 25,9 45,94 25,1
0,15 67,04 28,3 60,81 274 55,27 26,5 50,23 257 45,92 251 41,66 24,4
0,00 149,75 m 126,70 34,5 108,01 31,6 92,75 29,3 80,21 27,3 68,91 25,6
0,05 115,61 32,8 100,69 30,5 88,26 28,6 77,63 26,9 68,71 25,6 60,32 24,3
® 0,10 93,71 29,4 83,51 27,8 74,75 26,5 67,05 253 60,49 24,3 54,16 23,3
0,15 79,03 27,2 71,68 26,0 65,15 25,0 59,22 241 54,14 23,3 49,11 22,6

Tab 38. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 14x2,0; t,,, = 40 °C - Ralil

0,00 119,44 42,4
0,05 92,21 80,31 70,40 34,8 61,92 335 54,80 32,4 48,11 31,4
# 0,10 74,74 32 53,48 22 48,25 31,4 43,20 30,6
0,15 63,04 32,0 47,23 31,3 43,18 30,6 3917 30,0
0,00 134,61 42,7 83,37 34,8 72,10 331 61,94 31,5
0,05 103,92 38,0 79,33 34,2 69,78 327 61,76 31,5 54,22 30,3
2 0,10 84,23 35,0 75,06 BSHS 67,19 23 60,27 1,3 54,38 30,4 48,68 29,5
0,15 71,04 32,9 64,43 319 58,56 31,0 53,23 30,2 48,66 29,5 44,15 28,8
0,00 149,75 92,75 343 80,21 323 68,91 30,6
0,05 115,61 77,63 319 68,71 30,6 60,32 29,3
2 0,10 93,71 34,4 83,51 32,8 74,75 31,5 67,05 30,3 60,49 29,3 54,16 28,3
0,15 79,03 32,2 71,68 31,0 65,15 30,0 59,22 291 54,14 28,3 49,11 27,6
0,00 164,87 102,11 337 88,32 31,6 75,87 29,7
0,05 127,29 85,47 311 75,65 29,6 66,41 28,2
* 0,10 103,17 339 91,94 321 82,30 30,7 73,82 29,4 66,60 28,2 59,63 27,2
0,15 87,01 314 78,92 301 71,73 29,0 65,20 28,0 59,61 27,2 54,07 26,3
0,00 187,54 116,15 329 100,46 30,5 86,30 28,3
0,05 144,79 97,22 30,0 86,05 28,2 75,54 26,6
® 0,10 117,36 330 104,58 311 93,62 29,4 83,97 279 75,76 26,7 67,82 25,4
0,15 98,97 30,2 89,77 28,8 81,59 27,6 74,16 26,4 67,80 25,4 61,51 24,5
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Tab 39. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 14x2,0; t,,, = 45 °C - Rail

[W/m?] [W/m?]

157,31 48,2 133,10 44,5
0,05 121,45 42,7 105,78 40,3 92,72 72,18 63,37 337
# 0,10 98,44 39,1 87,73 37,5 36,1 70,44 34,8 63,55 338 56,89 328
0,15 83,02 36,8 35,6 62,21 336 56,87 327 51,59 31,9
0,00 172,43 48,5 44,4 41,1 79,35 34,2
0,05 133,13 42,5 39,8 37,6 79,12 34,2 69,46 32,7
2 0,10 107,90 38,6 36,8 35,2 77,21 33,9 69,66 327 62,36 31,6
0,15 91,00 36,0 75,02 33,5 68,19 32,5 62,34 31,6 56,55 30,7
0,00 187,54 48,9 44,4 40,8 86,30 3
0,05 144,79 42,3 39,4 37,0 97,22 35,0 86,05 33,2 75,54 31,6
2 0,10 117,36 38,1 36,1 83,97 329 75,76 31,7 67,82 30,4
0,15 98,97 35,2 338 7416 314 67,80 30,4 61,51 29,5
0,00 202,64 49,2 44,4 40,5 108,55 34,7 93,25 323
0,05 156,45 421 39,0 36,4 105,05 34,2 92,98 323 81,63 30,6
* 0,10 126,80 35,4 101,16 33,6 90,73 32,0 81,86 30,6 73,28 29,3
0,15 106,94 88,16 316 80,13 30,3 73,26 29,3 66,46 28,2
0,00 225,28 49,7 44,3 120,67 33,6 103,67 30,9
0,05 173,93 41,8 38,3 116,78 33,0 103,37 30,9 90,75 29,0
® 0,10 140,97 125,63 34,3 112,46 323 100,87 30,5 91,00 29,0 81,47 27,5
0,15 118,89 107,84 316 98,01 301 89,08 28,7 81,44 27,5 73,89 26,4

[W/m?]

140,71

131,18 114,98

108,79

97,39

84,88

93,39

177,83

151,60

123,88

141,33

117,21

104,92

91,45

190,60

162,48

132,77

151,48

125,63

112,46

98,01

107,84

203,37

173,36

161,62

141,67

134,04

N
o
o
o0
n

119,99

115,06

222,51

189,68

176,83

155,00

146,66

131,28

0,00 195,09
0,05 150,62
24
0,10 122,08
0,15 102,96
0,00 210,19
0,05 162,28
22
0,10 131,53
0,15 110,93
0,00 225,28
0,05 173,93
20
0,10 140,97
0,15 118,89
0,00 240,36
0,05 185,57
18
0,10 150,41
0,15 126,85
0,00 262,99
0,05 203,04
15
0,10 164,57
0,15 138,79

125,89 114,42

44,2

45,6
41,7
39,0

371

45,3
411
38,1
36,1
45,0
40,4
373
35,1

447

39,8

36,5

[W/m?]

120,83
101,13
87,35
7715
130,18
108,96
94,11
83,12

139,52

[W/m?]

42,6 104,50 40,

1 89,78
39,6 89,51 37,8

78,59

41,5 120,67 38,6 103,67

374 36,1 70,55 349
35,9 63,98 33,8
w0 393

38,8 36,8 84,67 35,0
36,5 351 76,01 337

38,8

35,2

116,78 38,0 35,9 90,75 34,0
100,87 35,5 81,47 32,5
89,08 337 81,44 32,5 73,89 314
148,87 40,9 110,61 35,0
124,60 37,2 110,29 350 96,82 32,9
107,62 97,10 32,9 86,93 31,4
95,05 32,6 86,90 31,4 78,83 30,1
121,02 33,6
120,67 33,6 105,93 31,3
117,75 330 106,24 31,3 95,11 29,6
103,99 31,0 95,08 29,6 86,25 28,3
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Tab 41. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 16x2,0; t,,, = 35 °C - Rail

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,00 81,88 36,6 69,82 34,7 59,83 33,22 51,53 31,9 44,63 30,9 38,41 29,9
0,05 63,21 337 55,38 325 48,75 31,5 43,01 30,6 38,12 299 33,56 29,2
# 0,10 51,21 31,9 45,86 311 41,19 30,3 37,06 29,7 33,48 29,2 30,06 28,6
0,15 4317 39,29 30,0 35,81 29,5 32,65 29,0 29,89 28,6 27,20 28,2
0,00 97,26 82,93 34,8 71,07 329 61,21 31,4 53,01 30,2 45,63 29,0
0,05 75,09 33,6 65,78 321 57,91 30,9 51,08 29,9 45,28 29,0 39,87 28,1
2 0,70 60,83 31,4 54,47 30,4 48,93 29,5 44,02 28,8 39,77 28,1 35,71 27,5
0,15 51,28 29,9 46,67 29,2 42,54 28,5 38,78 28,0 35,51 27,5 32,30 27,0
0,00 112,57 37,3 95,99 34,8 82,27 327 70,85 30,9 61,36 29,4 52,82 28,1
0,05 86,91 334 76,14 31,7 67,03 30,3 59,13 291 52,41 28,1 46,14 271
2 0,10 70,41 30,8 63,05 29,7 56,64 28,7 50,95 27,8 46,03 27,1 41,33 26,4
0,15 59,35 29,1 54,02 28,3 49,24 27,6 44,89 26,9 41,10 26,3 37,39 25,8
0,00 127,85 37,7 109,02 34,8 93,43 32,4 80,46 30,4 69,69 28,7 59,99 27,2
0,05 98,71 332 86,47 31,3 76,13 29,7 67,15 28,3 59,52 27,2 52,41 26,1
* 0,10 79,96 30,3 71,61 29,0 64,32 279 57,86 26,9 52,28 26,0 46,94 25,2
0,15 67,41 28,4 61,35 274 55,92 26,6 50,98 25,8 46,68 25,2 42,47 24,5
0,00 150,72 m 128,52 34,8 110,14 31,9 94,85 29,6 82,16 27,6 70,71 25,9
0,05 116,36 329 101,94 30,7 89,75 28,8 7917 27,2 7017 25,8 61,78 24,5
® 0,10 94,27 29,5 84,42 28,0 75,83 26,7 68,21 25,5 61,63 24,5 55,33 23,5
0,15 79,46 27,2 72,33 26,1 65,93 251 60,10 24,2 55,02 23,5 50,06 22,7

Tab 42. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 16x2,0; t,,, = 40 °C - Rail

0,00 120,22 42,5
0,05 92,81 81,31 71,58 35,0 63,14 337 55,97 32,6 49,28 31,6
# 0,10 7519 333 54,41 32,4 49,16 31,6 44,14 30,8
0,15 63,38 321 47,93 314 43,89 30,8 39,93 301
0,00 135,48 42,8 73,85 33,4 63,56 31,8
0,05 104,60 38,1 80,67 34,4 71,16 329 63,08 317 55,53 30,5
2 0,10 84,73 35,0 75,88 337 68,16 32,5 61,32 31,4 55,40 30,5 49,74 29,7
0,15 71,43 33,0 65,01 32,0 59,26 311 54,02 30,3 49,46 29,6 45,00 28,9
0,00 150,72 94,85 34,6 82,16 32,6 70,71 30,9
0,05 116,36 7917 32,2 70,17 30,8 61,78 29,5
2 0,10 94,27 34,5 84,42 33,0 75,83 31,7 68,21 30,5 61,63 29,5 55,33 28,5
0,15 79,46 32,2 72,33 311 65,93 301 60,10 29,2 55,02 28,5 50,06 27,7
0,00 165,94 43,5 104,44 341 90,45 31,9 77,86 30,0
0,05 128,12 37,7 98,81 3322 87,16 314 77,26 299 68,02 28,5
* 0,10 103,79 34,0 92,95 323 83,49 30,8 75,10 29,6 67,86 28,4 60,92 274
0,15 87,49 31,5 79,63 30,3 72,59 29,2 66,17 28,2 60,58 27,3 55,12 26,5
0,00 188,75 118,79 333 102,89 30,8 88,56 28,6
0,05 145,73 127,67 34,6 112,39 323 99,15 30,3 87,88 28,5 7737 26,9
* 0,70 118,06 33,2 105,73 31,3 94,97 29,6 85,43 28,1 7718 26,9 69,30 25,7
0,15 99,52 30,3 90,58 28,9 82,57 27,7 75,26 26,6 68,91 25,6 62,70 24,6
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[W/m?]

Tab 43. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 16x2,0; t,,, = 45 °C - Rail

[W/m?]

158,33 44,8 41,8
0,05 122,24 42,8 40,5 94,28 38,5 64,90 34,0
# 0,10 99,03 39,2 37,6 36,3 71,66 35,0 64,74 34,0 58,13 329
0,15 83,48 36,8 35,7 63,13 337 57,80 329 52,59 321
0,00 173,55 48,7 44,8 41,5 81,43 34,5
0,05 133,99 42,6 40,1 379 80,80 34,4 7114 329
2 0,10 108,55 38,7 YA 35,4 78,55 341 70,97 329 63,72 31,8
0,15 91,50 36,1 83,28 317 57,64 309
0,00 188,75 49,0 44,8 88,56 33,6
0,05 145,73 87,88 33,5 7737 31,9
2 0,10 118,06 38,2 105,73 36,3 7718 F9 69,30 30,7
0,15 99,52 35,3 90,58 339 75,26 316 68,91 30,6 62,70 29,6
0,00 203,95 49,4 44,8 95,69 327
0,05 157,46 42,2 39,2 36,7 107,13 34,5 94,96 32,6 83,60 30,9
* 0,10 127,56 (3 35,6 102,61 338 92,31 32,2 83,40 30,8 74,88 29,5
0,15 107,53 89,21 317 81,32 30,5 74,46 29,5 67,74 28,4
0,00 226,74 49,9 44,7 123,59 34,0 106,38 31,4
0,05 175,05 41,9 38,6 119,10 333 105,56 31,2 92,94 29,3
* 0,10 141,81 127,00 34,5 114,08 32,6 102,62 30,8 92,72 29,3 83,24 27,8
0,15 119,54 108,81 317 99,18 30,3 90,41 28,9 82,78 277 75,31 26,6

167,44

143,50 46,1

132,81

116,92 42,0

109,98

98,79 39,2

94,23

85,89 37,2

180,39

154,60 45,8

125,97 41,4

143,08

118,49

106,43 38,4

92,54 36,2

101,52

193,35

165,70 45,5

135,01 40,8

153,36

127,00

114,08 37,6

99,18 35,3

108,81

206,29

176,80 45,2

163,63

144,05 40,2

135,51

121,72 36,7

225,71

193,44 44,8

179,03

157,61 39,2

148,26

133,17 35,5

0,00 196,35
0,05 151,60
24
0,70 122,81
0,15 103,52
0,00 211,55
0,05 163,33
22
0,10 132,31
0,15 111,54
0,00 226,74
0,05 175,05
20
0,10 141,81
0,15 119,54
0,00 241,92
0,05 186,78
18
0,10 151,31
0,15 127,55
0,00 264,69
0,05 204,36
15
0,10 165,55
0,15 139,55

127,02 115,78

[W/m?] [W/m?] [W/m?]

42,5 39,7 37,3
391 37,2 35,3
36,7 35,3 77,67 339
38,3 36,2 92,94 34,3
35,8 83,24 32,8
339 75,31 31,6
37,5 35,3 99,17 33,3
109,49 88,82 31,7
96,46 80,36 304
124,19 341
123,23 34,0 108,50 31,7
119,80 33,4 108,24 31,7 97,18 30,0
105,54 31,2 96,63 29,9 87,92 28,5
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Tab 45. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 18x2,0; t,,, = 35 °C - Rail

[W/m?] [W/m?] [W/m?]
82,41
0,05 63,62 33,8 56,07 32,6 49,57 31,6 43,86 30,7 38,93 30,0 34,37 29,3
# 0,10 51,52 31,9 46,36 311 41,79 30,4 37,70 29,8 3411 29,2 30,71 28,7
0,15 43,40 30,7 39,64 301 36,24 29,6 33,13 291 30,38 28,7 27,72 28,3
0,00 97,89 349 72,48 33,2 62,60 31,6 54,30 30,4 46,82 29,2
0,05 75,57 32,2 58,89 311 52,10 30,0 46,24 29,1 40,83 28,3
2 0,10 61,19 31,4 55,07 30,5 49,64 29,6 44,78 289 40,52 28,2 36,48 27,6
0,15 51,56 29,9 47,09 29,2 43,05 28,6 39,36 28,1 36,09 27,6 32,93 271
0,00 113,30 37,4 97,38 35,0 83,90 32,9 72,46 BilAl 62,85 29,7 54,20 28,3
0,05 87,47 335 77,09 319 68,16 30,5 60,30 29,3 53,53 28,2 47,26 27,3
2 0,10 70,83 29,8 57,45 28,8 51,83 28,0 46,90 27,2 42,23 26,5
0,15 59,68 28,4 49,83 27,7 45,56 270 41,77 26,4 38,11 259
0,00 128,68 35,0 95,28 82,29 30,7 71,38 29,0 61,55 27,5
0,05 99,35 31,5 77,41 68,48 28,5 60,79 274 53,68 26,3
* 0,10 80,44 291 65,25 28,0 58,87 271 53,26 26,2 47,96 25,4
0,15 67,78 28,4 61,90 27,5 56,59 26,7 51,74 26,0 47,44 253 43,29 24,7
0,00 151,69 97,01 29,9 84,14 279 72,56 26,2
0,05 117,12 33,0 103,21 30,9 91,26 80,73 274 71,66 26,0 63,28 24,7
® 0,10 94,83 29,6 85,34 28,1 76,92 26,8 69,40 257 62,79 24,7 56,54 23,7
0,15 79,90 27,3 72,97 26,2 66,71 253 60,99 24,4 55,92 23,6 51,03 22,9

Tab 46. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 18x2,0; t,,, = 40 °C - Rail

0,00 120,99 42,6
0,05 93,41 38,4 64,40 339 57,16 32,8 50,47 31,8
2 0,70 75,64 68,07 55,35 325 50,08 31,7 45,10 30,9
0,15 63,73 33,8 58,21 53,21 32,2 48,65 31,5 44,61 30,9 40,70 30,3
0,00 136,36 LEX] 75,64 33,6 65,23 32,0
0,05 105,27 38,2 82,03 34,6 72,57 33,2 64,42 31,9 56,88 30,8
2 0,10 85,24 62,38 31,6 56,44 30,7 50,82 29,8
0,15 71,82 54,82 30,4 50,27 29,7 45,87 291
0,00 151,69 97,01 349 84,14 32,9 72,56 31,2
0,05 117,12 80,73 32,4 71,66 31,0 63,28 29,7
2 0,10 94,83 69,40 30,7 62,79 29,7 56,54 28,7
0,15 79,90 60,99 29,4 55,92 28,6 51,03 279
0,00 167,02 106,81 34,4 92,64 323 79,89 30,3
0,05 128,95 100,48 335 88,89 317 78,90 301 69,67 28,7
* 0,10 104,41 341 93,96 325 84,69 31,0 76,41 29,8 69,13 28,6 62,25 276
0,15 87,97 31,5 80,34 30,4 73,45 29,3 67,15 28,3 61,57 27,5 56,18 26,6
0,00 189,98 121,49 337 105,38 31,2 90,88 29,0
0,05 146,67 101,11 30,6 89,75 28,8 79,25 27,2
* 0,10 118,76 333 106,88 31,4 96,33 29,8 86,91 28,4 78,64 271 70,81 259
0,15 100,06 30,4 91,39 291 83,55 279 76,38 26,8 70,04 25,8 63,91 24,8
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Tab 47. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 18x2,0; t,,, = 45 °C - Rail

[W/m?]

159,36

0,05 123,03 42,9 40,7 95,87 66,47 34,2
# 0,10 99,62 39,3 37,8 36,4 35,2 59,39 331
0,15 83,93 36,9 35,8 53,61 32,2
0,00 174,67 48,9 45,1 41,9 39,2 83,56 349
0,05 134,86 42,7 40,3 38,2 36,3 72,86 33,2
2 0,10 109,20 38,8 371 35,6 79,91 343 72,30 331 65,10 32,0
0,15 92,00 36,2 84,03 58,76 31,0
0,00 189,98 49,2 451 90,88 34,0
0,05 146,67 42,6 39,9 89,75 33,8 79,25 32,2
2 0,10 118,76 106,88 78,64 321 70,81 30,9
0,15 100,06 35,4 341 63,91 29,8
0,00 205,27 49,6 b 45,1 98,19 331
0,05 158,48 42,4 39,5 37,0 109,25 34,8 96,98 329 85,63 31,2
* 0,10 128,33 37,7 35,8 104,09 34,0 93,91 32,4 84,97 311 76,51 29,8
0,15 108,12 90,28 319 82,54 30,7 75,68 29,6 69,05 28,6
0,00 228,21 50,1 45,2 126,59 34,5 109,16 31,8
0,05 176,19 421 38,9 121,46 337 107,81 316 95,19 29,6
® 0,10 142,66 36,9 128,39 34,8 115,72 32,8 104,40 311 94,46 29,5 85,06 28,1
0,15 120,20 109,78 319 100,36 30,4 91,76 291 84,13 279 76,77 26,8

[W/m?] [°Cl [W/m?] [°Cl [W/m?] [W/m?]

0,00 197,63 46,5 LER 40,9 38,5
0,05 152,58 134,46 42,3 40,2 38,4 36,7
2 0,70 123,55 39,4 37,9 36,6 35,3
0,15 104,09 37,4 36,2 35,2
0,00 212,92 46,3 42,9 40,2 37,7
0,05 164,39 M7 39,4 37,5 357
# [Tow | 36 370 O s | e
0,00 228,21 46,0 42,5 39,5
0,05 176,19 M1 38,7 36,6 9519 34,6
® o | e o I ssos | 3
0,15 120,20 35,4 84,13 76,77 31,8
0,00 243,49 45,7 155,72 42,0 38,8
0,05 187,99 40,5 37,9 35,7 101,57 33,6
* 0,10 152,22 37,0 35,1 100,79 BB 90,75 32,0
0,15 128,25 89,77 31,8 81,91 30,6
0,00 266,41 45,3 4,2 127,44 34,6
0,05 205,68 39,7 36,8 125,86 34,4 111,13 321
* 0,70 166,54 35,8 121,87 337 110,27 32,0 99,29 30,3
0,15 140,32 128,16 117,16 107,11 31,5 98,21 301 89,62 28,8
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Tab 49. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 20x2,0; t,, = 35 °C - Rail

[W/m?] [W/m?] [W/m?]
82,94
0,05 64,03 339 56,76 327 50,41 31,8 44,73 30,9 39,76 301 35,21 29,4
# 0,10 51,82 32,0 46,87 31,2 42,39 30,5 38,35 29,9 34,75 29,3 31,38 28,8
0,15 43,64 30,7 40,00 30,2 36,67 29,6 33,63 29,2 30,88 28,8 28,26 28,3
0,00 98,52 73,92 334 64,02 31,8 55,61 30,6 48,05 29,4
0,05 76,06 337 67,42 32,4 59,88 31,2 53,13 30,2 47,23 29,3 41,82 28,4
2 0,70 61,56 31,5 55,67 30,6 50,35 29,7 45,56 29,0 41,28 28,4 37,28 27,7
0,15 51,84 30,0 47,51 29,3 43,56 28,7 39,94 28,1 36,68 27,6 33,56 27,2
0,00 114,04 37,5 35,2 85,56 33,2 74,11 31,4 64,37 29,9 55,62 28,6
0,05 88,04 33,5 78,04 32,0 69,31 30,7 61,50 29,5 54,67 28,4 48,41 274
2 0,10 71,25 31,0 64,44 29,9 58,28 29,0 52,73 28,1 47,78 274 43,15 26,6
0,15 60,00 29,2 54,99 28,5 50,42 27,8 46,23 271 42,45 26,5 38,85 26,0
0,00 129,51 37,9 L 97,17 329 84,16 30,9 73,10 29,2 63,16 27,7
0,05 99,99 334 88,63 316 78,72 30,1 69,84 28,7 62,08 27,6 54,97 26,5
* 0,10 80,92 30,4 73,19 29,3 66,19 28,2 59,89 27,2 54,27 26,3 49,00 25,5
0,15 68,15 28,5 62,46 276 57,27 26,8 52,51 26,1 48,22 25,4 44,12 24,8
0,00 152,68 38,5 35,3 114,55 32,6 99,22 30,3 86,18 28,3 74,46 26,5
0,05 117,87 331 104,49 311 92,80 29,3 82,33 27,7 73,19 26,3 64,81 25,0
* 0,10 95,40 29,7 86,28 28,3 78,03 27,0 70,60 259 63,97 24,8 57,77 239
0,15 80,34 274 73,63 26,3 67,51 254 61,90 24,5 56,84 23,7 52,01 23,0

Tab 50. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 20x2,0; t;,, = 40 °C - Rail

0,00 121,78 42,7
0,05 94,02 38,5 83,34 65,67 341 58,38 33,0 51,69 32,0
2 0,70 76,09 56,31 327 51,03 31,9 46,08 1,1
0,15 64,08 . 49,37 31,6 45,34 31,0 41,49 30,4
0,00 137,24 CER 40,3 7747 BS19) 66,93 823
0,05 105,96 38,3 36,4 65,79 321 58,25 31,0
2 0,10 85,75 57,50 30,8 51,93 30,0
0,15 72,21 51,09 29,9 46,75 29,2
0,00 152,68 86,18 333 74,46 31,5
0,05 117,87 92,80 343 82,33 327 73,19 31,3 64,81 30,0
2 0,10 95,40 86,28 333 78,03 32,0 70,60 30,9 63,97 29,8 57,77 28,9
0,15 80,34 73,63 31,3 67,51 30,4 61,90 29,5 56,84 28,7 52,01 28,0
0,00 168,10 109,24 34,8 94,89 32,6 81,98 30,6
0,05 129,78 102,17 337 90,65 319 80,58 30,4 71,35 29,0
* 0,10 105,03 34,2 94,99 32,6 85,91 31,2 7773 30,0 70,43 28,8 63,60 27,8
0,15 88,45 31,6 81,06 30,5 74,33 29,4 68,15 28,5 62,58 276 57,27 26,8
0,00 191,21 124,26 341 107,93 31,6 93,25 29,3
0,05 147,62 103,11 30,9 91,66 291 81,16 27,5
* 0,10 119,47 33,4 108,05 31,6 97,72 30,0 88,42 28,6 80,12 273 72,35 26,1
0,15 100,61 30,5 92,21 29,2 84,55 28,0 77,52 26,9 7118 26,0 65,14 25,0
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[W/m?]

0,00 160,39
0,05 123,83
24
0,10 100,22
0,15 84,40
0,00 175,80
0,05 135,73
22
0,10 109,85
0,15 92,51
0,00 191,21
0,05 147,62
20
0,10 119,47
0,15 100,61
0,00 206,60
0,05 159,51
18
0,10 129,09
0,15 108,71
0,00 229,69
0,05 177,33
15
0,10 143,52
0,15 120,86

[W/m?]

Tab 51. Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 20x2,0; t,, = 45 °C - Ralil

45,4 120,34 42,5 104,23 40,0 90,53

431 109,77 40,9 97,48 39,0 37.3 68,08 34,5

39,4 37.9 36,6 35,4 60,69 333
49,0 45,4 42,3 39,6

42,9 40,5 38,4 36,6 84,28 35,0 74,62 33,5

38,9 37,3 35,8 81,30 34,5 73,66 333 66,52 32,2

36,2 84,78 59,89 31,2

49,4 45,5 93,25 34,3

81,16 32,5

72,35 311

65,14 30,0

100,76 335

42,5 39,8 87,70 31,5

36,0 105,59 34,2 95,54 32,7 86,57 31,3 7817 30,0

91,36 321 83,76 30,9 76,92 29,8 70,39 28,8

50,3 45,6 129,65 34,9 112,02 32,2

42,3 39,2 123,86 34,1 110,10 31,9 97,50 30,0

129,80 35,0 117,38 331 106,21 31,3 96,24 29,8 86,91 28,4

110,76 32,0 101,56 30,6 93,12 29,3 85,51 28,2 78,25 27,0

0,00 198,91
0,05 153,57
24
0,10 124,28
0,15 104,66
0,00 214,30
0,05 165,45
22
0,10 133,90
0,15 112,76
0,00 229,69
0,05 177,33
20
0,10 143,52
0,15 120,86
0,00 245,07
0,05 189,20
18
0,10 153,13
0,15 128,95
0,00 268,13
0,05 207,01
15
0,70 167,54
0,15 141,09

172,29

149,24
120,90

136,13

112,40
95,92

185,63

146,66
121,10
103,34
198,95
157,19

129,80

110,76

212,28

167,72

138,49

118,18

232,26

201,17
162,97
137,03

118,56

183,50

151,52

129,30

47,0

42

39

42,
38,
EH
46,
M,
38
35

46,

40,

37,

I
1
g

6
6
5
7
(]
8
(3
5
5
1
6
3
9
3
7
45,9
1

9
1

40,

36,1

174,25 41,8 151,35
144,59

123,99 341

[W/m?] [°c1 [W/m?] [W/m?]
s ws 38,
558 - 560
37,2 35,8 81,09 34,5
54 o |
39,1 36,9 97,50 35,0
36,3 86,91 334
nas | mo
38,3 36,1 104,03 34,0
35,4 92,73 32,3
3 91,23 32,0 83,49 30,8
3

7.2 128,53 113,82 32,5

112,35 323 101,45

108,71 317 99,82 91,35 29,1
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| Tab 53. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 12x2,0 mm; t,, = 15 °C (At = 5 °C) - Rall |

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,05 63,25 221 54,84 22,9 4777 23,6 41,77 241 36,43 24,6 31,89 25,0
2 0,10 49,91 23,4 44,30 23,9 39,37 24,4 35,10 24,8 31,36 251 28,16 25,4
0,15 41,50 24,2 37,50 24,5 33,89 24,9 30,56 25,2 27,62 25,4 25,09 25,7
0,00 72,65 61,11 20,3 51,83 21,2 44,25 219 37,80 22,5 32,25 23,0
0,05 53,64 21,0 46,51 21,7 40,51 22,2 35,42 22,7 30,89 231 27,05 23,5
% 0,10 42,32 221 37,57 22,5 33,38 22,9 29,76 23,2 26,59 23,5 23,88 23,8
0,15 35,19 22,7 31,80 231 28,74 23,3 25,91 23,6 23,43 23,8 21,28 24,0
0,00 59,56 18,5 50,09 19,4 42,49 20,1 36,27 20,6 30,98 211 26,44 21,6
0,05 43,97 19,9 38,13 20,5 33,21 20,9 29,04 21,3 25,32 21,7 22,17 21,9
# 0,10 34,69 20,8 30,80 21,1 27,37 21,5 24,40 21,7 21,80 22,0 19,57 22,2
0,15 28,85 21,3 26,07 21,6 23,56 21,8 21,24 22,0 19,20 22,2 17,44 22,4
0,00 46,31 17,7 38,95 18,4 33,04 18,9 28,20 19,4 24,09 19,8 20,56 20,1
0,05 34,19 18,8 29,65 19,3 25,82 19,6 22,58 19,9 19,69 20,2 17,24 20,4
2 0,10 26,98 19,5 23,95 19,8 21,28 20,0 18,97 20,2 16,95 20,4 15,22 20,6
0,15 22,43 19,9 20,27 20,1 18,32 20,3 16,52 20,5 14,93 20,6 13,56 20,7
0,00 32,73 17,0 27,53 17,5 23,35 17,8 19,93 18,2 17,03 18,4 14,53 18,7
0,05 24,16 17,8 20,95 18,1 18,25 18,3 15,96 18,5 13,92 18,7 12,13 18,9
20 0,10 19,07 18,2 16,92 18,4 15,04 18,6 13,41 18,8 11,98 18,9 10,76 19,0
0,15 15,85 18,5 14,32 18,7 12,95 18,8 11,67 18,9 10,55 19,0 9,58 191

Tab 54. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 12x2,0 mm; t;,, = 18 °C (At = 5 °C) - Rail

0,15 30,44 25,2 27,50 25,5 24,86 257 22,41 259 20,26 26,1 18,40 26,3
0,00 49,64 21,4 41,76 22,1 35,41 227 30,23 23,2 25,83 23,6 22,04 24,0
0,05 36,65 22,6 31,78 23,1 27,68 23,4 24,20 23,8 21,11 24,0 18,48 24,3
2 0,10 28,92 23,3 25,67 23,6 22,81 23,9 20,34 24,1 18,17 24,3 16,32 24,5
0,15 24,05 23,8 21,73 24,0 19,64 24,2 17,71 24,4 16,01 24,5 14,54 24,7
0,00 36,18 20,7 30,43 21,2 25,81 21,6 22,03 22,0 18,82 22,3 16,06 22,5
0,05 26,71 21,5 23,16 21,9 20,17 22,1 17,64 22,4 15,38 22,6 13,47 22,8
# 0,10 21,08 22,0 18,71 22,3 16,62 22,5 14,82 22,6 13,24 22,8 11,89 22,9
0,15 17,53 22,4 15,83 22,5 14,31 22,7 12,90 22,8 11,66 22,9 10,59 23,0
0,00 21,89 20,0 18,41 20,3 15,62 20,6 13,33 20,8 11,39 20,9 9,72 211
0,05 16,16 20,5 14,01 20,7 12,21 20,9 10,67 21,0 9,31 211 8,15 21,2
2 0,10 12,75 20,8 11,32 21,0 10,06 21,1 8,97 21,2 8,01 21,3 719 21,3
0,15 10,60 21,0 9,58 21,1 8,66 21,2 7,81 21,3 7,06 21,3 6,41 21,4
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Tab 55. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 12x2,0 mm; t,,, = 20 °C (At = 5 °C) - Rail

[W/m?] [W/m?]
0,00 49,64 23,4 41,76 241 35,41 24,7 30,23 25,2 25,83 25,6 22,04 26,0
0,05 36,65 24,6 31,78 251 27,68 25,4 24,20 25,8 21,11 26,0 18,48 26,3
2 0,10 28,92 25,3 25,67 25,6 22,81 25,9 20,34 26,1 18,17 26,3 16,32 26,5
0,15 24,05 25,8 21,73 26,0 19,64 26,2 17,71 26,4 16,01 26,5 14,54 26,7
0,00 36,18 22,7 30,43 23,2 25,81 23,6 22,03 24,0 18,82 24,3 16,06 24,5
0,05 26,71 23,5 23,16 23,9 20,17 241 17,64 24,4 15,38 24,6 13,47 24,8
2 0,10 21,08 24,0 18,71 24,3 16,62 24,5 14,82 24,6 13,24 24,8 11,89 24,9
0,15 17,53 24,4 15,83 24,5 14,31 24,7 12,90 24,8 11,66 24,9 10,59 25,0
0,00 21,89 22,0 18,41 22,3 15,62 22,6 13,33 22,8 11,39 229 9,72 231
0,05 16,16 22,5 14,01 22,7 12,21 229 10,67 23,0 9,31 231 8,15 23,2
# 0,10 12,75 22,8 11,32 23,0 10,06 231 8,97 23,2 8,01 23,3 719 23,3
0,15 10,60 23,0 9,58 231 8,66 23,2 7,81 23,3 7,06 23,3 6,41 23,4
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| Tab 56. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 14x2,0 mm; t;,, = 15 °C (At = 5 °C) - Rail |

[W/m?] [W/m?] [W/m?] [W/m?]
0,05 64,05 221 55,78 22,8 48,71 23,5 42,70 24,0 37,36 24,5 32,69 25,0
2 0,10 50,44 23,3 44,84 23,8 40,03 24,3 35,76 24,7 32,03 25,0 28,69 25,3
0,15 41,90 37,90 24,5 34,29 24,8 31,09 251 28,16 25,4 25,62 25,6
0,00 73,67 m 62,24 20,2 53,07 21,1 45,38 21,8 38,82 22,4 33,16 22,9
0,05 54,32 21,0 47,30 21,6 41,31 22,2 36,21 22,6 31,69 231 27,73 23,4
2 0,10 42,78 22,0 38,02 22,5 33,95 22,9 30,33 23,2 27,16 23,5 24,33 23,7
0,15 35,53 22,7 3214 23,0 29,08 23,3 26,37 23,6 23,88 23,8 21,73 24,0
0,00 60,39 18,4 51,02 19,3 43,51 20,0 37,20 20,6 31,82 211 2718 21,5
0,05 44,53 19,9 38,78 20,4 33,86 20,9 29,68 21,3 25,97 21,6 22,73 21,9
# 0,10 35,07 20,8 3117 211 27,83 21,4 24,86 21,7 22,26 21,9 19,94 22,2
0,15 29,13 21,3 26,35 21,6 23,84 21,8 21,61 22,0 19,57 22,2 17,81 22,4
0,00 46,96 17,7 39,67 18,3 33,83 18,9 28,93 19,3 24,74 19,7 21,14 20,0
0,05 34,62 18,8 30,15 19,2 26,33 19,6 23,08 19,9 20,20 20,1 17,67 20,4
2 0,10 27,27 19,5 24,24 19,8 21,64 20,0 19,33 20,2 17,31 20,4 15,51 20,6
0,15 22,65 19,9 20,49 20,1 18,54 20,3 16,81 20,4 15,22 20,6 13,85 20,7
0,00 33,19 16,9 28,04 17,4 2391 17,8 20,44 18,1 17,49 18,4 14,94 18,6
0,05 24,47 177 21,31 18,0 18,61 18,3 16,31 18,5 14,27 18,7 12,49 18,8
2 0,10 19,27 18,2 17,13 18,4 15,29 18,6 13,66 18,7 12,23 18,9 10,96 19,0
0,15 16,01 18,5 14,48 18,7 13,10 18,8 11,88 18,9 10,76 19,0 9,79 191

Tab 57. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 14x2,0 mm; t;,, = 18 °C (At = 5 °C) - Rail

0,15 30,73 25,2 27,80 25,4 25,16 25,7 22,81 259 20,65 26,1 18,79 26,3
0,00 50,34 21,3 42,53 22,1 36,27 22,6 31,01 231 26,52 23,5 22,66 239
0,05 3712 22,6 32,32 23,0 28,22 23,4 24,74 23,7 21,65 24,0 18,94 24,2
2 0,10 29,23 233 25,98 23,6 23,20 23,9 20,72 24,1 18,56 24,3 16,62 24,5
0,15 24,28 23,8 21,96 24,0 19,87 24,2 18,02 24,3 16,32 24,5 14,85 24,6
0,00 36,68 20,6 30,99 21,1 26,43 21,6 22,60 21,9 19,33 22,2 16,51 22,5
0,05 27,05 21,5 23,55 21,8 20,57 22,1 18,03 22,3 15,78 22,5 13,81 22,7
# 0,10 21,30 22,0 18,93 22,2 16,91 22,4 15,10 22,6 13,52 22,7 12,12 22,9
0,15 17,69 22,4 16,00 22,5 14,48 22,7 13,13 22,8 11,89 22,9 10,82 23,0
0,00 22,20 19,9 18,75 20,3 15,99 20,5 13,67 20,7 11,70 20,9 9,99 211
0,05 16,37 20,5 14,25 20,7 12,45 20,8 10,91 21,0 9,55 211 8,35 21,2
2 0,10 12,89 20,8 11,46 20,9 10,23 21,1 9,14 21,2 8,18 21,2 733 21,3
0,15 10,71 21,0 9,68 211 8,76 21,2 794 21,3 719 21,3 6,55 21,4

-35-



Tab 58. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 14x2,0 mm; t;,, = 20 °C (At = 5 °C) - Rail

[W/m?] [W/m?] [W/m?]
0,00 50,34 23,3 42,53 241 36,27 24,6 31,01 251 26,52 25,5 22,66 25,9
0,05 3712 24,6 32,32 25,0 28,22 25,4 24,74 25,7 21,65 26,0 18,94 26,2
2 0,10 29,23 25,3 25,98 25,6 23,20 25,9 20,72 26,1 18,56 26,3 16,62 26,5
0,15 24,28 25,8 21,96 26,0 19,87 26,2 18,02 26,3 16,32 26,5 14,85 26,6
0,00 36,68 22,6 30,99 23,1 26,43 23,6 22,60 23,9 19,33 24,2 16,51 24,5
0,05 27,05 23,5 23,55 23,8 20,57 241 18,03 24,3 15,78 24,5 13,81 24,7
2 0,10 21,30 24,0 18,93 24,2 16,91 24,4 15,10 24,6 13,52 24,7 12,12 24,9
0,15 17,69 24,4 16,00 24,5 14,48 24,7 13,13 24,8 11,89 24,9 10,82 25,0
0,00 22,20 21,9 18,75 22,3 15,99 225 13,67 22,7 11,70 229 9,99 231
0,05 16,37 22,5 14,25 227 12,45 22,8 10,91 23,0 9,55 231 8,35 23,2
# 0,10 12,89 22,8 11,46 229 10,23 231 9,14 23,2 8,18 23,2 7,83 23,3
0,15 10,71 23,0 9,68 231 8,76 23,2 7,94 23,3 719 23,3 6,55 23,4
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| Tab 59. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 16x2,0 mm; t;,, = 15 °C (At = 5 °C) - Rail |

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,05 64,85 22,0 56,71 22,7 49,64 23,4 43,64 24,0 38,16 24,5 33,49 24,9
2 0,10 50,98 23,3 45,50 23,8 40,70 24,2 36,56 24,6 32,69 25,0 29,36 25,3
0,15 42,30 241 38,43 24,4 34,83 24,8 31,63 251 28,69 25,3 26,82 25,5
0,00 74,80 20,1 54,21 21,0 46,40 21,7 39,72 22,3 34,06 22,8
0,05 55,00 20,9 48,10 21,5 42,10 221 37,00 22,6 32,37 23,0 28,40 23,4
2 0,10 43,23 22,0 38,59 22,4 34,52 22,8 31,01 231 27,73 23,4 24,90 237
0,15 35,87 22,7 32,59 23,0 29,54 23,3 26,82 23,5 24,33 237 22,75 23,9
0,00 61,32 18,3 52,04 19,2 44,43 19,9 38,03 20,5 32,56 21,0 27,92 21,4
0,05 45,08 19,8 39,43 20,3 34,51 20,8 30,33 21,2 26,53 21,5 23,28 21,8
# 0,10 35,44 20,7 31,63 211 28,29 21,4 25,42 21,6 22,73 21,9 20,41 221
0,15 29,41 21,3 26,72 21,5 24,21 21,8 21,99 22,0 19,94 22,2 18,65 22,3
0,00 47,68 17,6 40,47 18,3 34,55 18,8 29,58 19,3 18,11 20,3 21,71 20,0
0,05 35,06 18,8 30,66 19,2 26,83 19,5 23,59 19,8 20,63 20,1 18,11 20,3
2 0,10 27,56 19,4 24,60 19,7 22,00 20,0 19,76 20,2 17,67 20,4 15,87 20,5
0,15 22,87 19,9 20,77 20,1 18,83 20,3 17,10 20,4 15,51 20,6 14,50 20,7
0,00 33,70 16,9 28,60 17,4 24,42 17,7 20,90 18,1 17,89 18,3 15,34 18,6
0,05 24,77 17,7 21,67 18,0 18,96 18,2 16,67 18,5 14,58 18,7 12,80 18,8
20 0,10 19,47 18,2 17,38 18,4 15,55 18,6 13,97 18,7 12,49 18,8 11,21 19,0
0,15 16,16 18,5 14,68 18,6 13,31 18,8 12,08 18,9 10,96 19,0 10,25 19,1

Tab 60. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 16x2,0 mm; t;,, = 18 °C (At = 5 °C) - Rail

0,15 31,03 251 28,19 25,4 25,55 25,6 23,20 259 21,04 26,1 19,67 26,2
0,00 51,11 21,3 43,38 22,0 37,04 22,6 31,70 231 27,14 23,5 23,27 23,8
0,05 37,58 22,5 32,86 23,0 28,76 23,3 25,29 237 22,1 24,0 19,41 24,2
2 0,70 29,54 233 26,37 23,6 23,58 23,8 21,19 24,0 18,94 24,2 17,01 24,4
0,15 24,51 237 22,27 23,9 20,18 241 18,33 24,3 16,62 24,5 15,54 24,6
0,00 37,25 20,6 31,61 21,1 26,99 21,5 23,10 21,9 19,78 22,2 16,96 22,4
0,05 27,39 21,5 23,95 21,8 20,96 22,1 18,43 22,3 16,12 22,5 14,14 22,7
# 0,10 21,53 22,0 19,22 22,2 1719 22,4 15,44 22,6 13,81 22,7 12,40 22,9
0,15 17,86 22,3 16,23 22,5 14,71 22,6 13,36 22,8 12,12 22,9 11,33 23,0
0,00 22,54 19,9 19,13 20,2 16,33 20,5 13,98 20,7 8,56 21,2 10,26 21,0
0,05 16,57 20,5 14,49 20,7 12,68 20,8 11,15 21,0 9,75 211 8,56 21,2
2 0,10 13,03 20,8 11,63 20,9 10,40 21,0 9,34 21,1 8,35 21,2 7,50 21,3
0,15 10,81 21,0 9,82 21,1 8,90 21,2 8,08 21,3 733 21,3 6,85 21,4
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Tab 61. Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 16x2,0 mm; t,,, = 20 °C (At = 5 °C) - Rail

[W/m?] [W/m?] [W/m?] [W/m?]
0,00 51,11 23,3 43,38 24,0 37,04 24,6 31,70 251 27,14 25,5 23,27 25,8
0,05 37,58 24,5 32,86 25,0 28,76 25,3 25,29 25,7 22,11 26,0 19,41 26,2
2 0,10 29,54 25,3 26,37 25,6 23,58 25,8 21,19 26,0 18,94 26,2 17,01 26,4
0,15 24,51 25,7 22,27 25,9 20,18 26,1 18,33 26,3 16,62 26,5 15,54 26,6
0,00 37,25 22,6 31,61 231 26,99 23,5 23,10 23,9 19,78 24,2 16,96 24,4
0,05 27,39 23,5 23,95 23,8 20,96 241 18,43 24,3 16,12 24,5 14,14 24,7
2 0,10 21,53 24,0 19,22 24,2 17,19 24,4 15,44 24,6 13,81 24,7 12,40 24,9
0,15 17,86 24,3 16,23 24,5 14,71 24,6 13,36 24,8 12,12 24,9 11,33 25,0
0,00 22,54 21,9 19,13 22,2 16,33 225 13,98 22,7 11,97 229 10,26 23,0
0,05 16,57 22,5 14,49 22,7 12,68 22,8 11,15 23,0 9,75 231 8,56 23,2
# 0,10 13,03 22,8 11,63 229 10,40 23,0 9,34 231 8,35 23,2 7,50 23,3
0,15 10,81 23,0 9,82 231 8,90 23,2 8,08 23,3 733 23,3 6,85 23,4

-38-



Tab 62. Wall heating performance - diameter 8x1,0 mm, Tab 63. Wall heating performance - diameter 8x1,0 mm,
t, = 27,5 °C - dry method te, = 30 °C - dry method

0,00 15,85 26,0 15,36 25,9 0,00 32,00 28,0 31,03 279
0,05 15,20 259 14,86 25,9 0,05 30,68 27,8 30,01 278
24 24
0,10 14,64 25,8 14,45 25,8 0,10 29,55 27,7 29,18 276
0,15 14,37 25,8 14,25 25,8 0,15 29,02 276 28,78 27,6
0,00 28,95 25,6 28,07 25,5 0,00 43,92 27,5 42,57 27,3
0,05 2776 25,5 27,15 25,4 0,05 42,10 273 4117 271
22 22
0,10 26,74 25,3 26,40 253 0,10 40,55 271 40,04 27,0
0,15 26,25 25,3 26,04 253 0,15 39,82 27,0 39,50 26,9
0,00 40,97 251 39,72 25,0 0,00 55,59 26,9 53,89 26,7
0,05 39,28 24,9 38,41 24,8 0,05 53,30 26,7 52,12 26,5
2 0,10 37,83 24,7 37,35 24,7 2 0,10 51,33 26,4 50,69 26,3
0,15 3715 24,6 36,84 24,6 0,15 50,41 26,3 49,99 26,2
0,00 52,69 24,6 51,08 24,4 0,00 67,16 26,4 65,10 26,1
0,05 50,51 24,3 49,40 24,2 0,05 64,39 26,0 62,96 25,9
* 0,10 48,65 241 48,04 24,0 * 0,10 62,01 25,8 61,23 25,7
0,15 47,77 24,0 47,38 239 0,15 60,89 25,6 60,40 25,5
0,00 64,27 24,0 62,31 238 0,00 78,66 25,8 76,26 25,5
0,05 61,62 23,7 60,26 23,5 0,05 75,42 25,4 73,75 25,2
" 0,10 59,35 23,4 58,60 23,3 s 0,10 72,64 25,1 71,72 25,0
0,15 58,28 23,3 57,80 23,2 0,15 71,32 24,9 70,74 24,8
Tab 64. Wall heating performance - diameter 8x1,0 mm, Tab 65. Wall heating performance - diameter 8x1,0 mm,
ey = 32,5 °C - dry method trn = 35 °C - dry method

0,10 43,26 29,4 42,72 29,3 0,10 56,68 81,1 55,97 31,0
0,15 42,48 29,3 4213 29,3 0,15 55,66 31,0 55,20 30,9
0,00 58,49 29,3 56,70 291 0,00 72,91 31,1 70,69 30,8
0,05 56,08 29,0 54,84 28,9 0,05 69,91 30,7 68,36 30,5
* 0,10 54,01 28,8 53,38 28,7 2 0,10 67,33 30,4 66,48 30,3
0,15 53,04 28,6 52,60 28,6 0,15 66,11 30,3 65,57 30,2
0,00 70,04 28,8 67,90 28,5 0,00 84,40 30,5 81,82 30,2
0,05 67,15 28,4 65,66 28,2 0,05 80,92 301 7913 29,9
20 0,10 64,67 28,1 63,86 28,0 2 0,10 7793 29,7 76,95 29,6
0,15 63,51 279 62,99 279 0,15 76,53 29,6 75,90 29,5
0,00 81,53 28,2 79,04 279 0,00 95,85 30,0 92,92 29,6
0,05 7817 27,8 76,44 276 0,05 91,90 29,5 89,87 29,2
* 0,10 75,29 27,4 74,34 27,3 * 0,10 88,51 29,1 87,39 28,9
0,15 73,93 27,2 73,32 27,2 0,15 86,91 289 86,20 28,8
0,00 92,99 27,6 90,15 2113 0,00 107,29 29,4 104,01 29,0
0,05 89,15 271 87,19 26,9 0,05 102,86 28,9 100,59 28,6
N 0,10 85,87 26,7 84,78 26,6 1 0,10 99,07 28,4 97,82 28,2
0,15 84,32 26,5 83,63 26,5 0,15 97,28 28,2 96,48 28,1
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Tab 66. Wall heating performance - diameter 8x1,0 mm, Tab 67. Wall heating performance - diameter 8x1,0 mm,
t, = 37,5 °C - dry method te,, = 40 °C - dry method

0,05 72,66 33,1 71,06 32,9 0,05 86,41 34,8 84,50 34,6
24 24
0,10 69,98 32,7 69,10 32,6 0,10 83,23 34,4 82,17 34,3
0,15 68,72 32,6 68,16 32,5 0,15 81,72 34,2 81,05 341
0,00 87,26 529 84,60 32,6 0,00 101,57 34,7 98,47 34,3
0,05 83,66 32,5 81,82 32,2 0,05 97,38 34,2 95,23 33,9
2 0,10 80,58 32,1 79,56 319 2 0,10 93,79 337 92,61 33,6
0,15 79,13 319 78,48 31,8 0,15 92,10 335 91,34 334
0,00 98,71 323 95,70 32,0 0,00 113,00 341 109,54 337
0,05 94,64 31,8 92,55 31,6 0,05 108,33 335 105,94 33,2
20 0,10 91,15 31,4 90,00 31,3 2 0,10 104,34 33,0 103,02 329
0,15 89,51 31,2 88,77 31,1 015 102,46 32,8 101,62 32,7
0,00 110,14 31,8 106,78 31,3 0,00 124,41 33,6 120,61 331
0,05 105,60 31,2 103,27 30,9 0,05 119,28 329 116,64 32,6
* 0,10 101,71 30,7 100,42 30,6 * 0,10 114,88 32,4 113,43 32,2
0,15 99,87 30,5 99,05 30,4 0,15 112,81 32,1 111,88 32,0
0,00 121,56 31,2 117,84 30,7 0,00 135,81 33,0 131,66 32,5
0,05 116,54 30,6 113,97 30,2 0,05 130,21 32,3 127,34 319
1 0,10 112,25 30,0 110,83 29,9 1 0,10 125,41 31,7 123,83 Bil#5
0,15 110,22 29,8 109,32 29,7 0,15 123,15 314 12214 31,3
Tab 68. Wall heating performance - diameter 8x1,0 mm, Tab 69. Wall heating performance - diameter 8x1,0 mm,
te, = 42,5 °C - dry method te,, = 45 °C - dry method

0,00 104,43 371 101,24 36,7 0,00 118,70 38,8 115,08 38,4
0,05 100,12 36,5 97,91 36,2 0,05 113,81 38,2 111,29 379
24 24
0,10 96,43 36,1 95,21 359 0,10 109,61 377 108,23 375
0,15 94,69 35,8 93,91 357 0,15 107,63 375 106,75 373
0,00 115,85 36,5 112,31 36,0 0,00 130,11 38,3 126,14 37,8
0,05 111,07 359 108,62 35,6 0,05 124,75 376 121,99 37,2
2 0,10 106,98 354 105,63 352 2 0,10 120,15 370 118,63 36,8
0,15 105,05 35,1 104,19 35,0 0,15 117,98 36,7 117,01 36,6
0,00 127,26 359 123,37 354 0,00 141,51 37,7 137,19 371
0,05 122,01 353 119,32 349 0,05 135,68 37,0 132,68 36,6
2 0,10 117,52 347 116,03 34,5 2 0,10 130,68 36,3 129,02 36,1
0,15 115,39 34,4 114,45 34,3 0,15 128,32 36,0 127,27 359
0,00 138,66 35,3 134,43 34,8 0,00 152,91 il 148,24 36,5
0,05 132,94 34,6 130,01 343 0,05 146,60 36,3 143,36 359
* 0,10 128,04 34,0 126,43 33,8 * 0,10 141,20 35,6 139,41 354
0,15 125,73 337 124,70 33,6 0,15 138,65 353 137,51 35,2
0,00 150,06 34,8 145,47 34,2 0,00 164,30 36,5 159,28 359
0,05 143,87 34,0 140,69 336 0,05 157,52 357 154,04 353
" 0,10 138,57 333 136,82 331 1 0,10 151,72 35,0 149,80 347
0,15 136,07 33,0 134,95 329 0,15 148,98 34,6 147,76 34,5
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Conversion coefficient for the thermal performance of wall heating in the dry

method KAN-therm Wall system applied to sloping and horizontal surfaces
(ceilings and attic haunches):

Angle of deviation from vertical [k 30° 45° 60° 90°
Multiplier 1,000 0,954 0,930 0,905 0,855
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Tab 70. Wall cooling performance - diameter 8x1,0 mm, t = 15 °C - Tab 71. Wall cooling performance - diameter 8x1,0 mm, t. = 18 °C -
dry method dry method

0,10 39,63 23,0 38,83 23,1 0,10 29,07 24,4 28,48 24,4
0,15 38,97 231 38,16 23,2 0,15 28,58 24,4 27,99 24,5
0,00 53,41 1,3 51,72 )5 0,00 36,50 21,4 35,34 21,6
0,05 38,70 21,2 37,80 213 0,05 26,44 227 25,83 22,8
26 26
0,10 33,61 21,8 32,93 21,9 0,10 22,97 23,1 22,50 23,2
0,15 33,04 21,9 32,37 22,0 0,15 22,58 23,2 22,11 23,2
0,00 43,79 18,5 42,39 18,7 0,00 26,60 20,7 25,75 20,8
0,05 31,73 20,0 30,98 20,1 0,05 19,27 21,6 18,82 21,6
24 24
0,10 27,55 20,6 26,99 20,6 0,10 16,74 21,9 16,40 22,0
0,15 27,09 20,6 26,53 20,7 0,15 16,45 21,9 16,12 22,0
0,00 34,05 17,7 32,97 17,9 0,00 16,09 20,0 15,58 20,1
0,05 31,88 18,0 24,09 19,0 0,05 15,07 20,1 11,39 20,6
22 22
0,10 21,42 19,3 20,99 19,4 0,10 10,13 20,7 9,92 20,8
0,15 21,06 19,4 20,63 194 0,15 9,96 20,8 9,75 20,8
0,00 24,06 17,0 23,30 171
0,05 17,43 17.8 17,03 17,9
20
0,10 15,14 18,1 14,83 18,1
0,15 14,89 18,1 14,58 18,2
Tab 72. Wall cooling performance - diameter 8x1,0 mm, t., = 20 °C -
dry method

0,05 26,44 24,7 25,83 24,8
28

0,10 22,97 25,1 22,50 25,2

0,15 22,58 25,2 22,11 25,2

0,00 26,60 22,7 25,75 22,8

0,05 19,27 23,6 18,82 23,6
26

0,10 16,74 23,9 16,40 24,0

0,15 16,45 239 16,12 24,0

0,00 16,09 22,0 15,58 22,1

0,05 11,66 22,5 11,39 22,6
24

0,10 10,13 22,7 9,92 22,8

0,15 9,96 22,8 9,75 22,8
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Tab 73. Wall heating performance - plaster 0,7 cm over the pipe - diameter 8x1,0 mm, t;,, = 30 °C - Rail

0,00 28,05 27,5 26,72 27,3 25,48 27,2 24,48 27,1 23,55 26,9 22,76 26,8 22,09 26,8 21,48 26,7
0,05 23,89 27,0 21,26 26,7 20,56 26,6 20,04 26,5 19,56 26,4 19,14 26,4 18,77 26,3 18,45 26,3
24 0,10 17,92 26,2 17,57 26,2 1713 26,1 16,86 26,1 16,61 26,1 16,41 26,1 16,24 26,0 16,11 26,0
0,15 15,26 259 15,07 25,9 14,89 259 14,77 25,8 14,66 25,8 14,58 25,8 14,52 25,8 14,49 25,8
0,00 45,86 27,7 43,69 27,5 41,68 27,2 40,03 27,0 38,52 26,8 37,22 26,7 36,13 26,5 35,13 26,4
0,05 39,07 26,9 34,77 26,3 33,63 26,2 32,77 26,1 31,98 26,0 31,30 25,9 30,70 25,8 30,17 25,8
z 0,10 29,30 25,7 28,74 25,6 28,02 25,5 27,57 25,4 27,16 25,4 26,83 25,4 26,56 253 26,35 25,3
0,15 24,96 25,1 24,64 251 24,35 25,0 24,15 25,0 23,98 25,0 23,84 25,0 23,75 25,0 23,69 25,0
0,00 61,21 27,7 58,31 27,3 55,62 27,0 53,43 26,7 51,41 26,4 49,68 26,2 48,22 26,0 46,89 259
0,05 52,15 26,5 46,40 25,8 44,88 25,6 43,74 255 42,69 25,3 41,77 25,2 40,98 251 40,27 25,0
20 0,10 39,10 24,9 38,36 24,8 37,39 24,7 36,79 24,6 36,25 24,5 35,81 24,5 35,45 24,4 3517 24,4
0,15 33,31 24,2 32,89 241 32,50 241 32,23 24,0 32,00 24,0 31,82 24,0 31,69 24,0 31,62 24,0
0,00 75,79 205 72,20 27,0 68,87 26,6 66,16 26,3 63,65 26,0 61,51 25,7 59,71 253 58,05 25,3
0,05 64,57 26,1 57,45 25,2 55,57 249 54,15 24,8 52,86 24,6 51,72 24,5 50,74 24,3 49,86 24,2
* 0,10 48,42 24,1 47,49 239 46,30 23,8 45,55 237 44,89 23,6 44,34 23,5 43,90 23,5 43,55 23,4
0,15 41,25 23,2 40,72 231 40,25 23,0 39,91 23,0 39,63 23,0 39,40 22,9 39,24 229 39,15 22,9
0,00 90,00 27,3 85,73 26,7 81,78 26,2 78,56 25,8 75,59 25,4 73,04 25,1 70,90 249 68,94 24,6
0,05 76,67 25,6 68,23 24,5 65,99 24,2 64,31 24,0 62,77 23,8 61,41 23,7 60,25 23,5 59,21 23,4
" 0,10 57,49 23,2 56,40 23,0 54,98 229 54,09 22,8 53,30 28,7/ 52,65 22,6 52,13 22,5 51,71 22,5
0,15 48,98 22,1 48,35 22,0 47,79 22,0 47,39 219 47,05 219 46,79 21,8 46,60 21,8 46,49 21,8

Tab 74. Wall heating performance - plaster 1,5 cm over the pipe - diameter 8x1,0 mm, t, = 30 °C - Rail

0,06 0,08 0,10 0 0,14 0,16 0,18 0 0
(®, | a | t]altlaltlaltlale]alelalt | al]

0,00 26,61 27,3 25,40 27,2 24,27 27,0 23,36 26,9 22,51 26,8 21,79 26,7 21,19 26,6 20,64 26,6
0,05 21,09 26,6 20,41 26,6 19,78 26,5 19,30 26,4 18,85 26,4 18,47 26,3 18,15 26,3 17,87 26,2
2 0,10 17,33 26,2 17,01 26,1 16,61 26,1 16,37 26,0 16,15 26,0 15,97 26,0 15,83 26,0 15,72 26,0
0,15 14,83 259 14,66 25,8 14,50 25,8 14,40 25,8 14,31 25,8 14,24 25,8 14,20 25,8 14,18 25,8
0,00 43,52 27,4 41,53 27,2 39,68 27,0 38,20 26,8 36,81 26,6 35,64 26,5 34,66 26,3 33,76 26,2
0,05 34,49 26,3 33,38 26,2 32,34 26,0 31,55 259 30,83 259 30,21 25,8 29,68 257 29,22 257
# 0,10 28,34 25,5 27,81 25,5 2717 25,4 26,77 25,3 26,41 25,3 26,11 253 25,89 25,2 25,71 25,2
0,15 24,26 25,0 23,97 25,0 23,72 25,0 23,54 24,9 23,40 24,9 23,29 24,9 23,21 24,9 23,19 24,9
0,00 58,08 27,3 55,43 26,9 52,97 26,6 50,98 26,4 49,13 26,1 47,57 25,9 46,26 25,8 45,06 25,6
0,05 46,04 25,8 44,55 25,6 43,16 25,4 42,12 25,3 41,15 25,1 40,32 25,0 39,61 25,0 38,99 24,9
20 0,10 37,82 24,7 37,12 24,6 36,26 24,5 3573 24,5 35,24 24,4 34,85 24,4 34,55 24,3 34,32 24,3
0,15 32,38 24,0 31,99 24,0 31,66 24,0 31,42 239 31,23 239 31,08 239 30,98 23,9 30,95 239
0,00 7191 27,0 68,63 26,6 65,58 26,2 63,12 25,9 60,84 25,6 58,90 25,4 57,27 25,2 55,79 25,0
0,05 57,00 251 55,16 24,9 53,44 24,7 52,15 24,5 50,95 24,4 49,93 24,2 49,05 24,1 48,28 24,0
* 0,10 46,83 2810) 45,96 23,7 44,90 23,6 44,24 235 43,64 235 43,15 23,4 42,78 23,3 42,49 23,3
0,15 40,09 23,0 39,61 23,0 39,20 229 38,90 229 38,67 22,8 38,49 22,8 38,36 22,8 38,32 22,8
0,00 85,40 26,7 81,50 26,2 77,88 25,7 74,96 25,4 72,24 25,0 69,94 24,7 68,01 24,5 66,25 24,3
0,05 67,69 24,5 65,50 24,2 63,46 239 61,92 237 60,50 23,6 59,29 23,4 58,24 23,3 57,33 23,2
" 0,10 55,61 23,0 54,58 22,8 53,32 22,7 52,53 22,6 51,82 223 51,24 22,4 50,80 22,4 50,45 223
0,15 47,60 22,0 47,04 219 46,55 21,8 46,20 21,8 45,92 21,7 45,70 21,7 45,56 21,7 45,50 21,7
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Tab 75. Wall heating performance - plaster 2,5 cm over the pipe - diameter 8x1,0 mm, t;, = 30 °C - Rail

0,00 24,92 27,1 23,84 27,0 22,83 26,9 22,02 26,8 21,27 26,7 20,64 26,6 20,12 26,5 19,64 26,5
0,05 20,75 26,6 19,40 26,4 18,83 26,4 18,40 26,3 18,01 26,3 17,68 26,2 17,40 26,2 17,16 26,1
24 0,10 16,62 26,1 16,33 26,0 15,99 26,0 15,78 26,0 15,59 25,9 15,44 25,9 15,33 25,9 15,24 25,9
0,15 14,32 25,8 1417 25,8 14,03 25,8 13,95 25,7 13,87 257 13,82 257 13,80 257 13,80 257
0,00 40,75 271 38,98 26,9 37,33 26,7 36,01 26,5 34,79 26,3 33,75 26,2 32,90 26,1 32,12 26,0
0,05 33,93 26,2 31,72 26,0 30,80 25,8 30,10 25,8 29,45 257 28,91 25,6 28,46 25,6 28,06 25,5
2 0,10 27,18 25,4 26,70 253 26,15 253 25,81 25,2 25,49 25,2 25,25 25,2 25,06 25,1 24,93 251
0,15 23,41 24,9 2317 24,9 22,95 24,9 22,81 249 22,69 24,8 22,61 24,8 22,57 24,8 22,57 24,8
0,00 54,40 26,8 52,03 26,5 49,83 26,2 48,07 26,0 46,43 25,8 45,05 25,6 43,91 25,5 42,87 25,4
0,05 45,28 257 42,34 25,3 a1 251 40,17 25,0 39,31 24,9 38,59 24,8 37,98 24,7 37,46 24,7
2 0,10 36,28 24,5 35,64 24,5 34,91 24,4 34,44 24,3 34,02 24,3 33,70 24,2 33,45 24,2 33,27 24,2
0,15 31,25 239 30,92 239 30,63 23,8 30,44 23,8 30,28 23,8 30,17 23,8 30,12 23,8 30,12 23,8
0,00 67,35 26,4 64,42 26,1 61,69 257 59,52 25,4 57,49 25,2 55,78 25,0 54,37 24,8 53,08 24,6
0,05 56,07 25,0 52,42 24,6 50,90 24,4 49,73 24,2 48,68 24,1 47,77 24,0 47,03 239 46,38 23,8
* 0,10 44,92 23,6 44,12 235 43,22 23,4 42,65 233 4213 233 41,72 23,2 41,42 23,2 41,19 2331
0,15 38,69 22,8 38,28 22,8 37,92 22,7 37,69 22,7 37,50 22,7 37,36 22,7 37,29 22,7 37,29 22,7
0,00 79,98 26,0 76,50 25,6 73,26 25,2 70,68 24,8 68,27 24,5 66,23 24,3 64,56 241 63,03 239
0,05 66,58 24,3 62,24 23,8 60,44 23,6 59,06 23,4 57,80 23,2 56,73 231 55,85 23,0 55,07 229
1 0,10 53,34 22,7 52,39 225 51,32 22,4 50,64 22,3 50,03 22,3 49,54 22,2 49,18 22, 48,92 22,
0,15 45,94 21,7 45,46 21,7 45,03 21,6 44,75 21,6 44,53 21,6 44,36 21,5 44,28 21,5 44,28 21,5

Tab 76. Wall heating performance - plaster 3,0 cm over the pipe - diameter 8x1,0 mm, t;, = 30 °C - Rail

0,06 0,08 0,10 0 0,14 0,16 0,18 0 0
(&, | a | t]alt]altlaltlale]ale]lals | a]

0,00 24,12 27,0 23,10 26,9 22,14 26,8 21,38 26,7 20,68 26,6 20,09 26,5 19,60 26,5 19,16 26,4
0,05 19,47 26,4 18,90 26,4 18,38 26,3 17,97 26,2 17,60 26,2 17,29 26,2 17,04 26,1 16,82 26,1
2 0,10 16,28 26,0 15,99 26,0 15,69 26,0 15,49 259 15,32 259 1518 259 15,08 25,9 15,00 259
0,15 14,06 25,8 13,92 257 13,80 257 13,72 257 13,67 257 13,62 257 13,61 257 13,61 25,7
0,00 39,44 26,9 37,77 26,7 36,21 26,5 34,96 26,4 33,82 26,2 32,85 26,1 32,05 26,0 31,33 259
0,05 31,84 26,0 30,91 259 30,05 25,8 29,39 25,7 28,79 25,6 28,28 25,5 27,87 25,5 27,50 25,4
2 0,10 26,62 25,3 26,15 253 25,66 25,2 25,34 25,2 25,05 25,1 24,82 25,1 24,66 25,1 24,54 25,1
0,15 23,00 24,9 22,77 24,8 22,57 24,8 22,44 24,8 22,35 24,8 22,28 24,8 22,25 24,8 22,26 24,8
0,00 52,64 26,6 50,41 26,3 48,32 26,0 46,67 25,8 45,14 25,6 43,85 25,5 42,78 253 41,82 25,2
0,05 42,50 25,3 41,26 25,2 40,11 25,0 39,23 24,9 38,42 24,8 37,75 24,7 3719 24,6 36,71 24,6
2 0,10 35,53 24,4 34,91 24,4 34,24 24,3 33,82 24,2 33,43 24,2 33,13 24,1 32,91 24,1 32,75 24,1
0,15 30,69 23,8 30,39 23,8 30,13 23,8 29,96 237 29,83 237 29,74 23,7 29,70 23,7 29,71 23,7
0,00 65,18 26,1 62,41 25,8 59,83 25,5 57,78 25,2 55,89 25,0 54,29 24,8 52,97 24,6 51,77 24,5
0,05 52,62 24,6 51,09 24,4 49,67 24,2 48,57 24,1 47,57 23,9 46,74 23,8 46,05 23,8 45,45 23,7
* 0,10 43,99 235 43,22 23,4 42,40 23,3 41,87 232 41,40 232 41,02 2341 40,75 231 40,55 23,1
0,15 38,00 22,8 37,63 22,7 37,30 22,7 37,09 22,6 36,93 22,6 36,82 22,6 36,77 22,6 36,79 22,6
0,00 77,39 257 74,12 25,3 71,05 24,9 68,61 24,6 66,37 24,3 64,47 24,1 62,90 239 61,48 23,7
0,05 62,49 23,8 60,67 23,6 58,98 23,4 57,68 23,2 56,49 231 55,50 229 54,68 22,8 53,97 22,7
1 0,10 52,23 223 51,32 22,4 50,35 22,3 49,72 22,2 49,16 22,1 48,71 22,1 48,39 22,0 48,15 22,0
0,15 4513 21,6 44,69 21,6 44,30 21,5 44,04 21,5 43,86 21,5 43,72 21,5 43,67 21,5 43,68 21,5




Tab 77. Wall heating performance - plaster 0,7 cm over the pipe - diameter 8x1,0 mm, t;,, = 35 °C - Rail

0,00 68,56 32,6 65,31 32,2 62,30 31,8 59,85 31,5 57,58 31,2 55,65 31,0 54,02 30,8 52,52 30,6
0,05 58,41 31,3 51,98 30,5 50,27 30,3 48,99 30,1 47,82 30,0 46,79 29,8 45,90 29,7 45,10 29,6
24 0,10 43,80 29,5 42,96 29,4 41,88 29,2 41,21 29,2 40,61 29,1 40,11 29,0 39,71 29,0 39,40 28,9
0,15 37,32 28,7 36,84 28,6 36,41 28,6 36,10 28,5 35,85 28,5 35,64 28,5 35,50 28,4 35,42 28,4
0,00 82,93 32,4 79,00 31,9 75,36 314 72,39 31,0 69,65 30,7 67,31 30,4 65,33 30,2 63,52 29,9
0,05 70,65 30,8 62,87 29,9 60,81 29,6 59,25 29,4 57,83 29,2 56,59 29,1 55,52 289 54,55 28,8
z 0,10 52,98 28,6 51,97 28,5 50,66 28,3 49,84 28,2 49,12 28,1 48,51 28,1 48,03 28,0 47,65 28,0
0,15 4513 27,6 44,55 27,6 44,04 27,5 43,67 27,5 43,36 27,4 4311 27,4 42,94 27,4 42,84 27,4
0,00 97,02 321 92,42 31,6 88,16 31,0 84,69 30,6 81,48 30,2 78,74 29,8 76,43 29,6 74,31 283
0,05 82,65 30,3 73,55 29,2 7114 289 69,32 28,7 67,66 28,5 66,21 28,3 64,95 28,1 63,82 28,0
20 0,10 61,98 27,7 60,80 27,6 59,27 27,4 58,31 213 57,46 27,2 56,76 271 56,19 27,0 55,75 27,0
0,15 52,80 26,6 52,12 26,5 51,52 26,4 51,09 26,4 50,73 26,3 50,44 26,3 50,23 26,3 50,12 26,3
0,00 110,95 31,9 105,69 31,2 100,82 | 30,6 96,84 30,1 93,18 29,6 90,05 29,3 87,41 289 84,98 28,6
0,05 94,52 29,8 84,11 28,5 81,35 28,2 79,27 279 77,38 27,7 7571 27,5 74,27 273 72,99 271
* 0,10 70,88 26,9 69,52 26,7 67,77 26,5 66,68 26,3 65,71 26,2 64,90 26,1 64,26 26,0 63,75 26,0
0,15 60,38 25,5 59,61 25,5 58,91 25,4 58,42 253 58,01 25,3 57,68 25,2 57,45 25,2 57,31 25,2
0,00 124,77 31,6 118,85 30,9 113,38 30,2 108,91 29,6 104,79 291 101,26 28,7 98,29 28,3 95,57 279
0,05 106,29 | 293 94,58 27,8 91,48 27,4 89,15 271 87,01 26,9 85,14 26,6 83,53 26,4 82,08 26,3
' 0,10 79,70 26,0 78,18 25,8 76,22 25,5 74,99 25,4 73,90 25,2 72,99 25,1 72,26 25,0 71,69 25,0
0,15 67,90 24,5 67,03 24,4 66,25 24,3 65,70 24,2 65,23 24,2 64,86 24,1 64,60 241 64,45 241

Tab 78. Wall heating performance - plaster 1,5 cm over the pipe - diameter 8x1,0 mm, t, = 35 °C - Rail

0,06 0,08 0,10 0 0,14 0,16 0,18 0 0
(®, | a | t]altlaltlaltlale]ale]lals | al]

0,00 65,06 321 62,09 31,8 59,33 31,4 57,10 311 55,04 30,9 53,28 30,7 51,81 30,5 50,47 30,3
0,05 51,57 30,4 49,90 30,2 48,35 30,0 4717 29,9 46,09 29,8 45,17 29,6 44,37 29,5 43,68 29,5
2 0,10 42,36 29,3 41,58 29,2 40,62 29,1 40,02 29,0 39,48 28,9 39,04 289 38,70 28,8 38,44 28,8
0,15 36,27 28,5 35,84 28,5 35,46 28,4 3519 28,4 34,98 28,4 34,82 28,4 34,71 28,3 34,66 28,3
0,00 78,69 31,8 75,10 31,4 71,76 31,0 69,07 30,6 66,57 30,3 64,44 301 62,67 29,8 61,04 29,6
0,05 62,37 29,8 60,35 29,5 58,48 29,3 57,06 29,1 55,75 29,0 54,63 28,8 53,67 28,7 52,83 28,6
* 0,10 51,24 28,4 50,29 28,3 49,13 28,1 48,40 28,1 47,75 28,0 47,22 27,9 46,81 27,9 46,49 27,8
0,15 43,86 27,5 43,35 27,4 42,89 27,4 42,57 273 42,31 27,3 4211 27,3 41,98 27,2 41,93 27,2
0,00 92,06 31,5 87,86 31,0 83,95 30,5 80,81 301 77,88 29,7 75,40 29,4 73,32 29,2 71,41 28,9
0,05 72,97 29,1 70,61 28,8 68,41 28,6 66,75 28,3 65,22 28,2 63,91 28,0 62,79 27,8 61,81 27,7
20 0,10 59,94 27,5 58,83 27,4 57,48 27,2 56,63 27,1 55,86 27,0 55,24 26,9 54,76 26,8 54,39 26,8
0,15 51,32 26,4 50,71 26,3 50,18 26,3 49,80 26,2 49,50 26,2 49,27 26,2 49,11 26,1 49,05 26,1
0,00 105,27 31,2 100,47 | 30,6 96,00 30,0 92,41 29,6 89,06 29,1 86,22 28,8 83,84 28,5 81,66 28,2
0,05 83,45 28,4 80,74 28,1 78,23 27,8 76,34 27,5 74,59 27,3 73,09 271 71,80 27,0 70,68 26,8
* 0,10 68,55 26,6 67,28 26,4 65,73 26,2 64,75 26,1 63,88 26,0 63,17 259 62,63 25,8 62,20 25,8
0,15 58,68 25,3 57,99 25,2 57,38 25,2 56,95 251 56,60 25,1 56,34 25,0 56,16 25,0 56,09 25,0
0,00 118,39 30,8 112,99 30,1 107,96 29,5 103,92 | 29,0 100,15 28,5 96,96 28,1 94,29 27,8 91,84 27,5
0,05 93,84 27,7 90,80 27,3 87,98 27,0 85,84 26,7 83,88 26,5 82,19 26,3 80,74 26,1 79,48 259
1 0,10 77,09 25,6 75,66 255 73,92 252 72,82 25,1 71,84 25,0 71,04 24,9 70,43 24,8 69,94 24,7
0,15 65,99 24,2 65,21 24,2 64,53 24,1 64,04 24,0 63,66 24,0 63,36 239 63,15 23,9 63,08 239
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Tab 79. Wall heating performance - plaster 2,5 cm over the pipe - diameter 8x1,0 mm, t,,, = 35 °C - Rail

0,00 60,93 31,6 58,28 1,3 55,81 31,0 53,84 30,7 52,01 30,5 50,46 30,3 49,18 30,1 48,02 30,0
0,05 50,72 30,3 47,42 29,9 46,04 29,8 44,99 29,6 44,03 29,5 43,22 29,4 42,55 29,3 41,95 29,2
24 0,10 40,64 29,1 39,92 29,0 39,10 28,9 38,58 28,8 38,11 28,8 37,74 28,7 37,47 28,7 37,26 28,7
0,15 35,00 28,4 34,63 28,3 34,31 28,3 34,09 28,3 33,92 28,2 33,80 28,2 33,74 28,2 33,74 28,2
0,00 73,69 31,2 70,49 30,8 67,50 30,4 65,12 301 62,90 29,9 61,03 29,6 59,49 29,4 58,08 29,3
0,05 61,35 29,7 57,35 29,2 55,69 29,0 54,42 28,8 53,26 28,7 52,27 28,5 51,46 28,4 50,74 28,3
2 0,10 49,15 281 48,28 28,0 47,29 279 46,66 27,8 46,10 27,8 45,65 27,7 45,32 27,7 45,07 27,6
0,15 42,33 27,3 41,89 27,2 41,50 27,2 41,24 27,2 41,03 271 40,88 271 40,80 271 40,80 271
0,00 86,22 30,8 82,46 30,3 78,97 29,9 76,19 285 73,59 29,2 71,40 289 69,60 28,7 67,95 28,5
0,05 7,77 29,0 67,10 28,4 65,15 28,1 63,67 28,0 62,31 27,8 61,16 27,6 60,20 27,5 59,37 27,4
20 0,10 57,51 27,2 56,48 27,1 55,33 26,9 54,59 26,8 53,93 26,7 53,41 26,7 53,02 26,6 52,73 26,6
0,15 49,53 26,2 49,01 26,1 48,55 26,1 48,24 26,0 48,00 26,0 47,83 26,0 47,74 26,0 47,74 26,0
0,00 98,59 30,3 94,30 29,8 90,31 29,3 87,13 28,9 84,16 28,5 81,65 28,2 79,59 279 77,71 27,7
0,05 82,08 28,3 76,73 27,6 74,50 273 72,81 271 71,25 26,9 69,93 26,7 68,85 26,6 67,89 26,5
" 0,10 65,76 26,2 64,59 26,1 63,27 259 62,43 25,8 61,67 257 61,08 25,6 60,63 25,6 60,30 255
0,15 56,64 25,1 56,04 25,0 55,52 24,9 5517 24,9 54,89 24,9 54,69 24,8 54,59 24,8 54,59 24,8
0,00 110,87 29,9 106,05 | 29,3 101,56 | 28,7 97,98 28,2 94,64 27,8 91,82 27,5 89,50 27,2 87,38 26,9
0,05 92,30 27,5 86,29 26,8 83,79 26,5 81,87 26,2 80,13 26,0 78,65 25,8 7742 25,7 76,35 25,5
" 0,10 73,95 25,2 72,63 25,1 71,15 24,9 70,20 24,8 69,35 24,7 68,68 24,6 68,18 24,5 67,81 24,5
0,15 63,69 24,0 63,02 239 62,43 23,8 62,04 23,8 61,73 23,7 61,50 23,7 61,39 23,7 61,39 237

Tab 80. Wall heating performance - plaster 3,0 cm over the pipe - diameter 8x1,0 mm, t;, = 35 °C - Rail

0,06 0,08 0,10 0 0,14 0,16 0,18 0 0
(&, | a |t ]altlaltlaltlale]alelalt | al]

0,00 58,96 31,4 56,46 311 54,13 30,8 52,27 30,5 50,56 30,3 49,11 30,1 47,92 30,0 46,84 29,9
0,05 47,60 30,0 46,22 29,8 44,93 29,6 43,94 29,5 43,04 29,4 42,28 29,3 41,66 29,2 41,12 29,1
24 0,10 39,79 29,0 39,10 289 38,36 28,8 37,88 28,7 37,45 28,7 3711 28,6 36,87 28,6 36,68 28,6
0,15 34,38 28,3 34,04 28,3 33,75 28,2 33,55 28,2 33,41 28,2 33,31 28,2 33,27 28,2 33,28 28,2
0,00 71,31 30,9 68,29 30,5 65,47 30,2 63,22 29,9 61,15 29,6 59,40 29,4 57,96 29,2 56,65 29,1
0,05 57,58 29,2 55,90 29,0 54,34 28,8 53,15 28,6 52,05 28,5 51,14 28,4 50,39 28,3 49,73 28,2
* 0,10 4813 28,0 47,29 27,9 46,39 27,8 45,81 27,7 45,29 27,7 44,89 27,6 44,59 27,6 44,37 27,5
0,15 41,58 27,2 417 27,1 40,82 271 40,58 271 40,41 271 40,29 27,0 40,24 27,0 40,25 27,0
0,00 83,43 30,4 79,90 30,0 76,59 29,6 73,97 29,2 71,54 28,9 69,49 28,7 67,81 28,5 66,28 28,3
0,05 67,36 28,4 65,40 28,2 63,58 27,9 62,18 27,8 60,90 27,6 59,83 27,5 58,95 274 58,18 27,3
20 0,10 56,31 27,0 55,33 26,9 54,27 26,8 53,60 26,7 52,99 26,6 52,51 26,6 52,17 26,5 51,91 26,5
0,15 48,65 26,1 48,17 26,0 47,75 26,0 47,48 259 47,28 259 4713 25,9 47,08 25,9 47,09 259
0,00 95,41 29,9 91,37 29,4 87,59 289 84,59 28,6 81,81 28,2 79,47 279 77,54 27,7 75,79 27,5
0,05 77,03 27,6 74,79 27,3 72,71 271 71m 26,9 69,64 26,7 68,42 26,6 67,41 26,4 66,54 26,3
" 0,10 64,39 26,0 63,27 259 62,07 25,8 61,29 257 60,60 25,6 60,05 255 59,66 25,5 59,36 25,4
0,15 55,63 25,0 55,09 24,9 54,61 24,8 54,29 24,8 54,06 24,8 53,90 24,7 53,83 24,7 53,85 24,7
0,00 107,29 29,4 102,75 | 28,8 98,50 28,3 95,12 279 92,00 20 89,37 27,2 87,20 26,9 85,23 26,7
0,05 86,62 26,8 84,10 26,5 81,76 26,2 79,96 26,0 78,31 25,8 76,94 25,6 75,81 25,5 74,82 25,4
1 0,10 72,41 25,1 71,15 24,9 69,80 24,7 68,92 24,6 68,15 24,5 67,53 24,4 67,09 24,4 66,75 24,3
0,15 62,56 23,8 61,95 23,7 61,41 23,7 61,06 23,6 60,80 23,6 60,61 23,6 60,54 23,6 60,56 23,6
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Tab 81. Wall heating performance - plaster 0,7 cm over the pipe - diameter 8x1,0 mm, t,, = 40 °C - Rail

104,00
0,05 88,60 351 78,84 339 76,26 33,5 74,31 333 72,53 331 70,97 329 69,62 32,7 68,42 32,6
24 0,10 66,44 32,3 65,17 321 63,53 319 62,51 31,8 61,60 31,7 60,84 31,6 60,24 31,5 59,76 31,5
0,15 56,60 | 311 5587 | 31,0 | 5523 | 309 | 5476 | 308 | 5437 | 308 | 5407 | 308 | 53,85 | 307 | 5372 | 307
0,00 | 11787 | -5 | 112,28 m 107,11 m 102,88 | 349 | 9899 | 344 | 9566 | 340 | 9286 | 336 | 90,28 | 333
0,05 100,41 34,6 89,35 332 86,43 32,8 84,22 32,5 82,20 32,3 80,43 321 78,91 319 77,54 31,7
2 0,10 75,30 31,4 73,86 31,2 72,00 31,0 70,84 30,9 69,81 30,7 68,95 30,6 68,27 30,5 67,72 30,5
0,15 64,15 30,0 63,33 29,9 62,59 29,8 62,06 29,8 61,63 29,7 61,27 29,7 61,03 29,6 60,89 29,6
0,00 131,65 m 125,40 | 0 119,63 35,0 114,91 34,4 110,57 33,8 106,85 334 103,71 33,0 100,84 32,6
0,05 | 11275 | 340 | 99,80 | 325 | 9653 | 321 | 9406 | 31,8 | 9181 31,5 | 89,83 | 312 | 8813 | 310 | 8660 | 308
20 0,10 84,10 | 305 | 8249 | 303 | 8042 | 30, 7913 | 299 | 7797 | 297 | 77,01 296 | 7625 | 295 | 7564 | 29,5
0,15 71,65 29,0 70,73 28,8 69,91 28,7 69,32 28,7 68,83 28,6 68,44 28,6 68,16 28,5 68,01 28,5
0,00 145,37 m 138,47 E 132,09 34,5 126,89 339 122,09 333 117,98 32,7 114,52 323 111,34 31,9
0,05 | 12384 | 335 | 11020 | 31,8 | 106,59 | 313 | 103,86 | 310 | 101,38 | 30,7 | 99,20 | 304 | 9731 | 302 | 9563 | 300
18 0,10 92,86 29,6 91,09 29,4 88,80 291 87,37 28,9 86,10 28,8 85,04 28,6 84,19 28,5 83,52 28,4
0,15 79,11 279 | 7810 | 278 | 7719 | 276 | 7654 | 276 | 7600 | 275 | 7557 | 274 | 7527 | 274 | 7509 | 274
0,00 | 159,04 m 151,49 | 349 | 144,52 | 341 | 13882 | 334 | 133,57 | 327 | 12907 | 321 | 12529 | 317 | 121,81 | 312
0,05 135,48 329 120,56 31,1 116,61 30,6 113,63 30,2 110,91 29,9 108,52 29,6 106,47 29,3 104,62 291
1° 0,10 101,59 28,7 99,66 28,5 97,15 28,1 95,59 279 94,19 27,8 93,03 27,6 92,11 27,5 91,38 27,4
0,15 86,55 26,8 85,44 26,7 84,45 26,6 83,74 26,5 83,15 26,4 82,68 26,3 82,34 26,3 82,16 26,3
Tab 82. Wall heating performance - plaster 1,5 cm over the pipe - diameter 8x1,0 mm, t,, = 40 °C - Rail

[W/m?] [W/m?] [W/m?]
98,68 94,18 89,99 83,48 78,59 76,55
0,05 78,22 33,8 75,69 33,5 73,33 33,2 71,56 329 69,92 32,7 68,51 32,6 67,30 32,4 66,25 323
2 0,10 64,26 32,0 63,07 319 61,61 Bilv) 60,70 31,6 59,88 31,5 59,21 31,4 58,70 31,3 58,30 31,3
0,15 55,01 30,9 54,36 30,8 53,79 30,7 53,38 30,7 53,06 30,6 52,81 30,6 52,64 30,6 52,58 30,6
0,00 111,84 m 106,74 m 101,99 34,7 98,17 343 94,61 33,8 91,60 334 89,07 BSAl 86,76 32,8
0,05 88,65 331 85,78 32,7 83,11 32,4 81,10 321 79,24 319 77,65 31,7 76,28 31,5 75,09 31,4
* 0,10 72,83 311 71,48 30,9 69,83 30,7 68,79 30,6 67,86 30,5 67,11 30,4 66,53 30,3 66,08 30,3
0,15 62,34 29,8 61,61 29,7 60,96 29,6 60,50 29,6 60,14 29,5 59,86 29,5 59,66 29,5 59,59 29,4
0,00 124,92 m 119,22 349 113,91 34,2 109,65 337 105,67 | 332 102,30 | 32,8 99,49 32,4 96,90 321
0,05 99,02 32,4 95,81 32,0 92,83 316 90,58 31,3 88,50 311 86,72 30,8 85,20 30,6 83,86 30,5
20 0,10 81,34 30,2 79,83 30,0 77,99 29,7 76,84 29,6 75,80 29,5 74,96 29,4 74,31 29,3 73,80 29,2
0,15 69,63 28,7 68,81 28,6 68,09 28,5 67,58 28,4 67,17 28,4 66,85 28,4 66,64 28,3 66,56 28,3
0,00 137,93 m 131,64 | 345 125,78 337 121,07 331 116,68 32,6 112,96 321 109,85 317 107,00 31,4
0,05 109,33 31,7 105,79 31,2 102,50 | 30,8 | 100,02 | 305 97,73 30,2 95,76 30,0 94,07 29,8 92,60 29,6
* 0,10 89,81 29,2 88,15 29,0 86,12 28,8 84,84 28,6 83,70 28,5 82,77 28,3 82,05 28,3 81,49 28,2
0,15 76,89 27,6 75,98 27,5 7518 27,4 74,62 27,3 74,16 273 73,82 27,2 73,58 27,2 73,49 27,2
0,00 150,90 | 349 144,02 | 34,0 137,61 52 132,46 | 32,6 127,66 32,0 123,59 31,4 120,18 31,0 117,06 30,6
0,05 119,61 31,0 115,74 30,5 112,14 30,0 109,42 | 297 106,92 | 294 104,76 29,1 102,92 | 289 101,31 28,7
N 0,10 98,26 28,3 96,44 28,1 94,22 27,8 92,82 27,6 91,57 27,4 90,55 273 89,77 27,2 89,16 271
0,15 84,12 26,5 83,13 26,4 82,25 26,3 81,64 26,2 81,14 26,1 80,76 26,1 80,50 26,1 80,41 26,1
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Tab 83. Wall heating performance - plaster 2,5 cm over the pipe - diameter 8x1,0 mm, t;, = 40 °C - Rail

0,00 92,42 88,40 0 84,65 34,6 81,67 34,2 78,89 339 76,54 33,6 74,60 333 72,84 331
0,05 76,94 33,6 71,93 33,0 69,84 32,7 68,25 32,5 66,79 323 65,56 32,2 64,53 321 63,64 32,0
24 0,10 61,64 31,7 60,54 31,6 59,31 31,4 58,52 3,3 57,81 31,2 57,25 31,2 56,83 311 56,52 311
0,15 53,09 | 306 | 5253 | 306 | 5204 | 305 | 51,71 305 | 5145 | 304 | 51,27 | 304 | 5117 | 304 | 5117 | 304
0,00 | 104,74 m 100,18 | 34,5 | 9594 | 340 | 9256 | 336 | 8941 | 332 | 8674 | 328 | 8455 | 326 | 8255 | 323
0,05 8720 | 329 | 81,52 | 322 | 7915 | 319 | 7735 | 317 | 7570 | 315 | 7430 | 313 | 7314 | 311 7212 | 310
2 0,10 69,86 30,7 68,62 30,6 67,22 30,4 66,32 30,3 65,52 30,2 64,89 30,1 64,41 30,1 64,06 30,0
0,15 60,17 29,5 59,54 29,4 58,98 29,4 58,61 29,3 58,31 29,3 58,10 29,3 58,00 29,2 58,00 29,2
0,00 116,99 34,6 111,90 34,0 107,16 334 103,38 329 99,86 32,5 96,88 321 94,44 31,8 92,20 31,5
0,05 9739 | 322 | 91,05 | 314 | 8841 31,1 86,39 | 30,8 | 84,55 | 306 | 8298 | 304 | 8169 | 302 | 8056 | 30,
20 0,10 7803 | 298 | 7664 | 296 | 7507 | 294 | 7408 | 293 | 7318 | 291 | 72,47 | 29 71,94 | 290 | 71,55 | 289
0,15 67,20 28,4 66,50 28,3 65,87 28,2 65,46 28,2 65,13 28,1 64,89 28,1 64,78 28,1 64,78 28,1
0,00 129,18 341 123,56 334 118,33 32,8 114,15 323 110,26 31,8 106,98 31,4 104,27 31,0 101,81 30,7
0,05 | 10754 | 314 | 10054 | 306 | 9762 | 302 | 9539 | 299 | 9336 | 297 | 9163 | 295 | 90,20 | 293 | 88,95 | 291
® 0,10 86,16 28,8 84,63 28,6 82,90 28,4 81,79 28,2 80,80 28,1 80,02 28,0 79,44 27,9 79,01 27,9
0,15 74,21 273 | 7343 | 272 | 7274 | 271 7228 | 270 | 7192 | 270 | 7166 | 270 | 7153 | 269 | 7153 | 269
0,00 | 141,32 | 337 | 13518 | 329 | 12945 | 322 | 12489 | 316 | 12063 | 311 | 11704 | 306 | 11408 | 30,3 | 111,39 | 29,9
0,05 117,65 30,7 109,99 29,7 106,80 29,3 104,36 29,0 102,14 28,8 100,25 28,5 98,69 28,3 97,31 28,2
1 0,10 94,26 27,8 92,58 27,6 90,69 27,3 89,49 27,2 88,40 27,0 87,55 26,9 86,91 26,9 86,44 26,8
0,15 81,19 26,1 80,33 26,0 79,58 259 79,08 25,9 78,68 25,8 78,40 25,8 78,25 25,8 78,25 25,8
Tab 84. Wall heating performance - plaster 3,0 cm over the pipe - diameter 8x1,0 mm, t; = 40 °C - Rail
0,06 0,08 0,10 0 0,14 0,16 0,18 0 0
R | o |t altlaltlaltlaltlalt]|alt]al
0,00 | 8943 8564 | 347 | 8210 | 343 | 7929 | 339 | 7669 | 336 | 7449 | 333 | 7268 | 331 71,05 | 329
0,05 7221 | 330 | 7010 | 328 | 6815 | 325 | 6665 | 323 | 6528 | 322 | 6413 | 320 | 6319 | 319 | 6237 | 318
# 0,10 60,36 31,5 59,31 31,4 58,18 31,3 57,45 31,2 56,80 311 56,29 31,0 55,92 31,0 55,64 31,0
0,15 5215 | 305 | 5164 | 305 | 5119 | 304 | 50,89 | 304 | 5068 | 303 | 50,52 | 303 | 50,46 | 30,3 | 50,48 | 30,3
0,00 | 101,36 | 347 | 9707 | 341 | 9305 | 336 | 8986 | 332 | 892 | 329 | 8443 | 326 | 8238 | 323 | 8052 | 321
0,05 81,83 32,2 79,45 319 77,24 31,7 75,54 31,4 73,98 31,2 72,68 311 71,62 31,0 70,69 30,8
2 0,10 68,41 30,6 67,22 30,4 65,94 30,2 65,11 30,1 64,38 30,0 63,80 30,0 63,38 29,9 63,06 29,9
0,15 5910 | 294 | 5852 | 293 | 5801 | 293 | 5768 | 292 | 5744 | 292 | 5726 | 292 | 5719 | 291 57,21 | 29,2
0,00 | 11321 | 342 | 10841 | 336 | 103,93 | 330 | 10037 | 325 | 9708 | 321 | 9430 | 318 | 9201 | 315 | 8993 | 312
0,05 91,40 31,4 88,74 311 86,27 30,8 84,37 30,5 82,63 30,3 81,18 30,1 79,99 30,0 78,95 29,9
20 0,10 76,41 29,6 75,07 29,4 73,65 29,2 7273 29,1 71,90 29,0 71,26 289 70,79 28,8 70,43 28,8
0,15 66,01 | 283 | 6536 | 282 | 6480 | 281 | 6443 | 281 64,15 | 280 | 6396 | 280 | 63,88 | 280 | 6390 | 280
0,00 | 12500 | 336 | 11971 | 33,0 | 11476 | 323 | 110,82 | 319 | 10719 | 314 | 10412 | 31,0 | 101,59 | 307 | 9930 | 304
0,05 | 10092 | 306 | 9798 | 302 | 9526 | 299 | 9316 | 296 | 91,24 | 294 | 8964 | 292 | 8832 | 290 | 8718 | 289
" 010 | 8437 | 285 | 8290 | 284 | 81,32 | 282 | 8030 | 280 | 7940 | 279 | 7868 | 278 | 7816 | 278 | 7777 | 217
0,15 72,89 271 72,18 27,0 71,55 26,9 71,14 26,9 70,84 26,9 70,62 26,8 70,53 26,8 70,55 26,8
0,00 136,76 331 130,97 32,4 125,55 31,7 121,25 31,2 117,27 30,7 113,92 30,2 111,15 29,9 108,64 29,6
0,05 | 11042 | 29,8 | 107,20 | 29,4 | 10422 | 290 | 10193 | 287 | 99,82 | 285 | 9807 | 283 | 9663 | 281 | 9538 | 279
N 010 | 9230 | 275 | 9069 | 273 | 8897 | 271 8785 | 270 | 8686 | 269 | 8608 | 268 | 8551 26,7 | 8509 | 26,6
0,15 7974 | 260 | 7896 | 259 | 78,28 | 258 | 7783 | 257 | 7750 | 257 | 7726 | 257 | 7717 | 256 | 7719 | 256
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Tab 85. Wall heating performance - plaster 0,7 cm over the pipe - diameter 8x1,0 mm, t;,, = 45 °C - Rail

138,51 131,94 125,87 120,90 116,33 112,42 109,12 106,10
0,05 118,00 105,00 101,56 98,97 96,60 94,52 92,73 91,12
24 0,10 88,48 86,80 84,61 83,25 82,04 81,03 80,23 79,59
0,15 75,38 74,42 | 333 | 7355 | 332 | 7293 72,42 72,01 | 330 | 71,72 | 330 | 7155 | 329
0,00 | 152,21 144,99 138,31 132,86 127,83 123,53 | w0 | 11991 | w0 | 116,58 m
0,05 129,66 115,38 111,60 108,75 106,15 103,86 350 101,89 347 100,13 345
2 0,10 97,23 95,38 339 92,98 91,48 90,15 333 89,04 331 88,16 33,0 87,45 329
0,15 82,84 324 81,77 32,2 80,82 321 80,14 32,0 79,58 31,9 7912 319 78,81 31,9 78,63 31,8
0,00 165,86 157,99 150,72 LR 144,77 m 139,30 37,4 134,61 m 130,66 m 127,04 E
0,05 | 141,29 125,73 12161 | == | 11851 | 348 | 11567 | 345 | 11318 | 341 | 111,03 | 33,9 | 10911 | 33,6
20 0,10 | 10595 | 332 | 10393 | 330 | 101,32 | 327 | 9969 | 325 | 9823 | 323 | 9702 | 321 | 9606 | 320 | 9530 | 319
0,15 90,27 313 89,11 311 88,07 31,0 87,33 309 86,72 30,8 86,22 30,8 85,88 30,7 85,68 30,7
0,00 179,48 170,97 163,09 m 156,66 150,74 m 145,67 m 141,40 137,47 m
0,05 | 152,90 136,06 131,60 | 34,5 | 128,24 | 340 | 12517 | 33,6 | 122,47 | 33,3 | 12015 | 33,0 | 118,07 | 328
' 0,10 114,65 323 112,47 321 109,64 31,7 107,87 31,5 106,30 31,3 104,99 311 103,95 31,0 103,12 30,9
0,15 97,68 30,2 96,43 30,1 95,30 29,9 94,50 29,8 93,84 29,7 93,30 29,7 92,93 29,6 92,72 29,6
0,00 | 193,08 | -/ | 18392 m 17545 | =7/c0 | 168,53 | il | 162,16 m 156,70 m 152,11 m 147,89 | 34,5
0,05 164,48 | -7 ¢ 146,37 34,3 141,57 337 137,95 33,2 134,65 32,8 131,75 32,5 129,25 32,2 127,01 31,9
1 0,10 123,34 31,4 120,99 311 117,94 30,7 116,05 30,5 114,35 30,3 112,95 30,1 111,83 30,0 110,94 29,9
0,15 105,08 29,1 103,73 29,0 102,52 28,8 101,66 287 100,95 28,6 100,37 28,5 99,97 28,5 99,74 28,5
Tab 86. Wall heating performance - plaster 1,5 cm over the pipe - diameter 8x1,0 mm, t,, = 45 °C - Rail

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
131,43 125,44 119,85 111,18 104,67 101,96
0,05 104,18 100,80 97,67 93,12 89,64 88,24
2 0,10 85,58 347 83,99 34,5 82,06 34,3 80,84 341 79,75 34,0 78,87 339 78,19 33,8 77,65 By
0,15 73,26 72,40 33,0 71,64 33,0 71,10 70,67 32,8 70,34 32,8 70,11 32,8 70,03 32,8
0,00 144,42 137,83 131,70 126,77 122,17 37,3 118,28 m 115,02 m 112,03 m
0,05 114,48 110,77 107,33 104,72 102,32 | 348 | 100,26 | 345 98,50 34,3 96,96 341
2 0,10 94,04 92,30 SS¥5) 90,17 88,83 87,63 33,0 86,66 32,8 85,91 327 85,33 327
0,15 80,51 321 79,55 31,9 78,72 31,8 78,13 31,8 77,65 31,7 77,29 31,7 77,04 316 76,95 31,6
0,00 157,37 | L0 | 150,20 | =l | 143,51 37,9 138,14 YA 133,13 m 128,89 m 12534 | -0 | 122,08 m
0,05 124,75 | -0 120,70 | o 116,95 34,6 114,12 343 111,50 339 109,26 | 337 107,33 334 105,66 | 33,2
20 0,10 102,47 | 32,8 100,58 | 32,6 98,26 323 96,80 321 95,50 31,9 94,43 31,8 93,62 31,7 92,98 31,6
0,15 87,73 31,0 86,69 30,8 85,78 30,7 85,14 30,6 84,62 30,6 84,22 30,5 83,95 30,5 83,85 30,5
0,00 170,30 m 162,53 m 155,30 149,48 144,06 m 139,47 m 135,63 35,0 132,11 34,5
0,05 134,99 | 349 130,61 34,3 126,56 | 33,8 123,49 | 334 120,66 331 118,23 32,8 116,15 32,5 114,33 323
* 0,10 110,89 31,9 108,84 | 31,6 106,33 31,3 104,75 311 103,34 | 309 102,19 30,8 101,31 30,7 100,62 | 30,6
0,15 94,93 29,9 93,81 29,7 92,82 29,6 9213 29,5 91,57 29,4 91,14 29,4 90,85 29,4 90,74 29,3
0,00 183,20 m 174,85 37,9 167,07 m 160,81 m 154,98 m 150,04 | 34,8 145,91 34,2 142,12 33,8
0,05 145,22 | 34,2 140,51 336 136,14 33,0 132,84 | 326 129,80 | 32,2 127,19 31,9 124,95 316 123,00 31,4
N 0,10 119,29 30,9 117,08 30,6 114,38 | 30,3 112,69 301 11117 299 109,93 29,7 108,98 | 296 | 108,24 | 295
0,15 102,12 28,8 100,92 | 28,6 99,85 28,5 99,11 28,4 98,51 28,3 98,05 28,3 97,73 28,2 97,62 28,2
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Tab 87. Wall heating performance - plaster 2,5 cm over the pipe - diameter 8x1,0 mm, t;,, = 45 °C - Rail

123,09 17,73 112,75 108,77 105,07 101,93
0,05 102,47 95,80 93,02 90,89 88,96 87,31
24 0,10 82,10 343 80,64 341 78,99 33,9 7794 33,7 76,99 336 76,25 33,5 75,69 335 75,28 33,4
0,15 70,71 69,97 69,31 68,88 | 326 | 6853 | 326 | 6828 | 325 | 6816 | 325 | 6816 | 325
0,00 135,25 129,37 123,89 119,52 m 115,45 m 112,01 m 109,18 m 106,60 m
0,05 112,60 105,27 102,21 34,8 99,88 345 97,75 34,2 95,94 34,0 94,45 338 93,13 336
2 0,10 90,22 88,61 86,80 32,8 85,64 32,7 84,60 32,6 83,79 32,5 83,18 32,4 82,72 32,3
0,15 71,70 76,88 31,6 76,16 31,5 75,68 31,5 75,30 31,4 75,03 31,4 74,89 31,4 74,89 31,4
0,00 147,39 140,97 37,6 135,01 m 130,25 m 125,81 35,7 122,06 ﬂ 118,97 m 116,16 m
0,05 | 122,70 11471 | 343 | 111,38 | 33,9 | 10884 | 33,6 | 10652 | 33,3 | 10455 | 331 | 10292 | 329 | 101,49 | 327
20 0,10 98,31 96,56 | 321 | 94,58 | 31,8 | 9332 | 317 | 9219 | 31,5 | 9130 | 314 | 9064 | 31,3 | 9014 | 313
0,15 84,67 83,78 30,5 82,99 304 82,47 30,3 82,05 30,3 81,76 30,2 81,61 30,2 81,61 30,2
0,00 159,49 152,55 146,09 m 140,94 m 136,14 m 132,08 34,5 128,75 341 125,70 33,7
0,05 | 132,78 12413 | 335 | 120,53 | 331 | 11778 | 327 | 1527 | 324 | 11313 | 321 | 111,37 | 319 | 109,82 | 317
® 0,10 106,38 31,3 104,49 31,1 102,35 30,8 100,99 30,6 99,76 30,5 98,80 30,4 98,08 30,3 97,55 30,2
0,15 91,62 29,5 90,66 29,3 89,81 29,2 89,25 29,2 88,79 291 88,47 291 88,31 29,0 88,31 29,0
0,00 | 171,57 | -7/ | 164,11 m 157,16 m 151,62 | 350 | 146,45 | 343 | 142,09 | 33,8 | 13850 | 333 | 13523 | 329
0,05 142,83 339 133,53 32,7 129,66 32,2 126,70 31,8 124,00 31,5 121,70 31,2 119,81 31,0 118,14 30,8
1 0,10 | 114,44 | 303 | 11240 | 301 | 110,10 | 29,8 | 108,64 | 296 | 10732 | 294 | 10629 | 293 | 10551 | 29,2 | 104,94 | 291
0,15 98,56 28,3 97,53 28,2 96,61 28,1 96,01 28,0 95,52 279 95,17 279 95,00 279 95,00 279
Tab 88. Wall heating performance - plaster 3,0 cm over the pipe - diameter 8x1,0 mm, t;, = 45 °C - Ralil

[W/m?] [W/m?]
119,11 114,07 109,35 102,14 94,62
0,05 96,17 93,37 90,77 86,94 84,16 83,07
2 0,10 80,39 34,0 78,99 339 77,49 337 76,52 33,6 75,65 35 74,97 33,4 74,48 33 7411 233
0,15 69,45 32,7 68,77 32,6 68,18 32,5 67,78 32,5 67,50 32,4 67,29 32,4 67,21 32,4 67,23 32,4
0,00 130,89 125,34 | 1 120,16 37,0 116,04 m 112,24 m 109,02 m 106,38 E 103,98 | 35,0
0,05 105,67 102,60 | 34,8 99,74 34,5 97,55 34,2 95,53 339 93,86 337 92,48 33,6 91,28 334
2 0,10 88,34 86,80 32,8 85,15 32,6 84,08 32,5 83,13 32,4 82,38 3 81,84 32,2 81,43 32,2
0,15 76,32 31,5 75,57 31,4 74,92 314 74,49 31,3 7417 31,3 73,94 31,2 73,85 31,2 73,87 31,2
0,00 142,63 [IEcYA:] 136,58 m 130,94 m 126,45 m 122,30 m 118,80 | 349 115,92 34,5 113,30 34,2
0,05 115,15 34,4 111,80 34,0 108,69 336 | 106,30 | 333 104,10 33,0 102,28 | 32,8 100,77 32,6 99,47 32,4
20 0,10 96,26 32,0 94,58 31,8 92,78 31,6 91,62 31,5 90,59 31,3 89,77 31,2 89,18 311 88,74 311
0,15 83,16 30,4 82,35 30,3 81,63 30,2 81,17 30,1 80,82 30,1 80,57 301 80,48 30,1 80,50 301
0,00 154,34 m 147,80 m 141,69 136,83 “ 132,35 | 345 128,56 | 341 12544 | 337 122,61 333
0,05 124,61 33,6 120,98 331 117,62 327 115,03 32,4 112,65 321 110,68 31,8 109,05 316 107,63 31,5
* 0,10 104,17 31,0 102,35 | 30,8 | 100,40 | 306 99,15 30,4 98,03 30,3 97,15 30,1 96,51 301 96,03 30,0
0,15 89,99 29,2 89,11 29,1 88,34 29,0 87,83 29,0 87,46 28,9 87,19 28,9 87,08 289 87,11 289
0,00 166,03 m 159,00 m 152,42 ﬂ 147,20 34,4 142,37 | 33,8 138,30 | 333 13494 | 329 131,90 325
0,05 134,05 32,8 130,14 323 126,53 31,8 123,74 31,5 121,19 311 119,06 30,9 117,31 30,7 115,79 30,5
® 0,10 112,06 30,0 110,10 29,8 108,01 29,5 106,66 | 29,3 105,45 29,2 104,51 29,1 103,82 | 29,0 103,30 | 289
0,15 96,81 28,1 95,86 28,0 95,03 27,9 94,49 27,8 94,08 27,8 93,80 27,7 93,68 27,7 93,71 27,7
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Tab 89. Wall heating performance - plaster 0,7 cm over the pipe - diameter 8x1,0 mm, t;,, = 50 °C - Rail

172,67 164,48 156,91 150,72 145,02 140,14 136,03 132,26
0,05 147,10 130,90 126,61 123,37 120,42 117,83 115,59 113,59
24 0,10 110,31 108,20 105,48 103,78 102,27 101,01 100,01 99,21
0,15 93,98 92,77 91,69 90,92 90,28 89,76 89,40 89,20
0,00 | 186,28 177,44 169,27 162,60 156,45 151,19 146,75 142,68
0,05 158,69 141,21 136,59 133,10 129,91 127,11 124,70 122,54 | e
2 0,10 119,00 116,73 113,79 111,96 110,33 108,97 107,89 107,03 35,4
0,15 101,38 100,08 98,92 98,09 34,3 97,39 34,2 96,84 341 96,45 341 96,23 34,0
0,00 199,87 190,39 181,62 174,46 | . - 167,86 41,0 162,21 40,3 157,46 39,7 153,09 391
0,05 | 170,27 151,51 146,55 142,81 | 0 | 139,39 | vi 136,39 | v | 133,80 | <0 | 131,48 | <
2 0,10 | 127,68 125,24 122,09 12013 | o0 | 118,38 | 34,8 | 11692 | 346 | 11576 | 345 | 114,84 | 34,4
0,15 108,78 107,38 106,13 105,24 332 104,50 331 103,90 33,0 103,49 329 103,25 329
0,00 213,44 203,31 193,95 186,30 | 1 - 179,26 LR 173,23 168,15 163,48 | -
0,05 | 181,83 161,80 156,50 152,50 | -/ | 148,85 | i | 14565 142,88 140,41 | -1
* 0,10 136,35 133,74 130,38 128,28 34,0 126,41 33,8 124,86 33,6 123,62 33,5 122,64 333
0,15 116,16 32,5 114,67 32,3 113,34 32,2 112,38 32,0 111,59 319 110,96 319 110,51 31,8 110,26 31,8
0,00 226,99 TR AN 216,22 WCEHEN 206,27 [ RS 198,13 40,8 WELXZE 39,8 184,23 178,83 m 173,86 37,7
0,05 193,37 | i 172,08 37,5 166,44 | -0 162,19 36,3 158,30 | - 154,89 151,96 35,0 149,33 34,7
e 0,10 145,00 341 142,24 33,8 138,66 333 136,43 331 134,44 32,8 132,79 32,6 131,47 32,4 130,42 323
0,15 123,54 314 121,95 31,2 120,53 311 119,52 309 118,68 30,8 118,00 30,8 117,53 30,7 117,26 30,7
Tab 90. Wall heating performance - plaster 1,5 cm over the pipe - diameter 8x1,0 mm, t, = 50 °C - Rail

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
163,84 156,37 149,41 138,60 130,49 127,10
0,05 129,87 125,66 121,76 118,80 116,08 113,75 111,74 110,00
2 0,10 106,68 104,71 102,29 100,78 99,42 98,31 97,47 96,80
0,15 91,33 90,25 89,30 88,63 88,10 87,68 87,40 87,30
0,00 176,75 168,69 161,19 155,15 149,52 144,76 140,77 13711
0,05 140,11 135,56 131,35 128,17 125,23 122,71 120,55 118,67
* 0,10 115,09 112,96 110,36 108,72 107,25 106,06 105,15 104,43
0,15 98,53 97,36 96,34 95,62 95,04 94,59 94,29 94,18
0,00 189,64 181,00 172,94 166,46 160,43 155,32 151,04 147,11
0,05 150,32 145,45 140,93 137,52 134,36 131,66 129,34 127,32
2 0,10 123,49 121,20 118,41 116,65 115,08 113,80 112,82 34,1 112,04
0,15 105,71 104,47 103,37 102,59 | 32,8 101,97 32,7 101,49 32,7 101,17 32,6 101,05 32,6
0,00 202,52 193,28 184,68 17776 | - 171,32 165,86 [EL: N4 161,29 157,10
0,05 160,53 155,33 150,50 146,85 | 100 | 143,49 140,60 | -2 138,12 135,97 35,0
* 0,10 131,87 | 34,5 129,43 34,2 126,44 124,57 | 336 122,89 | 334 121,52 33,2 120,48 331 119,65 33,0
0,15 112,89 321 111,56 319 110,38 31,8 109,56 31,7 108,89 31,6 108,38 | 31,5 108,04 | 315 107,91 315
0,00 215,38 AR 205,56 [N 196,41 Sl 189,05 182,20 | - | 176,40 m 171,54 | 00 167,08 m
0,05 170,73 37,3 16519 | 122 | 160,06 | -5 | 156,18 152,60 | - 149,53 347 146,90 | 34,4 | 144,60 | 341
N 0,10 140,25 SSH5! 137,65 33,2 134,47 | 32,8 132,48 | 32,6 130,69 32,3 129,24 | 32,2 128,13 32,0 127,25 31,9
0,15 120,06 31,0 118,64 | 30,8 117,39 30,7 116,52 30,6 115,81 30,5 115,27 30,4 114,90 | 304 114,76 30,3
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Tab 91. Wall heating performance - plaster 2,5 cm over the pipe - diameter 8x1,0 mm, t;, = 50 °C - Rail

153,44 146,77 140,55 135,60 130,97 127,07 123,86 120,94
0,05 127,74 119,42 115,95 113,31 110,90 108,84 107,15 105,66
24 0,10 102,35 100,52 98,47 97,16 95,98 95,05 94,36 93,85
0,15 88,15 87,22 86,40 85,86 85,42 85,12 84,96 84,96
0,00 165,53 158,33 151,63 146,28 141,30 137,09 133,62 130,47
0,05 137,81 128,83 125,09 122,24 119,64 117,42 115,59 113,98
2 0,10 110,41 108,44 106,23 104,82 103,54 102,54 101,80 101,24
0,15 95,09 94,10 93,21 92,63 92,16 91,82 91,66 91,66
0,00 177,61 169,88 162,69 156,95 151,60 147,08 143,37 139,98
0,05 | 147,86 138,23 134,22 131,15 128,36 125,98 124,02 122,30
20 0,10 | 118,46 116,35 113,98 112,46 111,09 110,02 | 33,8 | 109,22 | 337 | 108,63 | 336
0,15 102,03 100,96 32,6 100,01 99,38 32,4 98,88 32,4 98,52 32,3 98,34 32,3 98,34 32,3
0,00 189,67 181,41 173,73 167,61 161,89 157,07 153,10 149,49
0,05 | 157,90 147,61 143,33 140,06 137,08 134,54 | 34,8 | 132,44 | 346 | 130,60 | 343
* 0,0 | 126,51 | 33,8 | 124,25 | 335 | 121,71 | 332 | 12010 | 33,0 | 118,64 | 32,8 | 11749 | 327 | 11664 | 326 | 11600 | 32,5
0,15 108,96 31,6 107,81 31,5 106,80 31,3 106,13 31,3 105,59 31,2 105,21 31,2 105,02 311 105,02 311
0,00 201,71 192,93 184,77 178,25 m 172,18 37,5 167,05 m 162,83 m 158,98 m
0,05 167,92 156,99 152,43 148,95 34,6 145,78 34,2 143,08 339 140,85 33,6 138,90 334
N 0,10 | 13454 | 328 | 13214 | 325 | 12944 | 322 | 12772 | 320 | 12617 | 31,8 | 12496 | 316 | 12404 | 315 | 12337 | 314
0,15 115,88 30,5 114,66 30,3 113,58 30,2 112,87 30,1 112,30 30,0 111,89 30,0 111,69 30,0 111,69 30,0
Tab 92. Wall heating performance - plaster 3,0 cm over the pipe - diameter 8x1,0 mm, t;, = 50 °C - Rail

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
148,49 142,20 136,32 127,33 120,68 117,96
0,05 119,88 116,39 113,16 110,66 108,38 106,48 104,91 103,55
2 0,10 100,21 98,47 96,59 95,39 94,31 93,46 92,85 92,38
0,15 86,58 85,73 84,99 84,50 84,14 83,88 83,78 83,81
0,00 160,19 153,40 147,06 142,02 137,36 133,43 130,19 127,25
0,05 129,33 125,56 122,07 119,39 116,92 114,87 113,18 111,71
2 0,10 108,11 106,23 104,21 102,90 101,74 100,83 100,16 99,66
0,15 93,40 92,49 91,69 91,16 90,77 90,50 90,38 90,41 333
0,00 171,87 164,59 157,78 152,38 [ERAY 147,38 143,16 139,68 136,53 EYA
0,05 138,76 134,72 130,98 128,09 | -9 | 12545 123,25 121,44 119,86 35,0
20 0,10 116,00 | 34,5 113,98 34,2 111,81 34,0 110,41 338 109,16 33,6 108,18 335 107,47 33,4 106,93 | 334
0,15 100,22 | 325 99,24 32,4 98,37 323 97,81 32,2 97,39 32,2 97,10 321 96,98 321 97,01 321
0,00 183,54 | ) 17576 | 100 | 168,50 162,72 157,39 152,88 149,17 m 145,80 m
0,05 148,18 | -0 143,87 | 1200 139,87 136,79 133,97 347 131,62 34,5 129,68 | 34,2 128,00 | 34,0
* 0,10 123,87 | 335 121,71 33,2 119,40 329 117,91 327 116,57 32,6 115,53 324 114,76 323 114,19 323
0,15 107,02 31,4 105,97 31,2 105,05 311 104,45 311 104,00 | 31,0 103,69 31,0 103,56 | 309 103,59 | 309
0,00 195,20 186,93 179,20 m 173,05 EEYA] 167,38 m 162,59 m 158,64 m 155,06 m
0,05 157,59 153,00 148,75 34,6 145,48 | 34,2 142,47 | 33,8 139,98 33,5 137,92 33,2 136,13 33,0
' 0,10 131,74 825 129,44 | 32,2 126,98 31,9 125,39 Bl 123,98 3, 122,86 | 31,4 122,05 31,3 121,44 32
0,15 113,82 30,2 112,70 301 111,72 30,0 111,08 29,9 110,61 29,8 110,27 29,8 110,14 29,8 110,17 29,8
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Tab 93. Wall heating performance - plaster 2,0 cm - diameter 8x1,0; t;,, = 30 °C - Rail

0,06 0,08 0,10 0 0,14 0,16 0,18 0 0
(Ra8 | q | | a ] |a s )ales]ales]lale]als]|a]

0,00 25,75 27,2 24,60 271 23,54 26,9 22,68 26,8 21,88 26,7 21,21 26,7 20,65 26,6 20,14 26,5
0,05 20,54 26,6 19,90 26,5 19,30 26,4 18,85 26,4 18,43 26,3 18,07 26,3 17,77 26,2 17,51 26,2
24 0,10 16,97 26,1 16,66 26,1 16,30 26,0 16,07 26,0 15,87 26,0 15,70 26,0 15,58 25,9 15,48 25,9
0,15 14,57 25,8 14,41 25,8 14,27 25,8 1417 25,8 14,09 25,8 14,03 25,8 14,00 257 13,99 257
0,00 42,11 27,3 40,24 27,0 38,49 26,8 37,09 26,6 35,78 26,5 34,69 26,3 33,76 26,2 32,93 26,1
0,05 33,59 26,2 32,54 26,1 31,56 25,9 30,82 259 30,14 25,8 29,55 257 29,07 25,6 28,64 25,6
2 0,10 27,76 25,5 27,25 25,4 26,66 253 26,28 25,3 25,95 25,2 25,68 25,2 25,47 25,2 25,31 25,2
0,15 23,83 25,0 23,56 24,9 23,33 249 23,17 24,9 23,04 24,9 22,95 24,9 22,89 249 22,87 249
0,00 56,21 27,0 53,70 26,7 51,37 26,4 49,50 26,2 47,76 26,0 46,29 25,8 45,07 25,6 43,96 25,5
0,05 44,83 25,6 43,43 25,4 42,13 253 41,13 251 40,22 25,0 39,44 24,9 38,79 24,8 38,22 24,8
20 0,10 37,05 24,6 36,37 24,5 35,58 24,4 35,08 24,4 34,63 24,3 34,27 24,3 34,00 24,2 33,79 24,2
0,15 31,80 24,0 31,45 239 3114 239 30,92 239 30,75 23,8 30,63 23,8 30,55 23,8 30,53 23,8
0,00 69,59 26,7 66,49 26,3 63,61 26,0 61,29 257 59,13 25,4 57,32 25,2 55,80 25,0 54,42 24,8
0,05 55,51 24,9 53,77 24,7 52,16 24,5 50,93 24,4 49,80 24,2 48,83 241 48,03 24,0 47,32 239
* 0,10 45,87 23,7 45,04 23,6 44,05 23,5 43,43 23,4 42,88 23,4 42,43 233 42,09 233 41,83 23,2
0,15 39,38 22,9 38,94 22,9 38,56 22,8 38,28 22,8 38,07 22,8 37,92 22,7 37,82 22,7 37,80 22,7
0,00 82,64 26,3 78,96 259 75,53 25,4 72,78 25,1 70,22 24,8 68,07 24,5 66,26 24,3 64,63 241
0,05 65,91 24,2 63,85 24,0 61,94 23,7 60,48 23,6 59,14 23,4 57,99 23,2 57,04 231 56,20 23,0
' 0,10 54,47 22,8 53,48 22,7 52,31 22,5 51,58 22,4 50,92 22,4 50,39 22,3 49,99 22,2 49,68 22,2
0,15 46,76 21,8 46,24 21,8 45,78 21,7 45,46 21,7 45,21 21,7 45,03 21,6 44,91 21,6 44,89 21,6

Tab 94. Wall heating performance - plaster 2,0 cm - diameter 8x1,0; t,,, = 35 °C - Rail

0,06 0,08 0,10 0 0,14 0,16 0,18 0 0
(®e | q | ] a]t]alt]lale]ales]lale]als]al

0,00 62,96 319 60,15 BiIAS 57,54 31,2 55,44 30,9 53,50 30,7 51,85 30,5 50,48 30,3 49,23 30,2
0,05 50,21 30,3 48,64 301 47,18 29,9 46,07 29,8 45,05 29,6 44,18 29,5 43,45 29,4 42,81 29,4
2 0,10 41,50 29,2 40,74 29,1 39,85 29,0 39,29 28,9 38,79 28,8 38,39 28,8 38,08 28,8 37,85 28,7
0,15 35,62 28,5 35,23 28,4 34,88 28,4 34,63 28,3 34,44 28,3 34,31 28,3 34,22 28,3 34,20 28,3
0,00 76,15 31,5 72,76 BilAl 69,60 30,7 67,06 30,4 64,70 30,1 62,72 29,8 61,05 29,6 59,55 29,4
0,05 60,73 29,6 58,83 29,4 57,07 29,1 55,73 29,0 54,49 28,8 53,43 28,7 52,56 28,6 51,78 28,5
# 0,10 50,19 28,3 49,28 28,2 48,20 28,0 47,53 279 46,92 27,9 46,43 27,8 46,06 27,8 45,77 27,7
0,15 43,09 27,4 42,61 27,3 42,19 273 41,89 27,2 41,66 27,2 41,50 27,2 41,38 27,2 41,36 27,2
0,00 89,09 311 85,12 30,6 81,43 30,2 78,45 29,8 75,70 29,5 73,38 29,2 71,43 28,9 69,67 28,7
0,05 71,05 28,9 68,83 28,6 66,77 28,3 65,20 28,1 63,75 28,0 62,51 27,8 61,49 27,7 60,58 27,6
20 0,10 58,72 27,3 57,65 27,2 56,39 27,0 55,60 27,0 54,89 26,9 54,32 26,8 53,88 26,7 53,55 26,7
0,15 50,41 26,3 49,85 26,2 49,35 26,2 49,01 26,1 48,73 26,1 48,55 26,1 48,42 26,1 48,39 26,0
0,00 101,87 30,7 97,34 30,2 93,11 29,6 89,72 29,2 86,56 28,8 83,91 28,5 81,68 28,2 79,67 28,0
0,05 81,25 28,2 78,71 27,8 76,35 27,5 74,55 27,3 72,90 271 71,49 26,9 70,31 26,8 69,27 26,7
* 0,10 67,15 26,4 65,93 26,2 64,49 26,1 63,58 259 62,77 25,8 62,11 25,8 61,62 25,7 61,24 25,7
0,15 57,64 25,2 57,00 25,1 56,44 251 56,04 25,0 55,73 25,0 55,52 24,9 55,37 24,9 55,33 249
0,00 114,56 30,3 109,46 | 297 104,71 29,1 100,89 | 28,6 97,35 28,2 94,36 27,8 91,86 27,5 89,59 272
0,05 91,37 27,4 88,52 271 85,86 26,7 83,84 26,5 81,99 26,2 80,39 26,0 79,07 259 77,90 257
1 0,10 75,51 25,4 74,14 25,3 72,52 251 71,50 24,9 70,59 24,8 69,85 24,7 69,30 24,7 68,87 24,6
0,15 64,82 24,1 64,10 24,0 63,47 239 63,02 239 62,67 23,8 62,43 23,8 62,26 23,8 62,23 23,8
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Tab 95. Wall heating performance - plaster 2,0 cm - diameter 8x1,0; t;,, = 40 °C - Rail

[°C] |Im?*K/W] | [W/m?]

0,00 95,50 35,9 91,24 35,4 87,28 349 84,10 345 81,14 341 78,65 33,8 76,57 33,6 74,68 BSES
0,05 76,16 335 73,78 33,2 71,57 329 69,89 327 68,34 32,5 67,01 32,4 65,91 32,2 64,94 321
24 0,10 62,94 31,9 61,80 31,7 60,45 31,6 59,60 31,5 58,84 31,4 58,23 31,3 57,76 31,2 57,41 31,2
0,15 54,03 30,8 53,43 30,7 52,91 30,6 52,53 30,6 52,24 30,5 52,04 30,5 51,90 30,5 51,87 30,5
0,00 108,23 m 103,41 34,9 98,92 34,4 95,31 339 91,96 335 89,14 331 86,78 32,8 84,64 32,6
0,05 86,32 32,8 83,62 325 81,12 321 79,20 319 77,45 31,7 75,94 31,5 74,70 31,3 73,60 31,2
2 0,10 71,34 30,9 70,04 30,8 68,51 30,6 67,55 30,4 66,69 30,3 65,99 30,2 65,46 30,2 65,06 301
0,15 61,24 29,7 60,56 29,6 59,96 29,5 59,54 29,4 59,21 29,4 58,98 29,4 58,82 29,4 58,79 29,3
0,00 120,88 m 115,50 | 34,4 110,49 33,8 | 106,46 | 333 102,72 32,8 99,56 32,4 96,92 321 94,53 31,8
0,05 96,41 321 93,40 31,7 90,60 31.3 88,46 311 86,51 30,8 84,82 30,6 83,43 30,4 82,20 30,3
20 0,10 79,67 30,0 78,23 29,8 76,52 29,6 75,45 29,4 74,49 29,3 73,70 29,2 7312 291 72,67 291
0,15 68,40 28,5 67,64 28,5 66,97 28,4 66,50 28,3 66,13 28,3 65,87 28,2 65,70 28,2 65,66 28,2
0,00 133,48 | 347 127,53 339 122,00 | 33,2 117,55 32,7 113,42 32,2 109,94 31,7 107,02 31,4 104,38 | 31,0
0,05 106,46 31,3 103,13 30,9 100,04 30,5 97,68 30,2 95,52 29,9 93,66 29,7 92,13 29,5 90,76 29,3
* 0,10 87,98 29,0 86,38 28,8 84,50 28,6 83,31 28,4 82,25 28,3 81,38 28,2 80,74 28,1 80,24 28,0
0,15 75,53 27,4 74,68 27,3 73,95 27,2 73,43 27,2 73,02 271 72,74 27,1 72,54 271 72,50 271
0,00 146,03 343 139,53 33,4 133,47 32,7 128,60 32,1 124,08 Bil*S 120,28 31,0 117,08 30,6 114,20 30,3
0,05 116,47 30,6 112,83 301 109,45 29,7 106,87 | 29,4 | 104,50 29,1 102,47 | 28,8 100,79 | 28,6 99,30 28,4
1 0,10 96,25 28,0 94,50 27,8 92,44 27,6 91,14 27,4 89,98 27,2 89,04 271 88,33 27,0 87,78 27,0
0,15 82,63 26,3 81,71 26,2 80,90 26,1 80,33 26,0 79,89 26,0 79,58 25,9 79,36 259 79,32 25,9
Tab 96. Wall heating performance - plaster 2,0 cm - diameter 8x1,0; t;,, = 45 °C - Rail

[°C] |Im?*K/W] | [W/m?] [W/m?] [W/m?] [W/m?] [W/m?] [W/m?]

127,19 121,52 116,25 112,01 108,07 104,76 101,98
0,05 101,44 98,27 95,32 93,08 91,02 89,25 87,78 86,49
2 0,10 83,83 82,31 80,51 79,38 78,37 33,8 77,55 337 76,93 336 76,46 33,6
0,15 71,97 71,16 70,46 32,8 69,97 327 69,58 327 69,31 327 69,12 32,6 69,08 32,6
0,00 139,76 133,53 127,74 123,08 | - 118,76 m 115,11 m 112,06 m 109,29 [eLH4
0,05 111,47 107,98 104,75 102,28 | 34,8 | 100,02 | 345 98,07 34,3 96,46 341 95,04 339
2 0,10 92,12 335 90,44 333 88,47 331 87,23 329 86,12 32,8 85,21 327 84,53 32,6 84,01 32,5
0,15 79,08 31,9 78,20 31,8 77,43 317 76,88 31,6 76,45 31,6 76,16 31,5 75,96 31,5 75,91 31,5
0,00 152,29 145,51 m 139,20 PEYAS 134,12 m 129,41 m 12544 | -0 122,11 m 119,10 34,9
0,05 121,47 117,67 347 114,14 34,3 111,45 339 108,99 | 336 106,86 | 334 105,11 331 103,56 | 329
20 0,10 100,38 | 325 98,55 823 96,41 321 95,05 319 93,84 31,7 92,86 31,6 92,12 31,5 91,55 31,4
0,15 86,17 30,8 85,21 30,7 84,37 30,5 83,78 30,5 83,31 304 82,99 304 82,77 30,3 82,72 30,3
0,00 164,80 m 157,46 | -/ 150,63 m 145,13 m 140,03 m 135,74 35,0 132,13 34,5 128,88 341
0,05 131,44 | 344 127,33 339 123,51 334 120,61 331 117,94 32,7 115,64 325 113,75 32,2 112,06 32,0
* 0,10 108,62 31,6 106,65 1,3 104,33 31,0 102,86 | 30,9 101,55 30,7 100,48 | 30,6 99,68 30,5 99,07 30,4
0,15 93,25 29,7 92,21 91,30 29,4 90,66 29,3 90,15 29,3 89,81 29,2 89,57 29,2 89,51 29,2
0,00 177,29 m 169,39 162,04 m 156,13 E 150,64 | 34,8 | 146,02 | 343 142,14 33,8 138,64 | 333
0,05 141,40 337 136,98 132,87 | 32,6 129,74 32,2 126,87 319 124,40 31,6 122,36 31,3 120,55 311
" 0,10 116,85 30,6 114,73 30,3 112,23 30,0 110,65 29,8 109,24 | 297 108,09 | 295 107,23 29,4 106,57 | 29,3
0,15 100,31 28,5 99,19 28,4 98,22 28,3 97,53 28,2 96,98 28,1 96,61 28,1 96,35 28,0 96,29 28,0
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[°C] |Im?*K/W] | [W/m?]

Tab 97. Wall heating performance - plaster 2,0 cm - diameter 8x1,0; t;,, = 50 °C - Rail

158,55 151,49 144,92 139,63 134,72 130,59 127,12 123,99
0,05 126,46 122,50 118,83 116,03 113,46 111,26 109,43 107,81
24 0,10 104,50 102,60 100,37 98,96 97,70 96,67 95,90 95,31
0,15 89,71 88,71 87,84 87,22 86,73 86,40 86,17 86,12
0,00 171,05 163,43 156,34 150,63 145,34 140,88 137,14 133,76
0,05 136,42 132,16 128,19 125,18 122,41 120,02 118,06 116,31
2 0,10 112,74 110,69 108,28 106,76 105,40 104,29 103,46 102,82
0,15 96,78 95,70 94,76 94,10 93,57 93,21 92,96 92,91
0,00 183,52 175,35 167,74 161,62 155,94 151,16 14714 | =00 | 143,52
0,05 146,37 141,79 137,54 134,31 131,33 128,78 126,67 | L0 12479
2 0,10 120,96 118,76 116,18 114,54 113,09 111,90 111,00 339 110,32 | 33,8
0,15 103,84 102,68 101,67 100,96 100,39 100,01 99,74 99,68
0,00 195,98 187,25 179,13 172,59 166,53 | -0 161,42 157,13 153,26
0,05 156,31 151,42 | -0 | 146,88 | -0 | 143,42 140,25 | -1 137,52 135,27 | 349 133,27
* 0,10 12917 34,1 126,82 | 339 | 124,06 | 335 122,32 | 333 120,76 S381 119,49 329 118,54 | 32,8 117,81 32,7
0,15 110,89 109,65 317 108,58 | 31,6 107,81 31,5 107,21 31,4 | 106,80 | 31,3 106,51 31,3 106,45 | 31,3
0,00 208,43 199,15 | -f | 190,50 183,55 177,10 m 171,67 [EEXAS 167,11 m 163,00 m
0,05 166,24 161,04 | -0 156,21 152,53 149,16 346 | 146,25 | 343 | 143,86 | 340 141,73 337
1 0,10 137,38 | 332 | 13488 | 329 131,94 | 325 130,09 | 323 128,43 321 127,08 319 126,07 | 31,8 125,29 31,7
0,15 117,93 30,7 116,62 | 30,6 11547 | 304 114,66 | 30,3 114,02 | 30,3 113,58 | 30,2 113,28 | 30,2 113,21 30,2
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| Tab 98. Wall heating performance - plaster 2,0 cm - diameter 12x2,0; t;,, = 35 °C - Rall |

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,00 86,40 34,8 72,12 33,0 60,81 31,6 51,77 30,5 44,59 29,6 37,92 28,7
0,05 62,51 31,8 53,81 30,7 46,78 29,8 40,83 29,1 35,99 28,5 31,29 279
# 0,10 48,44 30,1 42,79 293 38,02 28,8 33,89 28,2 30,47 27,8 27,06 27,4
0,15 39,72 29,0 35,79 28,5 32,33 28,0 29,22 27,7 26,63 273 23,98 27,0
0,00 102,63 34,8 85,67 32,7 72,24 31,0 61,50 29,7 52,96 28,6 45,05 27,6
0,05 74,25 31,3 63,92 30,0 55,57 289 48,50 28,1 42,75 273 3717 26,6
2 0,10 57,53 29,2 50,82 28,4 45,17 27,6 40,26 27,0 36,20 26,5 32,14 26,0
0,15 47,19 279 42,51 273 38,41 26,8 34,7 26,3 31,64 26,0 28,48 25,6
0,00 118,80 34,8 99,17 32,4 83,61 30,5 7119 28,9 61,30 27,7 52,14 26,5
0,05 85,94 30,7 73,99 29,2 64,32 28,0 56,14 270 49,48 26,2 43,02 25,4
2 0,10 66,59 28,3 58,83 27,4 52,28 26,5 46,60 25,8 41,90 25,2 37,20 24,7
0,15 54,62 26,8 49,20 26,2 44,46 25,6 4017 25,0 36,62 24,6 32,96 24,1
0,00 134,92 34,9 112,62 321 94,96 29,9 80,85 28,1 69,62 26,7 59,22 25,4
0,05 97,61 30,2 84,03 28,5 73,05 271 63,76 26,0 56,19 25,0 48,86 24,1
* 0,10 75,63 27,5 66,81 26,4 59,38 25,4 52,92 24,6 47,59 23,9 42,25 23,3
0,15 62,03 25,8 55,88 25,0 50,49 24,3 45,62 237 41,59 23,2 37,44 22,7
0,00 159,05 349 132,77 31,6 111,95 29,0 95,31 26,9 82,08 25,3 69,81 23,7
0,05 115,06 29,4 99,06 27,4 86,12 25,8 7517 24,4 66,24 23,3 57,60 22,2
® 0,10 89,16 26,1 78,76 24,8 70,00 237 62,39 22,8 56,10 22,0 49,81 21,2
0,15 73,12 241 65,87 23,2 59,52 22,4 53,79 21,7 49,03 211 44,13 20,5

Tab 99. Wall heating performance - plaster 2,0 cm - diameter 12x2,0; t;,, = 40 °C - Rail

126,86
0,05 91,78 59,95 31,5 52,84 30,6 45,94 29,7
# 0,10 71,12 329 62,82 319 55,83 31,0 49,76 30,2 44,74 29,6 39,73 29,0
0,15 58,32 31,3 52,54 30,6 47,48 29,9 42,90 29,4 39,11 289 35,20 28,4
0,00 142,97 100,63 34,6 85,67 32,7 73,78 31,2 62,75 29,8
0,05 103,43 349 89,04 331 77,41 317 67,57 30,4 59,55 29,4 51,77 28,5
2 0,10 80,14 32,0 70,80 30,8 62,92 299 56,08 29,0 50,42 28,3 44,77 27,6
0,15 65,73 30,2 59,21 29,4 53,50 28,7 48,35 28,0 44,07 27,5 39,67 27,0
0,00 159,05 39,9 36,6 111,95 34,0 95,31 31,9 82,08 30,3 69,81 28,7
0,05 115,06 34,4 99,06 32,4 86,12 30,8 7517 29,4 66,24 28,3 57,60 27,2
2 0,10 89,16 311 78,76 29,8 70,00 28,7 62,39 27,8 56,10 27,0 49,81 26,2
0,15 73,12 291 65,87 28,2 59,52 274 53,79 26,7 49,03 26,1 44,13 25,5
0,00 175,11 39,9 36,3 123,25 33,4 104,93 311 90,37 29,3 76,86 27,6
0,05 126,69 33,8 109,06 316 94,82 29,9 82,76 28,3 72,93 271 63,42 25,9
1 0,10 98,17 30,3 86,72 28,8 77,07 27,6 68,69 26,6 61,76 25,7 54,84 24,9
0,15 80,51 28,1 72,53 271 65,53 26,2 59,22 25,4 53,98 24,7 48,59 241
0,00 199,19 39,9 35,8 140,20 32,5 119,36 299 102,79 27,8 87,43 25,9
0,05 144,10 33,0 124,05 30,5 107,85 28,5 94,14 26,8 82,96 254 72,13 24,0
" 0,10 111,66 29,0 98,64 273 87,66 26,0 7813 24,8 70,25 23,8 62,38 22,8
0,15 91,58 26,4 82,50 253 74,54 24,3 67,36 23,4 61,40 22,7 55,27 21,9
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Tab 100. Wall heating performance - plaster 2,0 cm - diameter 12x2,0; t,,, = 45 °C - Rail

[W/m?]

[W/m?]

[W/m?]

[W/m?]

[W/m?]

0,00 167,08 86,22 34,8 73,33 33,2
0,05 120,88 90,47 78,96 339 69,59 327 60,51 316
# 0,10 93,66 65,54 32,2 58,93 314 52,32 30,5
0,15 76,82 56,50 311 51,51 30,4 46,36 29,8
0,00 183,14 94,51 33,8 80,38 32,0
0,05 132,49 99,16 34,4 86,55 32,8 76,28 31,5 66,32 30,3
2 0,10 102,67 34,8 90,69 3 80,60 321 71,84 31,0 64,59 30,1 57,35 29,2
0,15 84,20 32,5 75,85 31,5 68,54 30,6 61,93 29,7 56,46 29,1 50,82 28,4
0,00 199,19 119,36 349 102,79 32,8 87,43 30,9
0,05 144,10 107,85 33,5 94,14 31,8 82,96 30,4 72,13 29,0
2 0,10 111,66 34,0 98,64 2,3 87,66 31,0 78,13 29,8 70,25 28,8 62,38 27,8
0,15 91,58 31,4 82,50 30,3 74,54 29,3 67,36 28,4 61,40 27,7 55,27 26,9
0,00 215,23 128,97 341 111,07 31,9 94,46 29,8
0,05 155,70 134,04 116,54 101,72 30,7 89,64 29,2 77,94 27,7
* 0,10 120,65 331 106,58 31,3 94,72 29,8 84,43 28,6 75,91 27,5 67,40 26,4
0,15 98,95 30,4 89,14 291 80,55 28,1 72,78 271 66,35 26,3 59,72 25,5
0,00 239,27 143,38 329 123,48 30,4 105,02 28,1
0,05 173,10 149,02 33,6 129,56 31,2 113,08 291 99,66 27,5 86,65 25,8
* 0,10 134,13 31,8 118,49 29,8 105,30 28,2 93,86 26,7 84,39 25,5 74,93 24,4
0,15 110,01 28,8 99,10 274 89,54 26,2 80,91 251 73,76 24,2 66,40 23,3

Tab 101. Wall heating performance - plaster 2,0 cm - diameter 12x2,0; t,,, = 50 °C - Rail

[W/m?]

[W/m?]

0,00 207,21 49,9 45,6 42,2
0,05 149,90 42,7 129,05 40,1 112,19 38,0 86,30 34,8 75,04 33,4
# 0,10 116,16 38,5 36,8 35,4 73,08 331 64,89 32,1
0,15 95,27 35,9 63,88 32,0 57,50 31,2
0,00 223,24 49,9 45,3 41,6 97,98 34,2
0,05 161,50 42,2 39,4 371 92,98 336 80,84 321
2 0,70 125,15 YA 35,8 98,25 343 87,57 329 78,74 31,8 69,91 30,7
0,15 102,64 83,55 32,4 75,49 314 68,82 30,6 61,95 29,7
0,00 239,27 49,9 45,0 105,02 331
0,05 173,10 41,6 38,6 113,08 341 99,66 32,5 86,65 30,8
2 0,10 134,13 36,8 118,49 105,30 33,22 93,86 31,7 84,39 30,5 74,93 29,4
0,15 110,01 89,54 31,2 80,91 301 73,76 29,2 66,40 28,3
0,00 255,30 49,9 44,6 40,5 131,74 34,5 112,05 32,0
0,05 184,69 411 37,9 35,3 120,65 331 106,33 31,3 92,45 29,6
* 0,10 143,11 35,9 126,43 338 112,35 32,0 100,14 30,5 90,04 29,3 79,95 28,0
0,15 117,37 105,74 31,2 95,54 29,9 86,33 28,8 78,70 27,8 70,84 26,9
0,00 279,32 49,9 14414 33,0 122,60 30,3
0,05 202,07 40,3 151,24 339 132,01 31,5 116,34 29,5 101,15 276
* 0,10 156,58 34,6 138,32 323 122,93 30,4 109,57 28,7 98,52 273 87,47 259
0,15 128,42 311 115,69 29,5 104,53 28,1 94,46 26,8 86,11 25,8 717,51 24,7

-57 -




| Tab 102. Wall heating performance - plaster 2,0 cm - diameter 14x2,0; t., = 35 °C - Rail |

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,00 86,96 349 73,16 331 62,02 31,8 52,95 30,6 45,67 29,7 38,91 289
0,05 62,91 319 54,48 30,8 47,57 29,9 41,64 29,2 36,75 28,6 32,05 28,0
# 0,10 48,73 30,1 43,26 29,4 38,57 28,8 34,48 28,3 31,05 279 27,65 27,5
0,15 39,94 29,0 36,11 28,5 32,72 28,1 29,65 27,7 27,07 27,4 24,44 271
0,00 103,30 34,9 86,91 329 73,67 31,2 62,90 29,9 54,24 28,8 46,22 27,8
0,05 74,73 31,3 64,71 30,1 56,51 29,1 49,46 28,2 43,66 27,5 38,07 26,8
2 0,10 57,88 29,2 51,38 28,4 45,82 27,7 40,96 271 36,88 26,6 32,84 26,1
0,15 47,44 279 42,89 27,4 38,87 26,9 35,22 26,4 32,16 26,0 29,03 25,6
0,00 119,57 34,9 100,59 32,6 85,27 30,7 72,81 29,1 62,79 27,8 53,50 26,7
0,05 86,50 30,8 74,91 29,4 65,41 28,2 57,26 27,2 50,53 26,3 44,06 25,5
2 0,10 66,99 28,4 59,47 27,4 53,03 26,6 47,41 25,9 42,69 25,3 38,01 24,8
0,15 54,92 26,9 49,64 26,2 44,99 25,6 40,77 25,1 37,22 24,7 33,60 24,2
0,00 135,79 35,0 114,25 323 96,84 301 82,69 28,3 71,31 26,9 60,77 25,6
0,05 98,24 30,3 85,07 28,6 74,28 27,3 65,03 26,1 57,39 25,2 50,04 24,3
* 0,10 76,08 27,5 67,54 26,4 60,23 25,5 53,84 24,7 48,48 24,1 4317 23,4
0,15 62,37 25,8 56,38 25,0 51,09 24,4 46,30 23,8 42,27 23,3 38,16 22,8
0,00 160,08 350 134,68 31,8 114,16 29,3 97,48 2 84,06 25,5 71,63 24,0
0,05 115,81 29,5 100,29 27,5 87,57 259 76,66 24,6 67,65 23,5 58,99 22,4
* 0,10 89,69 26,2 79,62 25,0 71,00 239 63,47 229 57,15 22,1 50,89 21,4
0,15 73,52 24,2 66,46 23,3 60,23 22,5 54,59 21,8 49,83 21,2 44,99 20,6

Tab 103. Wall heating performance - plaster 2,0 cm - diameter 14x2,0; t.,, = 40 °C - Rail

[W/m?] [W/m?] [W/m?] [W/m?]
127,68 40,0 37,4 7775
0,05 92,37 79,99 34,0 69,85 32,7 61,14 31,6 53,96 30,7 47,05 29,9
# 0,10 71,54 329 63,51 31,9 56,63 31,1 50,63 30,3 45,59 29,7 40,59 291
0,15 58,64 31,3 53,01 30,6 48,04 30,0 43,54 29,4 39,75 29,0 35,88 28,5
0,00 143,89 102,62 34,8 87,62 33,0 75,56 31,4 64,39 30,0
0,05 104,10 35,0 90,15 333 78,72 31,8 68,90 30,6 60,81 29,6 53,03 28,6
2 0,10 80,62 321 71,57 30,9 63,82 30,0 57,05 291 51,37 28,4 45,75 27,7
0,15 66,09 30,3 59,74 29,5 54,14 28,8 49,07 28,1 44,79 27,6 40,44 271
0,00 160,08 40,0 36,8 114,16 34,3 97,48 32,2 84,06 30,5 71,63 29,0
0,05 115,81 34,5 100,29 32,5 87,57 309 76,66 29,6 67,65 28,5 58,99 274
2 0,10 89,69 31,2 79,62 30,0 71,00 28,9 63,47 27,9 57,15 271 50,89 26,4
0,15 73,52 29,2 66,46 28,3 60,23 27,5 54,59 26,8 49,83 26,2 44,99 25,6
0,00 176,25 40,0 36,5 125,69 337 107,32 31,4 92,55 29,6 78,87 27,9
0,05 127,51 339 110,42 31,8 96,42 301 84,40 28,5 74,49 27,3 64,95 26,1
1 0,10 98,75 30,3 87,67 29,0 78,18 27,8 69,88 26,7 62,93 25,9 56,03 25,0
0,15 80,95 28,1 7318 271 66,32 26,3 60,10 25,5 54,87 24,9 49,53 24,2
0,00 200,48 40,1 36,1 142,97 329 122,08 30,3 105,28 28,2 89,71 26,2
0,05 145,04 331 125,60 30,7 109,67 28,7 96,00 270 84,73 25,6 73,88 24,2
® 0,10 112,33 29,0 99,72 27,5 88,92 26,1 79,49 24,9 71,58 239 63,74 23,0
0,15 92,08 26,5 83,24 25,4 75,43 24,4 68,36 23,5 62,41 22,8 56,34 22,0
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Tab 104. Wall heating performance - plaster 2,0 cm - diameter 14x2,0; t.,, = 45 °C - Ralil

[W/m?]

[W/m?] [W/m?]

[W/m?]

[W/m?]

0,00 168,17 88,31 35,0 75,25 334
0,05 121,66 m 80,53 341 71,07 329 61,97 31,7
# 0,10 94,22 66,68 323 60,04 31,5 53,46 30,7
0,15 77,24 . 57,34 31,2 52,35 30,5 47,26 299
0,00 184,33 96,80 34,1 82,48 323
0,05 133,35 100,83 34,6 88,27 33,0 77,90 317 67,93 30,5
2 0,10 103,28 34,9 91,69 BSHS 81,76 32,2 73,09 31,1 65,81 30,2 58,60 29,3
0,15 84,66 32,6 76,53 31,6 69,36 30,7 62,85 29,9 57,38 29,2 51,80 28,5
0,00 200,48 105,28 B2 89,71 31,2
0,05 145,04 109,67 337 96,00 32,0 84,73 30,6 73,88 29,2
2 0,10 112,33 34,0 99,72 32,5 88,92 31,1 79,49 29,9 71,58 28,9 63,74 28,0
0,15 92,08 31,5 83,24 30,4 75,43 29,4 68,36 28,5 62,41 27,8 56,34 27,0
0,00 216,62 131,90 34,5 113,76 32,2 96,94 30,1
0,05 156,71 135,71 118,50 103,73 31,0 91,55 29,4 79,83 28,0
* 0,10 121,37 332 107,75 31,5 96,08 30,0 85,89 28,7 77,34 277 68,87 26,6
0,15 99,49 30,4 89,94 29,2 81,51 28,2 73,87 27,2 67,43 26,4 60,88 25,6
0,00 240,82 146,64 333 126,46 30,8 107,77 28,5
0,05 174,22 150,87 339 131,74 31,5 115,32 29,4 101,78 27,7 88,75 26,1
* 0,10 134,93 31,9 119,79 30,0 106,82 28,4 95,49 26,9 85,98 25,7 76,56 24,6
0,15 110,61 28,8 99,99 27,5 90,61 26,3 82,12 25,3 74,97 24,4 67,68 23,5

Tab 105. Wall heating performance - plaster 2,0 cm - diameter 14x2,0; t.,, = 50 °C - Rail

[W/m?]

[W/m?] [W/m?] [W/m?]

[W/m?]

[W/m?]

0,05 150,88 40,3 38.3 88,14 35,0 76,85 33,6
# 0,10 116,85 38,6 37,0 35,6 74,46 333 66,30 323
0,15 95,79 36,0 , 64,92 321 58,61 31,3
0,00 224,69 100,55 34,6
0,05 162,55 94,96 339 82,80 32,4
2 0,10 125,90 99,66 34,5 89,09 331 80,22 32,0 71,43 30,9
0,15 103,20 84,54 32,6 76,62 31,6 69,95 30,7 63,14 29,9
a0 | au0m2 o7 | s
0,05 174,22 115,32 34,4 101,78 32,7 88,75 311
2 0,10 134,93 106,82 334 95,49 31,9 85,98 30,7 76,56 29,6
0,15 110,61 90,61 31,3 82,12 30,3 74,97 29,4 67,68 28,5
0,00 256,95 134,93 34,9 114,98 32,4
0,05 185,89 123,04 334 108,59 31,6 94,69 29,8
1 0,10 143,97 127,81 113,97 101,88 30,7 91,74 29,5 81,69 28,2
0,15 118,02 106,69 96,68 87,62 79,99 28,0 72,21 27,0
0,00 281,13 b 147,63 33,5 125,80 30,7
0,05 203,38 153,79 34,2 134,62 31,8 118,81 29,9 103,60 28,0
" 0,10 157,52 34,7 139,84 32,5 124,70 30,6 111,47 289 100,37 27,5 89,38 26,2
0,15 129,12 311 116,73 29,6 105,78 28,2 95,86 27,0 87,52 25,9 79,01 24,9
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| Tab 106. Wall heating performance - plaster 2,0 cm - diameter 16x2,0; t., = 35 °C - Rail |

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,00 87,52 349 74,22 533 63,25 31,9 54,16 30,8 46,77 29,8 39,93 29,0
0,05 63,32 319 55,16 30,9 48,37 30,0 42,47 29,3 37,53 28,7 32,82 28,1
# 0,10 49,02 30,1 43,73 283 39,13 289 35,08 28,4 31,63 28,0 28,25 27,5
0,15 40,16 29,0 36,43 28,6 3311 28,1 30,09 27,8 27,51 27,4 24,91 271
0,00 103,97 35,0 88,16 33,0 7513 31,4 64,33 30,0 55,56 289 47,43 279
0,05 75,21 31,4 65,52 30,2 57,46 29,2 50,44 28,3 44,58 27,6 38,99 26,9
2 0,10 58,22 29,3 51,94 28,5 46,48 27,8 41,67 27,2 37,57 26,7 33,55 26,2
0,15 47,70 28,0 43,27 27,4 39,33 26,9 35,75 26,5 32,68 26,1 29,59 257
0,00 120,34 35,0 102,04 32,8 86,96 30,9 74,46 29,3 64,31 28,0 54,90 26,9
0,05 87,06 30,9 75,84 29,5 66,51 28,3 58,39 27,3 51,61 26,5 4513 25,6
2 0,10 67,39 28,4 60,12 27,5 53,80 26,7 48,23 26,0 43,49 25,4 38,84 24,9
0,15 55,22 26,9 50,09 26,3 45,52 25,7 41,38 25,2 37,83 24,7 34,25 24,3
0,00 136,67 m 115,89 32,5 98,76 30,3 84,57 28,6 73,04 271 62,35 25,8
0,05 98,87 30,4 86,13 28,8 75,54 274 66,31 26,3 58,61 253 51,25 24,4
* 0,10 76,54 276 68,28 26,5 61,10 25,6 54,78 24,8 49,39 24,2 44,11 23,5
0,15 62,71 25,8 56,89 251 51,70 24,5 46,99 239 42,96 23,4 38,90 22,9
0,00 161,12 m 136,62 321 116,42 29,6 99,69 27,5 86,10 25,8 73,51 24,2
0,05 116,56 29,6 101,53 27,7 89,05 26,1 7817 24,8 69,09 23,6 60,42 22,6
* 0,10 90,23 26,3 80,50 251 72,03 24,0 64,57 231 58,23 22,3 52,00 21,5
0,15 73,93 24,2 67,06 23,4 60,95 22,6 55,40 21,9 50,65 21,3 45,86 20,7

Tab 107.

128,51
0,05 92,97 62,35 31,8 55,11 309 48,19 30,0
# 0,10 71,97 51,50 30,4 46,44 29,8 41,48 29,2
0,15 58,97 X 44,19 29,5 40,40 29,0 36,58 28,6
0,00 144,83 40,1 89,61 332 77,39 31,7 66,07 30,3
0,05 104,77 91,27 334 80,04 32,0 70,27 30,8 62,11 29,8 54,31 28,8
2 0,70 81,11 321 72,36 31,0 64,74 30,1 58,04 29,3 52,34 28,5 46,74 27,8
0,15 66,45 30,3 60,28 29,5 54,79 28,8 49,80 28,2 45,53 27,7 41,22 27,2
0,00 161,12 40,1 371 116,42 34,6 99,69 32,5 86,10 30,8 73,51 29,2
0,05 116,56 34,6 101,53 327 89,05 311 78,17 29,8 69,09 28,6 60,42 276
2 0,10 90,23 31,3 80,50 301 72,03 29,0 64,57 28,1 58,23 27,3 52,00 26,5
0,15 73,93 29,2 67,06 28,4 60,95 27,6 55,40 26,9 50,65 26,3 45,86 257
0,00 177,39 40,2 36,8 128,18 34,0 109,76 31,7 94,80 29,8 80,93 28,1
0,05 128,33 34,0 111,79 32,0 98,04 30,3 86,07 28,8 76,07 27,5 66,52 26,3
* 0,10 99,34 30,4 88,63 291 79,30 279 71,09 26,9 64,11 26,0 57,25 25,2
0,15 81,40 28,2 73,83 27,2 67,11 26,4 60,99 25,6 55,76 25,0 50,49 24,3
0,00 201,78 40,2 36,4 145,80 33,2 124,85 30,6 107,83 28,5 92,06 26,5
0,05 145,98 3322 127,16 30,9 111,52 28,9 97,90 27,2 86,53 25,8 75,67 24,5
* 0,10 113,00 29,1 100,81 27,6 90,20 26,3 80,87 251 72,92 24,1 65,12 231
0,15 92,59 26,6 83,98 25,5 76,33 24,5 69,38 237 63,43 229 57,43 22,2
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Tab 108. Wall heating performance - plaster 2,0 cm - diameter 16x2,0; t., = 45 °C - Rail

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]

0,00 169,26 7722 337
0,05 122,45 93,54 82,12 34,3 72,58 331 63,47 31,9
# 0,10 94,79 67,83 325 61,17 31,6 54,63 30,8
0,15 77,66 58,20 31,3 53,21 30,7 4817 30,0
0,00 185,52 99,14 34,4 84,64 32,6
0,05 134,22 102,53 34,8 90,02 333 79,56 31,9 69,57 30,7
2 0,70 103,90 35,0 92,69 33,6 82,94 32,4 74,35 31,3 67,05 30,4 59,88 29,5
0,15 85,13 32,6 77,22 31,7 70,18 30,8 63,79 30,0 58,32 29,3 52,80 28,6
0,00 201,78 107,83 BSIS 92,06 Bil*5)
0,05 145,98 111,52 339 97,90 32,2 86,53 30,8 75,67 29,5
2 0,10 113,00 341 100,81 32,6 90,20 1,3 80,87 301 72,92 291 65,12 28,1
0,15 92,59 316 83,98 30,5 76,33 29,5 69,38 28,7 63,43 279 57,43 27,2
0,00 218,03 45,3 134,90 349 116,51 32,6 99,47 30,4
0,05 157,73 37,7 120,50 331 105,79 31,2 93,50 29,7 81,76 28,2
* 0,10 122,10 333 108,93 31,6 97,47 30,2 87,38 28,9 78,79 27,8 70,37 26,8
0,15 100,04 30,5 90,75 29,3 82,48 28,3 74,97 274 68,54 26,6 62,05 25,8
0,00 242,38 149,98 337 129,53 31,2 110,58 28,8
0,05 175,35 152,74 341 133,96 31,7 117,60 29,7 103,94 28,0 90,90 26,4
® 0,10 135,74 32,0 121,10 301 108,35 28,5 97,14 271 87,60 25,9 78,23 24,8
0,15 111,22 28,9 100,88 27,6 91,69 26,5 83,34 254 76,19 24,5 68,98 23,6

Tab 109. Wall heating performance - plaster 2,0 cm - diameter 16x2,0; t.,, = 50 °C - Rail

[W/m?] [W/m?]

0,00 209,90 50,2 46,2 43,0 b
0,05 151,85 LEX] 40,5 38,5 m 78,72 33,8
# 0,10 117,55 38,7 371 35,7 67,75 32,5
0,15 96,31 36,0 59,74 31,5
0,00 226,15 50,3 46,0 42,4 103,18 349
0,05 163,60 42,5 LR 37,6 96,98 341 84,81 32,6
2 0,10 126,65 37,8 36,1 101,10 34,6 90,63 3 81,73 32,2 72,99 BilAl
0,15 103,77 85,55 327 7776 317 71,09 309 64,36 30,0
0,00 242,38 50,3 45,7 110,58 33,8
0,05 175,35 41,9 39,1 117,60 347 103,94 33,0 90,90 31,4
2 0,10 135,74 37,0 35,1 108,35 335 97,14 321 87,60 30,9 78,23 29,8
0,15 111,22 3 91,69 31,5 83,34 30,4 76,19 29,5 68,98 28,6
0,00 258,61 50,3 117,99 327
0,05 187,09 125,48 337 110,90 31,9 96,98 301
* 0,10 144,83 103,65 31,0 93,46 29,7 83,47 28,4
0,15 118,66 88,92 81,30 28,2 73,60 27,2
0,00 282,95 151,21 339 129,09 311
0,05 204,70 156,38 121,34 30,2 106,11 28,3
® 0,10 158,46 34,8 141,37 32,7 126,49 30,8 113,40 29,2 102,26 27,8 91,32 26,4
0,15 129,83 31,2 17,77 29,7 107,04 28,4 97,29 27,2 88,95 26,1 80,53 251
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Tab 110. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 8x1,0 mm; t., = 15 °C (At = 5 °C) - Rail

88,47 85,67
0,05 58,31 56,71
28
0,10 49,11 47,91 46,70 45,50 4417 42,97 40,43 22,9
0,15 48,04 46,84 45,64 22,3 44,44 22,4 43,37 22,6 42,03 22,7 40,83 22,9 39,63 23,0
0,00 75,03 72,65 70,05 17,2 67,56 17,6 64,96 m 62,47 m 59,86 m 57,37 18,8
0,05 49,45 48,10 46,74 20,2 45,38 20,3 44,02 20,5 42,55 20,7 41,19 20,9 39,72 21,0
2 0,10 41,64 20,8 40,63 20,9 39,61 21,0 38,59 21,2 37,46 21,3 36,44 21,4 35,31 21,6 34,29 21,7
0,15 40,74 20,9 39,72 21,0 38,70 21,2 37,68 21,3 36,78 21,4 35,65 21,5 34,63 21,7 33,61 21,8
0,00 61,50 m 59,56 m 57,42 m 55,38 171 53,25 17,3 51,21 17,6 49,07 17,9 47,03 18,1
0,05 40,54 18,9 39,43 191 38,31 19,2 37,20 19,4 36,09 19,5 34,88 19,6 33,77 19,8 32,56 19,9
# 0,10 34,14 19,7 33,30 19,8 32,47 19,9 31,63 20,0 30,71 20,2 29,87 20,3 28,94 20,4 28,11 20,5
0,15 33,40 19,8 32,56 19,9 31,73 20,0 30,89 20,1 30,15 20,2 29,22 20,3 28,39 20,5 27,55 20,6
0,00 47,83 m 46,31 16,2 44,65 16,4 43,06 16,6 41,41 16,8 39,82 17,0 38,16 17,2 36,57 17,4
0,05 31,52 18,1 30,66 18,2 29,79 18,3 28,93 18,4 28,06 18,5 27,12 18,6 26,26 18,7 25,32 18,8
2 0,10 26,55 18,7 25,90 18,8 25,25 18,8 24,60 18,9 23,88 19,0 23,23 19,1 22,51 19,2 21,86 19,3
0,15 25,97 18,8 25,32 18,8 24,67 18,9 24,02 19,0 23,44 19,1 22,72 19,2 22,07 19,2 21,42 19,3
0,00 33,80 15,8 32,73 15,9 31,55 16,1 30,43 16,2 29,26 16,3 28,14 16,5 26,97 16,6 25,85 16,8
0,05 22,28 17,2 21,67 17,3 21,05 17,4 20,44 174 19,83 17,5 19,17 17,6 18,56 17,7 17,89 17,8
2 0,10 18,76 17,7 18,30 17,7 17,84 17,8 17,38 17,8 16,87 179 16,41 17,9 15,90 18,0 15,45 18,1
0,15 18,35 177 17,89 17,8 17,43 17,8 16,98 17,9 16,57 179 16,06 18,0 15,60 18,1 15,14 18,1

Tab 111. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 8x1,0 mm; t,,, = 18 °C (At = 5 °C) - Rail

[W/m?]
0,05 42,77 22,7 41,60 22,8 40,42 22,9 39,25 231 38,08 23,2 36,80 23,4 35,63 23,5 34,36 23,7
2 0,10 36,02 233 3514 23,6 34,26 23,7 33,38 23,8 32,40 24,0 31,52 24,1 30,54 24,2 29,66 24,3
0,15 35,24 23,6 34,36 23,7 33,48 23,8 32,59 239 31,81 24,0 30,83 24,1 29,95 24,3 29,07 24,4
0,00 51,27 m 49,64 m 47,86 m 46,16 20,2 44,38 20,5 42,68 20,7 40,90 20,9 39,20 21,1
0,05 33,79 21,8 32,86 21,9 31,93 22,0 31,01 221 30,08 22,2 29,07 22,4 28,15 22,5 27,14 22,6
2 0,10 28,46 22,4 27,76 22,5 27,06 22,6 26,37 22,7 25,59 22,8 24,90 229 24,13 23,0 23,43 231
0,15 27,84 22,5 2714 22,6 26,44 22,7 25,75 22,8 2513 229 24,36 23,0 23,66 23,0 22,97 231
0,00 37,36 19,3 36,18 19,5 34,88 19,6 33,64 19,8 323 20,0 31,11 20,1 29,81 20,3 28,57 20,4
0,05 24,63 20,9 23,95 21,0 23,27 211 22,60 21,2 21,92 21,3 21,19 21,4 20,51 21,4 19,78 21,5
# 0,10 20,74 21,4 20,23 21,5 19,72 21,5 19,22 21,6 18,65 21,7 18,14 21,7 17,58 21,8 17,07 21,9
0,15 20,29 21,5 19,78 21,5 19,27 21,6 18,76 21,7 18,31 21,7 17,75 21,8 17,24 21,8 16,74 219
0,00 22,61 19,2 21,89 19,3 21,11 19,4 20,36 19,5 19,57 19,6 18,82 19,6 18,04 19,7 17,29 19,8
0,05 14,90 20,1 14,49 20,2 14,08 20,2 13,67 20,3 13,26 20,3 12,82 20,4 12,41 20,4 11,97 20,5
2 0,10 12,55 20,4 12,24 20,5 11,93 20,5 11,63 20,5 11,29 20,6 10,98 20,6 10,64 20,7 10,33 20,7
0,15 12,28 20,5 11,97 20,5 11,66 20,5 11,35 20,6 11,08 20,6 10,74 20,7 10,43 20,7 10,13 20,7
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Tab 112. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 8x1,0 mm; t,,, = 20 °C (At = 5 °C) - Ralil

[W/m?]
0,05 33,79 23,8 32,86 239 31,93 24,0 31,01 241 30,08 24,2 29,07 24,4 28,15 24,5 2714 24,6
2 0,10 28,46 24,4 27,76 24,5 27,06 24,6 26,37 24,7 25,59 24,8 24,90 24,9 24,13 25,0 23,43 25,1
0,15 27,84 24,5 2714 24,6 26,44 24,7 25,75 24,8 2513 24,9 24,36 25,0 23,66 25,0 22,97 25,1
0,00 37,36 21,3 36,18 21,5 34,88 21,6 33,64 21,8 32,35 22,0 31,1 221 29,81 22,3 28,57 22,4
0,05 24,63 229 23,95 23,0 23,27 231 22,60 23,2 21,92 23,3 21,19 23,4 20,51 23,4 19,78 23,5
2 0,10 20,74 23,4 20,23 23,5 19,72 235 19,22 23,6 18,65 237 18,14 23,7 17,58 23,8 17,07 239
0,15 20,29 23,5 19,78 23,5 19,27 23,6 18,76 237 18,31 237 17,75 23,8 17,24 23,8 16,74 239
0,00 22,61 21,2 21,89 21,3 21,11 21,4 20,36 21,5 19,57 21,6 18,82 21,6 18,04 21,7 17,29 21,8
0,05 14,90 22,1 14,49 22,2 14,08 22,2 13,67 22,3 13,26 22,3 12,82 22,4 12,41 22,4 11,97 22,5
24 0,10 12,55 22,4 12,24 22,5 11,93 22,5 11,63 22,5 11,29 22,6 10,98 22,6 10,64 22,7 10,33 22,7
0,15 12,28 22,5 11,97 22,5 11,66 22,5 11,35 22,6 11,08 22,6 10,74 22,7 10,43 22,7 10,13 22,7
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| Tab 113. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 12x2,0 mm; t,,, = 15 °C (At = 5 °C) - Rail |

[W/m?] [W/m?] [W/m?]
0,05 49,11 21,9 43,77 22,5 38,97 231 34,83 23,6 31,09 241 27,76 24,5
2 0,10 42,43 22,7 38,16 23,2 34,43 23,7 31,09 241 28,02 24,5 25,35 24,8
0,15 41,50 23,8 30,56 24,2 27,62 24,5 25,09 24,9
0,00 59,07 20,5 38,36 21,2 33,38 21,8 29,08 22,4
0,05 41,64 20,8 3712 21,4 33,04 21,9 29,54 22,3 26,37 22,7 23,54 231
2 0,10 35,99 21,5 32,37 22,0 29,20 22,4 26,37 22,7 23,76 23,0 21,50 23,3
0,15 35,19 21,6 31,80 22,0 28,74 22,4 25,91 22,8 23,43 231 21,28 23,3
0,00 48,42 m 41,74 18,8 36,18 19,5 31,45 20,1 27,37 20,6 23,84 21,0
0,05 34,14 19,7 30,43 20,2 27,09 20,6 24,21 21,0 21,61 21,3 19,30 21,6
# 0,10 29,50 20,3 26,53 20,7 23,93 21,0 21,61 21,3 19,48 21,6 17,63 21,8
0,15 28,85 20,4 26,07 20,7 23,56 211 21,24 21,3 19,20 21,6 17,44 21,8
0,00 37,65 17,3 32,46 17,9 28,13 18,5 24,45 18,9 21,28 19,3 18,54 19,7
0,05 26,55 18,7 23,66 19,0 21,06 19,4 18,83 19,6 16,81 19,9 15,00 20,1
2 0,10 22,94 19,1 20,63 19,4 18,61 19,7 16,81 19,9 15,15 20,1 13,71 20,3
0,15 22,43 19,2 20,27 19,5 18,32 19,7 16,52 19,9 14,93 20,1 13,56 20,3
0,00 26,61 16,7 22,94 171 19,88 17,5 17,28 17,8 15,04 18,1 13,10 18,4
0,05 18,76 17,7 16,72 17,9 14,89 18,1 13,31 18,3 11,88 18,5 10,60 18,7
2 0,10 16,21 18,0 14,58 18,2 13,15 18,4 11,88 18,5 10,71 18,7 9,69 18,8
0,15 15,85 18,0 14,32 18,2 12,95 18,4 11,67 18,5 10,55 18,7 9,58 18,8

Tab 114. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 12x2,0 mm; t,,, = 18 °C (At = 5 °C) - Rail

0,15 30,44 24,2 27,50 24,6 24,86 24,9 22,41 25,2 20,26 25,5 18,40 25,7
0,00 40,36 21,0 34,80 21,7 30,16 22,2 26,21 22,7 22,81 231 19,87 23,5
0,05 28,46 22,4 25,36 22,8 22,58 23,2 20,18 23,5 18,02 237 16,08 24,0
% 0,10 24,59 22,9 22,11 23,2 19,95 23,5 18,02 23,7 16,24 24,0 14,69 24,2
0,15 24,05 23,0 21,73 233 19,64 23,5 17,71 23,8 16,01 24,0 14,54 24,2
0,00 29,41 20,3 25,36 20,8 21,98 21,3 19,10 21,6 16,62 21,9 14,48 22,2
0,05 20,74 21,4 18,48 21,7 16,45 21,9 14,71 22,2 13,13 22,4 11,72 22,5
# 0,10 17,92 21,8 16,12 22,0 14,54 22,2 13,13 22,4 11,83 22,5 10,71 22,77
0,15 17,53 21,8 15,83 22,0 14,31 22,2 12,90 22,4 11,66 22,5 10,59 22,7
0,00 17,80 19,8 15,34 20,1 13,30 20,3 11,56 20,6 10,06 20,7 8,76 20,9
0,05 12,55 20,4 11,18 20,6 9,96 20,8 8,90 20,9 794 21,0 7,09 211
2 0,10 10,84 20,6 9,75 20,8 8,80 20,9 794 21,0 716 211 6,48 21,2
0,15 10,60 20,7 9,58 20,8 8,66 20,9 7,81 21,0 7,06 211 6,41 21,2




Tab 115. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 12x2,0 mm; t,, = 20 °C (At = 5 °C) - Rail

[W/m?] [W/m?] [W/m?]
0,00 40,36 23,0 34,80 23,7 30,16 24,2 26,21 24,7 22,81 251 19,87 25,5
0,05 28,46 24,4 25,36 24,8 22,58 25,2 20,18 25,5 18,02 25,7 16,08 26,0
2 0,10 24,59 24,9 22,11 25,2 19,95 25,5 18,02 25,7 16,24 26,0 14,69 26,2
0,15 24,05 25,0 21,73 25,3 19,64 25,5 17,71 25,8 16,01 26,0 14,54 26,2
0,00 29,41 22,3 25,36 22,8 21,98 23,3 19,10 23,6 16,62 23,9 14,48 24,2
0,05 20,74 23,4 18,48 23,7 16,45 23,9 14,71 24,2 13,13 24,4 11,72 24,5
2 0,10 17,92 23,8 16,12 24,0 14,54 24,2 1313 24,4 11,83 24,5 10,71 24,7
0,15 17,53 23,8 15,83 24,0 14,31 24,2 12,90 24,4 11,66 24,5 10,59 24,7
0,00 17,80 21,8 15,34 221 13,30 22,3 11,56 22,6 10,06 22,7 8,76 229
0,05 12,55 22,4 11,18 22,6 9,96 22,8 8,90 229 7,94 23,0 7,09 231
# 0,10 10,84 22,6 9,75 22,8 8,80 229 7,94 23,0 716 231 6,48 23,2
0,15 10,60 22,7 9,58 22,8 8,66 229 781 23,0 7,06 231 6,41 23,2
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| Tab 116. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 14x2,0 mm; t.,, = 15 °C (At = 5 °C) - Rail |

[W/m?] [W/m?] [W/m?]
0,05 49,64 21,8 44,30 22,5 39,63 23,0 35,50 23,6 31,76 24,0 28,42 24,4
2 0,10 42,84 22,6 38,70 23,2 34,96 23,6 31,63 24,0 28,56 24,4 25,89 24,8
0,15 41,90 23,7 31,09 241 28,16 24,5 25,62 24,8
0,00 59,86 20,4 39,27 21,1 34,18 21,7 29,76 22,3
0,05 42,10 21,8 30,10 22,2 26,93 22,6 24,10 23,0
2 0,10 36,33 21,5 32,82 21,9 29,65 22,3 26,82 22,6 24,22 23,0 21,95 23,3
0,15 35,53 21,6 3214 22,0 29,08 22,4 26,37 22,7 23,88 23,0 21,73 23,3
0,00 49,07 m 42,49 18,7 36,92 19,4 32,19 20,0 28,02 20,5 24,40 21,0
0,05 34,51 19,7 30,80 20,2 27,55 20,6 24,68 20,9 22,08 21,2 19,76 21,5
# 0,10 29,78 20,3 26,90 20,6 24,30 21,0 21,99 21,3 19,85 21,5 18,00 21,8
0,15 29,13 20,4 26,35 20,7 23,84 21,0 21,61 21,3 19,57 21,6 17,81 21,8
0,00 38,16 17,2 33,04 179 28,71 18,4 25,03 18,9 21,78 19,3 18,97 19,6
0,05 26,83 18,6 23,95 19,0 21,42 19,3 19,19 19,6 1717 19,9 15,36 20,1
2 0,10 23,16 19,1 20,92 19,4 18,90 19,6 17,10 19,9 15,44 20,1 13,99 20,3
0,15 22,65 19,2 20,49 19,4 18,54 19,7 16,81 19,9 15,22 20,1 13,85 20,3
0,00 26,97 16,6 23,35 171 20,29 17,5 17,69 17,8 15,40 18,1 13,41 18,3
0,05 18,96 17,6 16,92 17,9 15,14 18,1 13,56 18,3 12,13 18,5 10,86 18,6
2 0,10 16,36 18,0 14,78 18,2 13,36 18,3 12,08 18,5 10,91 18,6 9,89 18,8
0,15 16,01 18,0 14,48 18,2 13,10 18,4 11,88 18,5 10,76 18,7 9,79 18,8

Tab 117. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 14x2,0 mm; t.,, = 18 °C (At = 5 °C) - Ralil

[W/m?] [W/m?] [W/m?] [W/m?] [W/m?]
0,00 51,78 21,5 44,83 22,4 38,96 231 33,96 23,8 29,56 24,3 25,74 24,8
0,05 36,41 23,4 32,50 239 29,07 24,4 26,04 24,7 23,30 251 20,85 25,4
2 0,10 31,42 24,1 28,39 24,5 25,64 24,8 23,20 25,1 20,95 25,4 18,99 25,6
0,15 30,73 24,2 27,80 24,5 25,16 24,9 22,81 251 20,65 25,4 18,79 25,7
0,00 40,90 20,9 35,41 21,6 30,78 22,2 26,83 22,6 23,35 231 20,34 23,5
0,05 28,76 22,4 25,67 22,8 22,97 231 20,57 23,4 18,40 237 16,47 239
2 0,10 24,82 22,9 22,42 23,2 20,26 285 18,33 23,7 16,55 23,9 15,00 24,1
0,15 24,28 23,0 21,96 233 19,87 23,5 18,02 237 16,32 24,0 14,85 24,1
0,00 29,81 20,3 25,81 20,8 22,43 21,2 19,55 21,6 17,02 21,9 14,82 22,1
0,05 20,96 21,4 18,71 21,7 16,74 21,9 14,99 22,1 13,41 22,3 12,00 22,5
# 0,10 18,09 21,7 16,34 22,0 14,76 22,2 13,36 22,3 12,06 22,5 10,93 22,6
0,15 17,69 21,8 16,00 22,0 14,48 22,2 13,13 22,4 11,89 22,5 10,82 22,6
0,00 18,04 19,7 15,62 20,0 13,57 20,3 11,83 20,5 10,30 20,7 8,97 20,9
0,05 12,68 20,4 11,32 20,6 10,13 20,7 9,07 20,9 8,12 21,0 7,26 211
2 0,10 10,95 20,6 9,89 20,8 8,93 20,9 8,08 21,0 730 211 6,62 21,2
0,15 10,71 20,7 9,68 20,8 8,76 20,9 794 21,0 719 211 6,55 21,2

- 66 -



Tab 118. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 14x2,0 mm; t,, = 20 °C (At = 5 °C) - Rail

[W/m?] [W/m?] [W/m?] [W/m?]
0,00 40,90 22,9 35,41 23,6 30,78 24,2 26,83 24,6 23,35 251 20,34 25,5
0,05 28,76 24,4 25,67 24,8 22,97 251 20,57 25,4 18,40 25,7 16,47 25,9
2 0,10 24,82 24,9 22,42 25,2 20,26 25,5 18,33 25,7 16,55 25,9 15,00 26,1
0,15 24,28 25,0 21,96 25,3 19,87 25,5 18,02 25,7 16,32 26,0 14,85 26,1
0,00 29,81 22,3 25,81 22,8 22,43 23,2 19,55 23,6 17,02 23,9 14,82 241
0,05 20,96 23,4 18,71 23,7 16,74 23,9 14,99 241 13,41 24,3 12,00 24,5
2 0,10 18,09 23,7 16,34 24,0 14,76 24,2 13,36 24,3 12,06 24,5 10,93 24,6
0,15 17,69 23,8 16,00 24,0 14,48 24,2 13,13 24,4 11,89 24,5 10,82 24,6
0,00 18,04 21,7 15,62 22,0 13,57 22,3 11,83 225 10,30 22,7 8,97 229
0,05 12,68 22,4 11,32 22,6 10,13 22,7 9,07 229 8,12 23,0 7,26 231
# 0,10 10,95 22,6 9,89 22,8 8,93 229 8,08 23,0 730 231 6,62 23,2
0,15 10,71 227 9,68 22,8 8,76 229 7,94 23,0 719 231 6,55 23,2
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| Tab 119. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 16x2,0 mm; t.,, = 15 °C (At = 5 °C) - Rail |

[W/m?] [W/m?] [W/m?] [W/m?]
0,05 50,17 21,7 44,97 22,4 40,30 23,0 36,16 23,5 32,43 23,9 28,96 24,4
2 0,10 43,10 22,6 39,10 231 35,50 23,6 32,16 24,0 29,22 24,3 26,42 24,7
0,15 42,30 22,7 38,43 23,2 34,83 23,6 31,63 24,0 28,69 24,4 26,15 24,7
0,00 60,54 45,94 20,3 40,06 21,0 34,97 21,6 30,55 22,2
0,05 42,55 34,18 21,7 30,67 22,2 27,50 22,6 24,56 22,9
2 0,10 36,55 21,4 33,16 21,9 30,10 22,2 27,27 22,6 24,78 22,9 22,41 23,2
0,15 35,87 21,5 32,59 21,9 29,54 22,3 26,82 22,6 24,33 23,0 22,18 23,2
0,00 49,63 m 43,23 18,6 37,66 19,3 32,84 19,9 28,66 20,4 25,05 20,9
0,05 34,88 19,6 31,26 20,1 28,02 20,5 25,14 20,9 22,54 21,2 20,13 21,5
# 0,10 29,96 20,3 2718 20,6 24,68 20,9 22,36 21,2 20,32 21,5 18,37 21,7
0,15 29,41 20,3 26,72 20,7 24,21 21,0 21,99 21,3 19,94 21,5 18,18 21,7
0,00 38,59 17,2 33,61 17,8 29,29 18,3 25,54 18,8 22,29 19,2 19,48 19,6
0,05 2712 18,6 24,31 19,0 21,78 19,3 19,55 19,6 17,53 19,8 15,65 20,0
2 0,10 23,30 19,1 2114 19,4 19,19 19,6 17,38 19,8 15,80 20,0 14,28 20,2
0,15 22,87 19,1 20,77 19,4 18,83 19,6 17,10 19,9 15,51 20,1 14,14 20,2
0,00 27,27 16,6 23,76 17,0 20,70 17,4 18,05 17,7 15,75 18,0 13,76 18,3
0,05 1917 17,6 17,18 17,9 15,40 18,1 13,81 18,3 12,39 18,5 11,06 18,6
2 0,10 16,47 17,9 14,94 18,1 13,56 18,3 12,29 18,5 11,16 18,6 10,09 18,7
0,15 16,16 18,0 14,68 18,2 13,31 18,3 12,08 18,5 10,96 18,6 9,99 18,8

Tab 120. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 16x2,0 mm; t., = 18 °C (At = 5 °C) - Rail

0,15 31,03 24,1 28,19 24,5 25,55 24,8 23,20 251 21,04 25,4 19,18 25,6
0,00 41,37 20,8 36,03 21,5 31,39 22,1 27,37 22,6 23,89 23,0 20,88 23,4
0,05 29,07 22,4 26,06 22,7 23,35 23,1 20,95 23,4 18,79 23,7 16,78 239
2 0,10 24,98 22,9 22,66 23,2 20,57 23,4 18,64 23,7 16,93 23,9 15,31 24,1
0,15 24,51 22,9 22,27 23,2 20,18 23,5 18,33 23,7 16,62 23,9 15,16 24,1
0,00 30,15 20,2 26,26 20,7 22,88 21,1 19,95 21,5 17,41 21,8 15,21 22,1
0,05 21,19 21,4 18,99 21,6 17,02 21,9 15,27 22,1 13,69 22,3 12,23 22,5
# 0,10 18,20 21,7 16,51 21,9 14,99 22,1 13,58 22,3 12,34 22,5 11,16 22,6
0,15 17,86 21,8 16,23 22,0 14,71 22,2 13,36 22,3 12,12 22,5 11,04 22,6
0,00 18,24 19,7 15,89 20,0 13,84 20,3 12,07 20,5 10,54 20,7 9,21 20,8
0,05 12,82 20,4 11,49 20,6 10,30 20,7 9,24 20,8 8,29 21,0 740 211
2 0,10 11,01 20,6 9,99 20,8 9,07 20,9 8,22 21,0 747 211 6,75 21,2
0,15 10,81 20,6 9,82 20,8 8,90 20,9 8,08 21,0 7,33 211 6,68 21,2
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Tab 121. Wall cooling performance - plaster 2,0 cm over the pipe - diameter 16x2,0 mm; t,,, = 20 °C (At = 5 °C) - Rail

[W/m?] [W/m?] [W/m?]
0,00 41,37 22,8 36,03 23,5 31,39 241 27,37 24,6 23,89 25,0 20,88 25,4
0,05 29,07 24,4 26,06 24,7 23,35 251 20,95 25,4 18,79 25,7 16,78 25,9
2 0,10 24,98 24,9 22,66 25,2 20,57 25,4 18,64 25,7 16,93 25,9 15,31 26,1
0,15 24,51 24,9 22,27 25,2 20,18 25,5 18,33 25,7 16,62 25,9 15,16 26,1
0,00 30,15 22,2 26,26 22,7 22,88 231 19,95 23,5 17,41 23,8 15,21 241
0,05 21,19 23,4 18,99 23,6 17,02 23,9 15,27 241 13,69 24,3 12,23 24,5
2 0,10 18,20 23,7 16,51 23,9 14,99 241 13,58 24,3 12,34 24,5 11,16 24,6
0,15 17,86 23,8 16,23 24,0 14,71 24,2 13,36 24,3 12,12 24,5 11,04 24,6
0,00 18,24 21,7 15,89 22,0 13,84 22,3 12,07 225 10,54 22,7 9,21 22,8
0,05 12,82 22,4 11,49 22,6 10,30 227 9,24 22,8 8,29 23,0 740 231
2 0,10 11,01 22,6 9,99 22,8 9,07 229 8,22 23,0 7,47 231 6,75 23,2
0,15 10,81 22,6 9,82 22,8 8,90 229 8,08 23,0 733 231 6,68 23,2
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NOTES

T - coil spacing [m]

ti - room temperature [°C]

t., - medium temperature of heating fluid [°C]

q - unit power output [W/m?]

t_ - average floor temperature [°C]

R,; - heat transfer resistance of floor covering [m2K/W]:
0,00 - no cover or thin ceramic / stone tiles

0,05 - thick ceramic / stone tiles or PVC lining

0,10 - thin carpets or wood panels

0,15 - thick carpets or standard wood flooring



Multisystem KAN-therm

Complete multipurpose installation system consisting of state of the art, mutually complementary
technical solutions for pipe water distribution installations, heating installations, as well as
technological and fire extinguishing installations.
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automation

Football
Stadium installations

Cabinets and manifolds
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	Tab 1.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 14×2,0; tFm = 35 °C - Tacker, Rail
	Tab 2.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 14×2,0; tFm = 40 °C - Tacker, Rail
	Tab 3.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 14×2,0; tFm = 45 °C - Tacker, Rail
	Tab 4.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 14×2,0; tFm = 50 °C - Tacker, Rail
	Tab 5.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 16×2,0; tFm = 35 °C - Profil, Tacker, Rail
	Tab 6.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 16×2,0; tFm = 40 °C - Profil, Tacker, Rail
	Tab 7.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 16×2,0; tFm = 45 °C - Profil, Tacker, Rail
	Tab 8.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 16×2,0; tFm = 50 °C - Profil, Tacker, Rail
	Tab 9.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 18×2,0; tFm = 35 °C - Profil, Tacker, Rail
	Tab 10.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 18×2,0; tFm = 40 °C - Profil, Tacker, Rail
	Tab 11.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 18×2,0; tFm = 45 °C - Profil, Tacker, Rail
	Tab 12.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 18×2,0; tFm = 50 °C - Profil, Tacker, Rail
	Tab 13.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 20×2,0; tFm = 35 °C - Tacker, Rail
	Tab 14.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 20×2,0; tFm = 40 °C - Tacker, Rail
	Tab 15.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 20×2,0; tFm = 45 °C - Tacker, Rail
	Tab 16.	Floor heating performance - concrete slab layer 4,5 cm over the pipe - diameter 20×2,0; tFm = 50 °C - Tacker, Rail
	Tab 17.	Floor heating performance - dry screed thickness 2,5 cm - diameter 16×2,0; tFm = 35 °C - TBS
	Tab 18.	Floor heating performance - dry screed thickness 2,5 cm - diameter 16×2,0; tFm = 40 °C - TBS
	Tab 19.	Floor heating performance - dry screed thickness 2,5 cm - diameter 16×2,0; tFm = 45 °C - TBS
	Tab 20.	Floor heating performance - dry screed thickness 2,5 cm - diameter 16×2,0; tFm = 50 °C - TBS
	Tab 21.	Floor heating performance - dry screed thickness 4,3 cm - diameter 16×2,0; tFm = 35 °C - TBS
	Tab 22.	Floor heating performance - dry screed thickness 4,3 cm - diameter 16×2,0; tFm = 40 °C - TBS
	Tab 23.	Floor heating performance - dry screed thickness 4,3 cm - diameter 16×2,0; tFm = 45 °C - TBS
	Tab 24.	Floor heating performance - dry screed thickness 4,3 cm - diameter 16×2,0; tFm = 50 °C - TBS
	Tab 25.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 14×2,0 mm; tFM = 15 °C (Δt = 5 °C) - Tacker, Rail
	Tab 26.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 14×2,0 mm; tFM = 18 °C (Δt = 5 °C) - Tacker, Rail
	Tab 27.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 14×2,0 mm; tFM = 20 °C (Δt = 5 °C) - Tacker, Rail
	Tab 28.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 16×2,0 mm; tFM = 15 °C (Δt = 5 °C) - Profil, Tacker, Rail
	Tab 29.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 16×2,0 mm; tFM = 18 °C (Δt = 5 °C) - Profil, Tacker, Rail 
	Tab 30.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 16×2,0 mm; tFM = 20 °C (Δt = 5 °C) - Profil, Tacker, Rail
	Tab 31.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 18×2,0 mm; tFM = 15 °C (Δt = 5 °C) - Profil, Tacker, Rail
	Tab 32.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 18×2,0 mm; tFM = 18 °C (Δt = 5 °C) - Profil, Tacker, Rail
	Tab 33.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 18×2,0 mm; tFM = 20 °C (Δt = 5 °C) - Profil, Tacker, Rail
	Tab 34.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 20×2,0 mm; tFM = 15 °C (Δt = 5 °C) - Tacker, Rail
	Tab 35.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 20×2,0 mm; tFM = 18 °C (Δt = 5 °C) - Tacker, Rail
	Tab 36.	Floor cooling performance - concrete slab layer 4,5 cm over the pipe - diameter 20×2,0 mm; tFM = 20 °C (Δt = 5 °C) - Tacker, Rail
	Tab 37.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 14×2,0; tFm = 35 °C - Rail
	Tab 38.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 14×2,0; tFm = 40 °C - Rail
	Tab 39.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 14×2,0; tFm = 45 °C - Rail
	Tab 40.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 14×2,0; tFm = 50 °C - Rail
	Tab 41.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 16×2,0; tFm = 35 °C - Rail
	Tab 42.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 16×2,0; tFm = 40 °C - Rail
	Tab 43.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 16×2,0; tFm = 45 °C - Rail
	Tab 44.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 16×2,0; tFm = 50 °C - Rail
	Tab 45.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 18×2,0; tFm = 35 °C - Rail
	Tab 46.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 18×2,0; tFm = 40 °C - Rail
	Tab 47.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 18×2,0; tFm = 45 °C - Rail
	Tab 48.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 18×2,0; tFm = 50 °C - Rail
	Tab 49.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 20×2,0; tFm = 35 °C - Rail
	Tab 50.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 20×2,0; tFm = 40 °C - Rail
	Tab 51.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 20×2,0; tFm = 45 °C - Rail
	Tab 52.	Ceiling heating performance - plaster 2,0 cm over the pipe - diameter 20×2,0; tFm = 50 °C - Rail
	Tab 53.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 12×2,0 mm; tFM = 15 °C (Δt = 5 °C) - Rail
	Tab 54.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 12×2,0 mm; tFM = 18 °C (Δt = 5 °C) - Rail
	Tab 55.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 12×2,0 mm; tFM = 20 °C (Δt = 5 °C) - Rail
	Tab 56.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 14×2,0 mm; tFM = 15 °C (Δt = 5 °C) - Rail
	Tab 57.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 14×2,0 mm; tFM = 18 °C (Δt = 5 °C) - Rail
	Tab 58.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 14×2,0 mm; tFM = 20 °C (Δt = 5 °C) - Rail
	Tab 59.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 16×2,0 mm; tFM = 15 °C (Δt = 5 °C) - Rail
	Tab 60.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 16×2,0 mm; tFM = 18 °C (Δt = 5 °C) - Rail
	Tab 61.	Ceiling cooling performance - plaster 2,0 cm over the pipe - diameter 16×2,0 mm; tFM = 20 °C (Δt = 5 °C) - Rail
	Tab 62.	�Wall heating performance - diameter 8×1,0 mm, tFm = 27,5 °C - dry method
	Tab 63.	�Wall heating performance - diameter 8×1,0 mm, tFm = 30 °C - dry method
	Tab 64.	�Wall heating performance - diameter 8×1,0 mm, tFm = 32,5 °C - dry method
	Tab 65.	�Wall heating performance - diameter 8×1,0 mm,tFm = 35 °C - dry method
	Tab 66.	�Wall heating performance - diameter 8×1,0 mm,tFm = 37,5 °C - dry method
	Tab 67.	�Wall heating performance - diameter 8×1,0 mm, tFm = 40 °C - dry method
	Tab 68.	�Wall heating performance - diameter 8×1,0 mm, tFm = 42,5 °C - dry method
	Tab 69.	�Wall heating performance - diameter 8×1,0 mm, tFm = 45 °C - dry method
	Tab 70.	�Wall cooling performance - diameter 8×1,0 mm, tFm = 15 °C - dry method
	Tab 71.	�Wall cooling performance - diameter 8×1,0 mm, tFm = 18 °C - dry method
	Tab 72.	�Wall cooling performance - diameter 8×1,0 mm, tFm = 20 °C - dry method
	Tab 73.	Wall heating performance - plaster 0,7 cm over the pipe - diameter 8×1,0 mm, tFm = 30 °C - Rail
	Tab 74.	Wall heating performance - plaster 1,5 cm over the pipe - diameter 8×1,0 mm, tFm = 30 °C - Rail
	Tab 75.	Wall heating performance - plaster 2,5 cm over the pipe - diameter 8×1,0 mm, tFm = 30 °C - Rail
	Tab 76.	Wall heating performance - plaster 3,0 cm over the pipe - diameter 8×1,0 mm, tFm = 30 °C - Rail
	Tab 77.	Wall heating performance - plaster 0,7 cm over the pipe - diameter 8×1,0 mm, tFm = 35 °C - Rail
	Tab 78.	Wall heating performance - plaster 1,5 cm over the pipe - diameter 8×1,0 mm, tFm = 35 °C - Rail
	Tab 79.	Wall heating performance - plaster 2,5 cm over the pipe - diameter 8×1,0 mm, tFm = 35 °C - Rail
	Tab 80.	Wall heating performance - plaster 3,0 cm over the pipe - diameter 8×1,0 mm, tFm = 35 °C - Rail
	Tab 81.	Wall heating performance - plaster 0,7 cm over the pipe - diameter 8×1,0 mm, tFm = 40 °C - Rail
	Tab 82.	Wall heating performance - plaster 1,5 cm over the pipe - diameter 8×1,0 mm, tFm = 40 °C - Rail
	Tab 83.	Wall heating performance - plaster 2,5 cm over the pipe - diameter 8×1,0 mm, tFm = 40 °C - Rail
	Tab 84.	Wall heating performance - plaster 3,0 cm over the pipe - diameter 8×1,0 mm, tFm = 40 °C - Rail
	Tab 85.	Wall heating performance - plaster 0,7 cm over the pipe - diameter 8×1,0 mm, tFm = 45 °C - Rail
	Tab 86.	Wall heating performance - plaster 1,5 cm over the pipe - diameter 8×1,0 mm, tFm = 45 °C - Rail
	Tab 87.	Wall heating performance - plaster 2,5 cm over the pipe - diameter 8×1,0 mm, tFm = 45 °C - Rail
	Tab 88.	Wall heating performance - plaster 3,0 cm over the pipe - diameter 8×1,0 mm, tFm = 45 °C - Rail
	Tab 89.	Wall heating performance - plaster 0,7 cm over the pipe - diameter 8×1,0 mm, tFm = 50 °C - Rail
	Tab 90.	Wall heating performance - plaster 1,5 cm over the pipe - diameter 8×1,0 mm, tFm = 50 °C - Rail
	Tab 91.	Wall heating performance - plaster 2,5 cm over the pipe - diameter 8×1,0 mm, tFm = 50 °C - Rail
	Tab 92.	Wall heating performance - plaster 3,0 cm over the pipe - diameter 8×1,0 mm, tFm = 50 °C - Rail
	Tab 93.	Wall heating performance - plaster 2,0 cm - diameter 8×1,0; tFm = 30 °C - Rail
	Tab 94.	Wall heating performance - plaster 2,0 cm - diameter 8×1,0; tFm = 35 °C - Rail
	Tab 95.	Wall heating performance - plaster 2,0 cm - diameter 8×1,0; tFm = 40 °C - Rail
	Tab 96.	Wall heating performance - plaster 2,0 cm - diameter 8×1,0; tFm = 45 °C - Rail
	Tab 97.	Wall heating performance - plaster 2,0 cm - diameter 8×1,0; tFm = 50 °C - Rail
	Tab 98.	Wall heating performance - plaster 2,0 cm - diameter 12×2,0; tFm = 35 °C - Rail
	Tab 99.	Wall heating performance - plaster 2,0 cm - diameter 12×2,0; tFm = 40 °C - Rail
	Tab 100.	Wall heating performance - plaster 2,0 cm - diameter 12×2,0; tFm = 45 °C - Rail
	Tab 101.	Wall heating performance - plaster 2,0 cm - diameter 12×2,0; tFm = 50 °C - Rail
	Tab 102.	Wall heating performance - plaster 2,0 cm - diameter 14×2,0; tFm = 35 °C - Rail
	Tab 103.	Wall heating performance - plaster 2,0 cm - diameter 14×2,0; tFm = 40 °C - Rail
	Tab 104.	Wall heating performance - plaster 2,0 cm - diameter 14×2,0; tFm = 45 °C - Rail
	Tab 105.	Wall heating performance - plaster 2,0 cm - diameter 14×2,0; tFm = 50 °C - Rail
	Tab 106.	Wall heating performance - plaster 2,0 cm - diameter 16×2,0; tFm = 35 °C - Rail
	Tab 107.	Wall heating performance - plaster 2,0 cm - diameter 16×2,0; tFm = 40 °C - Rail
	Tab 108.	Wall heating performance - plaster 2,0 cm - diameter 16×2,0; tFm = 45 °C - Rail
	Tab 109.	Wall heating performance - plaster 2,0 cm - diameter 16×2,0; tFm = 50 °C - Rail
	Tab 110.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 8×1,0 mm; tFm = 15 °C (Δt = 5 °C) - Rail
	Tab 111.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 8×1,0 mm; tFm = 18 °C (Δt = 5 °C) - Rail
	Tab 112.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 8×1,0 mm; tFm = 20 °C (Δt = 5 °C) - Rail
	Tab 113.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 12×2,0 mm; tFm = 15 °C (Δt = 5 °C) - Rail
	Tab 114.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 12×2,0 mm; tFm = 18 °C (Δt = 5 °C) - Rail
	Tab 115.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 12×2,0 mm; tFm = 20 °C (Δt = 5 °C) - Rail
	Tab 116.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 14×2,0 mm; tFm = 15 °C (Δt = 5 °C) - Rail
	Tab 117.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 14×2,0 mm; tFm = 18 °C (Δt = 5 °C) - Rail
	Tab 118.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 14×2,0 mm; tFm = 20 °C (Δt = 5 °C) - Rail
	Tab 119.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 16×2,0 mm; tFm = 15 °C (Δt = 5 °C) - Rail
	Tab 120.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 16×2,0 mm; tFm = 18 °C (Δt = 5 °C) - Rail
	Tab 121.	Wall cooling performance - plaster 2,0 cm over the pipe - diameter 16×2,0 mm; tFm = 20 °C (Δt = 5 °C) - Rail
	Tab 122.	Quick selection of floor heating circuit spacing based on heating medium temperature and desired thermal power

